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ABSTRACT

This report provides updated radionuclide inventory estimates for waste
sent by the U.S. Department of Energy Naval Reactors Program for permanent
landfill disposal at the Idaho National Laboratory’s Subsurface Disposal Area.
Waste disposal streams are identified based upon the waste type (i.e., activated
metal, fuel material, and miscellaneous waste) The radionuclide source term for
each of the waste streams presented in this report includes radionuclide
contaminants of interest to the Operable Unit 7-13/14 remedial
investigation/feasibility study and the performance assessment/composite
analysis for the active low-level waste landfill at the Subsurface Disposal Area.

il



v



CONTENTS

ABSTRACT ...ttt ettt ettt b ettt a e bt et b ettt et ebt bttt ens iii
ACRONYMS ..ttt sttt ettt b e eb bt sttt et ettt b e st e b et et eneenes vii
1. INTRODUCTION ...ttt sttt s ene e 1
1.1 PUIPOSE ...ttt et e et e e s b e e et e e tbeeesbee e tbe e tbaeebaeeeabeeentaeentaeeenreeentes 1

1.2 N TeTe] o LIRSS PPSR 2

1.3 Document OTZaniZation............cecueereerierueriieesieesteeseestesseesseaseesseesseesseesssesssesssessseesseesseensns 2

2 BACKGROUND ..ottt st sttt ene e 3
2.1 Brief History and Description of the Subsurface Disposal Area..........cccceeveeevievieniieniveennennn, 4

2.2 Brief History and Description of the Naval Reactors Facility.........cccccecevieieniineninnenennee. 4

3. ESTIMATED RADIOLOGICAL INVENTORIES FOR 1953 THROUGH 1983.........ccocccvvveunnen. 6
3.1 Revised Waste Disposal Streams ..........ccoviiiviiiieiiiciieieeieecie et et ereeveesveesaneeane e 6

3.2 IMELHOAOLOZY ..veevvieiiiciieciie ettt ettt ettt e tb e et e e ste e s teestbeeabeesbeesbeesseesesessseeaseenseas 10

3.2.1 Methodology for Distributing Radionuclide Inventory..........c.ccocceverieneneennene 11

33 UNCEITAINTIES ...ceneveeeertieieeie sttt ettt et ettt sttt sttt eate et be et enaesaeebesbeennebeennenne 12

4. ESTIMATED RADIOLOGICAL INVENTORIES FOR 1984 THROUGH 1999...........ccccoeueeene. 14
4.1 Revised Disposal Waste SrEams ..........cccverieriiriieiieiieriee e sre e eieesseesnesresreenseessaennnes 14

4.2 1Y 77110 (01 (o= AU PP 16

43 UNCEITAINTIES ....cueveeetertieieete ettt ettt et ettt et sttt sbe et bt st e et be et e st e saeebesbeensenbeemnenne 17

5. CONCLUSIONS AND RECOMMENDATIONS ......c.coiiiiiiiiinieierieeeeeeeeeeseeeee e 18
6. REFERENCES ...ttt st 19
Appendix A—Naval Reactors Facility Radionuclide Inventory for Years 1953 through 1983 ................. 21
Appendix B—Naval Reactors Facility Radionuclide Inventory for Years 1984 through 1999 ................. 61
Appendix C—Attachment to NR:IBO-05/023 ........c.cooieiiiiiieiierieeieeie ettt see e sreebeesraessaesenessnesnnes 77



FIGURES

Map of the Idaho National Laboratory showing the location of the Radioactive

Waste Management Complex, the Naval Reactors Facility, and other major facilities...........c..ccceevrennennee. 3
Map of the Radioactive Waste Management COMPLEX.........cceevuierieriiriiiriieniienie e e eieesieesne e e 5
TABLES
Waste stream descriptions for Naval Reactors Program waste streams buried in
the Subsurface Disposal Area from 1953 t0 1983.......cciiviiiciieiieieeee e 7
Best-estimate radionuclide inventory by waste stream for 1953 through 1983 ..........ccccoooiiininine. 13

Waste stream descriptions for Naval Reactors Program waste streams buried in
the Subsurface Disposal Area from 1984 t0 1999.......cc.ooviiiiiiiiiiieieeeeese e 15

Best-estimate radionuclide inventory (Ci) by waste stream for 1984 through 1999......................... 16

Summary of the Naval Reactors Facility best-estimate radionuclide inventories in
waste sent to the Subsurface Disposal Area from 1953 through 1999.........ccooeeviiviiiiiiiiciieee, 18

vi



APAC

CERCLA

DOE

DOE-IBO

ECF

HDT

INL

INTEC

NRF

ou

PA/CA

PWR

RI/FS

RPDT

RWMC

SDA

TSA

ACRONYMS

alkaline permanganate ammonium citrate

Comprehensive Environmental Response, Compensation, and Liability Act
U.S. Department of Energy

U.S. Department of Energy—Pittsburgh Naval Reactors Office Idaho Branch Office
Expended Core Facility

Historical Data Task

Idaho National Laboratory

Idaho Nuclear Technology and Engineering Center

Naval Reactors Facility

operable unit

performance assessment/composite analysis

pressurized water reactor

remedial investigation/feasibility study

Recent and Projected Data Task

Radioactive Waste Management Complex

Subsurface Disposal Area

Transuranic Storage Area

vii



viii



Supplement to Evaluation of Naval Reactors Facility
Radioactive Waste Disposed of at the Radioactive
Waste Management Complex from 1953 to 1999

1. INTRODUCTION

This report provides updated radionuclide inventory estimates for waste sent by the
U.S. Department of Energy (DOE) Naval Reactors Program to the Idaho National Laboratory (INL) for
permanent landfill disposal at the Subsurface Disposal Area (SDA). The SDA occupies a portion of the
Radioactive Waste Management Complex (RWMC), and is being assessed in a remedial
investigation/feasibility study (RI/FS) under the Comprehensive Environmental Response, Compensation,
and Liability Act (CERCLA) (42 USC § 9601 et seq.). The SDA also contains an active low-level
waste landfill subject to performance assessment/composite analysis (PA/CA) in accordance with
DOE Order 435.1, “Radioactive Waste Management.” The RI/FS and the PA/CA fall within the purview
of the U.S. Department of Energy Idaho Operations Office (DOE Idaho), whereas operations at the Naval
Reactors Facility (NRF) are managed by the U.S. Department of Energy, Pittsburgh Naval Reactors
Office Idaho Branch Operations (DOE-IBO).

Collectively, the buried waste is referred to as the source term. Parameters that describe
characteristics of the source term, such as inventory estimates, are used to simulate release and migration
of contaminants from buried waste. Therefore, the radionuclide inventory for the SDA is a critical
element for the Operable Unit (OU) -7-13/14 RI/FS. Previous source term inventory estimates contained
gaps resulting primarily from modifications to reporting requirements for waste disposal over time. This
report is a supplement to the DOE-IBO report, Evaluation of Naval Reactors Facility Radioactive Waste
Dispositioned of at the Radioactive Waste Management Complex, which is included as Appendix C of
this document. Information in this report supersedes all NRF radionuclide inventory data in three
previously published inventory reports: (1) Comprehensive Inventory of Radiological and
Nonradiological Contaminants in Waste Buried in the Subsurface Disposal Area of the INEL RWMC
During Years 1952 — 1983 (LMITCO 1995a); (2) Comprehensive Inventory of Radiological and
Nonradiological Contaminants in Waste Buried or Projected to be Buried in the Subsurface Disposal
Area of the INEL RWMC during the Years 1984 — 2003 (LMITCO 1995b); and (3) A Comprehensive
Inventory of Radiological and Nonradiological Contaminants in Waste Buried or Projected to be Buried
in the Subsurface Disposal Area of the INEEL RWMC During the Years of 1984 to 2003 Supplemental
(Volume 1 of 2) (Little et al. 2001)".

1.1 Purpose

The purpose for this report is to provide reasonably complete NRF radiological inventory estimates
for the OU -7-13/14 RI/FS and PA/CA (Shuman 2000). For CERCLA, the validity of the source term
inventory is fundamental for developing baseline risk assessments, identifying appropriate remedial
alternatives, and supporting credible evaluation of remedial alternatives (e.g., containment; in situ
treatment; and retrieval, ex situ treatment, and disposal). For the PA/CA, the inventory provides the basis
for defining waste acceptance criteria and maintaining authorization for the current low-level waste
disposal operation in the SDA under DOE Order 435.1.

* As indicated in the three report titles, these references evaluate both radiological and nonradiological contaminants. Only
radionuclide inventories are superseded by estimates presented herein.



1.2 Scope

This report relies heavily on information provided by DOE-IBO and their contract staff at NRF.
Historical radiological disposal inventories were reconstructed in close collaboration with NRF personnel
using information about waste-generating processes, including reactor characteristics and operating
histories. Using the information provided by DOE-IBO (see Appendix C), this report describes NRF
disposal histories and documents revised estimates of radioactive contaminants dispositioned from the
NRF to the SDA through 1999. The basis and methodology are presented for distributing radionuclide
inventories to individual waste shipments over time. Analysis focuses on radionuclide contaminants of
interest to OU -7-13/14 (Holdren and Broomfield 2004) and the PA/CA. The radionuclides addressed in
this report are as follows: Am-241, C-14, CI-36, Co-60, Cs-137, H-3, I-129, Nb-94, Ni-59, Ni-63,
Np-237, Pu-238, Pu-239, Pu-240, Pu-241, Sr-90, Tc-99, U-233, U-234, U-235, U-236, and U-238.

1.3 Document Organization
Brief descriptions of the following sections of this report are given below:

. Section 2—provides a brief history and description of the SDA and a summary history and
description of NRF and waste generating processes

. Section 3—documents the methods and results of the updated radionuclide waste inventory
estimates for NRF for the period 1953 to 1983

. Section 4—documents the methods and results of updated radionuclide waste inventory estimates
for NRF for the period 1984 through 1999

. Section 5—summarizes the inventory assessment analysis
. Section 6—lists references cited throughout this report

. Appendix A—contains a yearly inventory breakdown of NRF shipments during the HDT
(LMITCO 1995a) period from 1953 to 1983

. Appendix B—contains a yearly inventory breakdown of NRF shipments during the RPDT
(LMITCO 1995b) period from 1984 to 1999

. Appendix C—contains a copy of the DOE-IBO radiological waste inventory report, which
provides detailed information used to develop best-estimate and upper-bound estimates for each
radionuclide addressed in this report.



2. BACKGROUND

The INL is a DOE facility located 52 km (32 mi) west of Idaho Falls, Idaho and occupies
2,305 km® (890 mi®) of the northeastern portion of the Eastern Snake River Plain (Figure 1). Locations of
RWMC and NRF at INL also are shown in Figure 1. Subsections that follow briefly describe the
background of these two facilities, and a summary of the NRF wastes disposed of at the SDA.
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Figure 1. Map of the Idaho National Laboratory showing the location of the Radioactive Waste

Management Complex, the Naval Reactors Facility, and other major facilities.



2.1 Brief History and Description of the Subsurface Disposal Area

Located in the southwestern quadrant of INL, RWMC comprises 72 ha (177 acres) subdivided into
three separate areas by function: the SDA, the Transuranic Storage Area (TSA), and the administration
and operations area. The SDA is a radioactive waste landfill. Contaminants in the landfill include
hazardous chemicals, remote-handled fission and activation products, and transuranic radionuclides.

A map of RWMC is shown in Figure 2. The original landfill, established in 1952, was called the National
Reactor Testing Station Burial Ground. Now part of the SDA, the original landfill covered 5.2 ha

(13 acres) and was used for shallow-land disposal of solid radioactive waste. In 1958, the disposal area
was expanded to 35.6 ha (88 acres). Relocating the security fence in 1988 outside the dike surrounding
the landfill established the SDA’s current size as 39 ha (97 acres). The TSA was added to RWMC in
1970. Located directly east of the SDA, the TSA’s 23 ha (58 acres) is used to store, prepare, and ship
retrievable transuranic waste to the Waste Isolation Pilot Plant in Carlsbad, New Mexico. The 9-ha
(22-acre) administration and operations area at RWMC includes administrative offices, maintenance
buildings, equipment storage, and miscellaneous support facilities.

2.2 Brief History and Description of the Naval Reactors Facility

The Naval Reactors Facility was established in the early 1950s for the construction, operation, and
testing of prototype Naval nuclear propulsion plants. Three prototype power plant facilities were built and
operated over a 42-year period; additionally, the Expended Core Facility (ECF) was designed, built, and
used to examine and test nuclear fuel material. Appendix C provides a detailed history of the facilities and
operations at NRF pertinent to the generation of radiological waste. These facilities include the prototype
Naval nuclear propulsion plants: SIW, A1W, and S5G. Also included in the NRF facility description is a
description of the Shippingport Atomic Power Station, the first commercial power reactor in the United
States. Irradiated fuel material from the Shippingport Atomic Power Station was sent to the ECF for
examination and testing.
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3. ESTIMATED RADIOLOGICAL INVENTORIES FOR
1953 THROUGH 1983

The waste inventory data compiled for the HDT timeframe of 1953 through 1983
(LMITCO 1995a) were revised to include new information and to develop more detailed waste
characterization required for the OU -7-13/14 comprehensive RI/FS. The primary goal of revising the
original radiological inventory estimates was to more thoroughly evaluate and characterize waste
disposals related to:

. General plant waste, fuel material, and process wastes from prototype power plants
. Fuel material waste from the Shippingport reactor pressurized water reactor (PWR)-1 core
° Miscellaneous ECF waste streams, such as activated metal end pieces, resins, sludge, and fuel

material waste generated during ECF operations and by hot cell examination of Navy fuel material
test specimens.

3.1 Revised Waste Disposal Streams

The original waste stream descriptions in the HDT for NRF were changed from identifying waste
by the process or reactor that generated it to identifying waste streams by similar type of material. These
modified waste stream descriptions more accurately reflect waste types and inventories. Modified waste
stream codes and descriptions for 1953 through 1983, the HDT timeframe, are discussed below. Table 1
maps the original HDT waste stream codes and descriptions, and the modified waste stream codes to the
NRF waste streams provided in Appendix C.

Waste Stream NRF-MOD-1H (Shippingport natural uranium fuel material, solid, 1960-1968)

In the 1960s, before restrictions on curie content of fission and activation products and actinides,
NREF disposed of a small amount of radioactive waste at the SDA containing Shippingport PWR-1
irradiated fuel material. This waste stream includes natural uranium. Most of this waste was in
solid form, consisting of individual rods or bundles of rods. Of the 214 kg total of uranium in
irradiated PWR fuel material, complete fuel bundles were disposed of containing 190 kg of
uranium, and individual rods or partial fuel bundles were disposed of containing 18 kg of uranium.
The balance of the inventory was dissolved fuel material as discussed below.

Waste Stream NRF-MOD-2H (Shippingport natural uranium fuel material, dissolved, 1960-1968)

Approximately 3% of the total 214 kg of Shippingport fuel material sent to the SDA was dissolved
and absorbed in vermiculite. The fuel material was dissolved in concentrated nitric and
hydrofluoric acids for testing and analyses conducted at ECF. This waste contains natural uranium.

Waste Stream NRF-MOD-3H (Miscellaneous enriched fuel material, solid, 1960-1971)

Portions of Navy fuel material underwent nondestructive testing and measurements at ECF. Most
of this fuel material was then sent to the Idaho Nuclear Technology and Engineering Center
(INTEC) for reprocessing; however, some of the fuel material was sent from ECF to the SDA for
disposal.



Table 1. Waste stream descriptions for Naval Reactors Program waste streams buried in the Subsurface Disposal Area from 1953 to 1983.

Historical Data Task Waste Stream Descriptionsb

Revised Waste Stream Descriptions®

Naval Reactors Facility Waste Stream Revised Waste
Waste Streams” Number Description of Waste Stream Number Description of Waste

Shippingport natural uranium fuel Not specifically identified in HDT NRF-MOD-1H Shippingport natural uranium fuel
material (solid) (1960-1968) material, solid (1960-1968)
Shippingport natural uranium fuel NRF-618-1H Dissolved PWR irradiated fuel material | NRF-MOD-2H Shippingport natural uranium fuel
material (dissolved) (1960-1968) absorbed in vermiculite material, dissolved (1960-1968)
Miscellaneous enriched fuel Not specifically identified in HDT NRF-MOD-3H Miscellaneous enriched fuel material,
material (solid) (1953-1971) solid (1953-1971)
Miscellaneous enriched fuel Not specifically identified in HDT NRF-MOD-4H Miscellaneous enriched fuel material,
material (dissolved) (1953-1971) dissolved (1953-1973)
Miscellaneous natural uranium fuel | Not specifically identified in HDT NRF-MOD-5H Miscellaneous natural fuel material,
material (solid) (1953-1971) solid (1953-1971)
Unirradiated natural uranium
(1963-1970)
Core structural (1953-1997) NRF-618-2H Structural components from Navy core NRF-MOD-6H Core structural materials (1953-1983)

fuel bundles, end boxes, and other

components (1955-1975)

NRF-618-3H Structural components from Navy core
fuel bundles, end boxes, and other
components (1976-1980)
NRF-618-4H Structural components from Navy core

fuel bundles, end boxes, and other

components (1981-1983)
Zirconium chips (1953-1975) NRF-618-5H Zircaloy cladding from Navy cores NRF-MOD-7H Zirconium chips from ECF operations

(1953-1975)

Liquid/APACd/oil (1953-1971) NRF-618-6H Solidified sludge, resin, and waste NRF-MOD-8H Liquid, APACd, and oil from ECF and

liquids in vermiculite

prototype plant operations
(1953-1971)




Table 1. (continued).

Historical Data Task Waste Stream Descriptions®

Revised Waste Stream Descriptions®

Naval Reactors Facility Waste Stream Revised Waste
Waste Streams® Number Description of Waste Stream Number Description of Waste
Sludge/resin (1953-1971) NRF-618-6H Solidified sludge, resin, and waste NRF-MOD-9H Sludge and resins from ECF and

liquids in vermiculite

prototype plant operations
(1953-1971)

Routine/miscellaneous (1953-1993) | NRF-601-1H Low-level compactable and
noncompactable waste from operation of
S1W reactor and related activities

NRF-617-1H Low-level compactable and
noncompactable waste resulting from
operation of A1W reactors

NRF-617-2H Lead and asbestos

NRF-618-7H Low-level compactable and
noncompactable waste from work at
ECF water pits and hot cells

NRF-633-1H Low-level compactable and
noncompactable waste resulting from
operation of the S5G reactor

NRF-MOD-10H  General plant waste—compactable and
noncompactable waste from ECF and
prototype plant operations
(1953-1983)

HDT Historical Data Task
ECF Expended Core Facility
NRF Naval Reactors Facility
PWR pressurized water reactor

a. NRF waste streams defined by DOE-IBO (Appendix C).

b. Waste streams defined as part of the HDT (LMITCO 1995a).

c. Revised waste streams.

d. Alkaline permanganate ammonium citrate (APAC) decontamination solution.




Waste Stream NRF-MOD-4H (Miscellaneous enriched fuel material, dissolved, 1953-1971)

This waste stream was generated at ECF by destructive examination of portions of irradiated fuel
elements from Navy cores. The fuel material specimens were typically dissolved using a
combination of hydrofluoric and nitric acids. Liquid waste from this destructive testing was highly
radioactive and absorbed in vermiculite for stabilization and disposal.

Waste Stream NRF-MOD-5H (Miscellaneous natural uranium fuel material, solid, 1953-1971)

In addition to the natural uranium fuel material associated with the Shippingport fuel material, a
one-time disposal of 4.845 kg of U-238 associated with natural fuel material that was irradiated in
one of the prototype plants was disposed of in 1967. Four shipments of unirradiated natural
uranium fuel material were also disposed of at the SDA.

Waste Stream NRF-MOD-6H (Core structural materials, 1953-1983)

Before shipment of irradiated fuel material to INTEC, structural material was cut from the cores.
This scrap material consisted primarily of irradiated stainless steel with some inconel and zircaloy.
The scrap material was highly radioactive because of the large quantity of activation products in
the metals. This material was remote-handled and shipped to the SDA in shielded scrap casks.

Waste Stream NRF-MOD-7H (Zirconium chips from ECF operations, 1953-1975)

This waste stream was generated from the process of disassembling reactor cores received at ECF.

Core structural material was cut from the reactor cores before sending the fuel elements for further
examination or reprocessing at INTEC. The zirconium chips were generated during the cutting and
milling operations on the fuel elements in the ECF water pits. The maximum size of the chips was

2 x 187 x 250 mm. The materials were collected from the bottom of the ECF water pits and placed
into 5-gal cans, which in turn were placed into a scrap cask insert and transported to the SDA.

Waste Stream NRF-MOD-8H (Liquid, APAC, and oil from ECF and prototype plant operations,
1953-1971)

Routine operations at ECF and the prototype power plants generated contaminated liquid and oil.
Additionally, APAC decontamination solution was used during operations. The contaminants in
this stream were associated with radioactive crud from plant systems and Navy cores from ECF
operations; as such, a generic crud profile was used to estimate radionuclide activities in the waste
at the time of disposal. The liquid waste was disposed of as free liquid or mixed with diatomaceous
earth to form slurry-type material.



Waste Stream NRF-MOD-9H (Sludge and resins from ECF and prototype plant operations,
1953-1971)

Water purification systems were used at ECF and prototype power plants to remove contaminants
from storage pools and process water. Waste from these water purification systems included filters,
resins, and resin-like materials, which were shipped to the SDA for disposal. Sludge or “crud” was
also typically associated with the water systems. Two major sources contributed to this waste
stream:

1. The ECF storage pool water (2 to 3 million gal) was purified with celite clarity filters. These
filters became unserviceable in 1974 and were replaced with fiberglass resin tanks encased
in concrete vaults.

2. Primary coolant resins from the prototype power plants were disposed of every 5 to 8§ years.
This resin material was contained in shiclded carbon steel or stainless steel tanks.

Waste Stream NRF-MOD-10H (General plant waste—compactable and noncompactable waste from
ECF and prototype plant operations, 1953-1983)

Routine operations at ECF and the three prototype power plants generated significant quantities of
waste. Waste was generated at ECF during receipt and shipment of reactor core and test materials,
and during fuel material examination. Routine operation and maintenance of ECF also contributed
to general plant waste. Waste was generated by the operation of the prototype power plants by
reactor coolant sampling, maintenance and repair, and refueling. These operations required contact
with contaminated plant internals, and the waste is primarily compactable (e.g., plastic bags,
gloves, shoe covers, blotter paper, and other materials used to contain contamination). In addition
to the compactable waste, metal valves, piping sections, or other contaminated objects may have
been disposed of with the general plant waste. Most general plant waste would be classified as
low-level waste.

3.2 Methodology

Summary radionuclide inventory data presented in this report, comprising inventory totals by
nuclide and waste stream, were provided by DOE-IBO (Appendix C) for waste streams NRF-MOD-1H
through NRF-MOD-10H. Inventory estimates for waste stream NRF-MOD-10H were developed between
DOE Idaho contract staff and DOE-IBO and their contract staff as described in Appendix C.

Information provided by DOE-IBO is the result of extensive research and calculations. Preliminary
information was provided in March 2004 (Dixon 2004) to DOE Idaho to support meeting enforceable
OU -7-13/14 milestones under the Federal Facility Agreement and Consent Order (DOE-ID 1991). The
final DOE-IBO report that documents their efforts and supersedes the information provided in Dixon
(2004), was published in 2005, and is included as Appendix C to this report.

Because of the close collaboration between DOE Idaho, DOE-IBO, and respective contract staff,
differences between the final DOE-IBO report (Appendix C) and the estimates developed in this report
are not significant; however, there are minor differences with regard to disposal dates for fuel materials.
These differences were qualitatively evaluated with respect to the baseline risk assessment and analysis of
alternatives to be included in the OU -7-13/14 RI/FS, and are addressed in Section 3.6.
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3.21 Methodology for Distributing Radionuclide Inventory

Radionuclide source terms in the SDA were distributed to individual waste shipments over time
using total radionuclide inventories provided by DOE-IBO, and sorted by nuclide and waste stream. The
radionuclide inventories were subdivided and distributed to provide a disposal history by year.
Radionuclide activities were assigned to individual shipments using the following five-step methodology:

L. Waste shipments were segregated into chronological order and grouping by year, followed by a
line-by-line review of the descriptive information for all NRF shipments in the inventory database,
and assignment of waste classifications 1 through 10 (corresponding to waste stream codes
NRF-MOD-1H through NRF-MOD-10H), as listed in Table 1. In the absence of information
suggestive of the waste classification, the shipment was assigned waste classification 10, General
Plant Waste.

2. Best-estimate and upper-bound radionuclide activities were assigned to each individual shipment.
Except for General Plant Waste, the two waste streams associated with the Shippingport fuel
material, and the Miscellaneous Natural Uranium Fuel Material, estimates were obtained by
multiplying the reported total activity for a given radionuclide in a given waste stream (provided in
Appendix C) by the ratio of the total curies reported on the shipping form to the total curies
reported for all NRF shipments.

3. Shippingport fuel material (solid and dissolved, NRF-MOD-1H and NRF-MOD-2H, respectively)
was distributed. Accountability records for the Shippingport fuel material (see Appendix C)
provide a total uranium mass shipped to the SDA for this waste stream, and list individual
shipments and their associated uranium masses. The percentage of uranium in each shipment was
calculated from this information, and the weight-based percentage was then used to scale the
individual radionuclide activities for each shipment from the totals provided in Appendix C.

4, Radionuclide activities provided by DOE-IBO for Miscellaneous Natural Uranium Fuel Material
and Unirradiated Natural Uranium waste streams identified in Appendix C were combined into a
single waste stream: NRF-MOD-5H, Miscellaneous Natural Fuel Material (solid). Two substeps
were taken to assign the radionuclide activities to the shipments associated with this waste stream:

a. The accountability record for the single shipment of irradiated natural uranium fuel material
was assigned all of the activity associated with the Miscellaneous Natural Uranium Fuel
Material waste stream identified in Appendix C.

b. Accountability records for the four shipments of unirradiated natural fuel material (see
Appendix C) provide a total uranium mass shipped to the SDA for this waste stream, and list
individual shipments and their associated uranium masses. The percentage of uranium in
each shipment was calculated from this information, and the weight-based percentage was
then used to scale the individual uranium isotope activities for each shipment from the totals
listed for the Unirradiated Natural Uranium waste stream provided in Appendix C.

5. Activities were assigned to disposal forms that did not record radioactivity for the shipment. No
information on total activities was available for most shipments in the 1954 to 1956 interval and
several shipments (less than 50) in the 1957 to 1983 interval. In these instances, one of two
approaches was applied to assign inventories:

a. A similar shipment was identified by professional judgment and used as a basis for scaling
by weight, volume, exposure rate, or other relevant characteristic.

11



b. If a similar shipment could not be identified, the shipment was assigned 1 Ci of activity.
Less than 10 shipments were arbitrarily assigned 1 Ci. The potential impact on totals was
evaluated by first assigning a value of 0 Ci and then repeating the same calculation using a
value of 1 Ci. The impact to the totals was less than 0.01% between the extremes of using
zero and 1 Ci. However, failure to identify locations in the SDA with high concentrations of
radioactivity could result from this approach.

Resulting radionuclide activities were summed for each radionuclide and for each year in the time
interval of 1953 to 1983. Summary totals were checked by comparing calculated total activities to total
activities provided in Appendix C. These summary totals per radionuclide per year will be used in RI/FS
and PA/CA modeling for the SDA.

Best-estimate inventory summaries are provided in Table 2. Totals exactly match those provided
by DOE-IBO for this time frame.

3.3 Uncertainties

Methods used by IBO to estimate comprehensive inventories of radionuclides consist of a
combination of deterministic and empirical techniques. These methods were supplemented by
assumptions to address bounding conditions, such as the masses of irradiated materials, material
compositions, and neutron fluence rates. These supplemental assumptions were defined to produce
reasonable best-estimate and upper-bound inventory estimates. Uncertainties associated with radionuclide
activities presented in this report were derived on a waste stream basis, and are discussed in detail in
Appendix C. Because of the highly variable and shipment-dependent nature of many of the waste streams,
standard statistical uncertainty methods were not feasible to define individual uncertainty factors. As in
the original HDT report (LMITCO 1995a), methodology for defining the best-estimate activities and
associated upper and lower bounds was based on professional (e.g., engineering) judgment and other
reasonable assumptions because data were not available to support rigorous statistical error propagation
modeling.

Distributing the radionuclide source term across all historical shipments from NRF during the HDT
time period included a detailed evaluation of waste descriptions, radionuclide activities, and other
information provided on waste disposal records and accountability records. This information was used to
correlate individual shipments with specific waste streams. Factors that contribute to the overall
uncertainty associated with distributing the radionuclide inventory include: accuracy of reported curie
content listed in shipping records, completeness of shipping records, and individual shipments containing
multiple waste streams. Minor discrepancies exist between DOE-IBO and the records maintained in the
OU 7-13/14 inventory database. The discrepancies are noted for disposal dates associated with the
miscellaneous enriched and natural uranium fuel material waste streams (NRF-MOD-3H, NRF-MOD-4H,
and NRF-MOD-5H). Although there are minor discrepancies in the dates listed in Tables A-3, A-4, and
A-5 and those provided in Appendix C Tables 6, 7, 8, and 9, the total activities for each radionuclide
associated with these waste streams are accounted for. In view of the long half-lives for the radionuclides
of interest, these minor date discrepancies are not significant for the OU 7-13/14 RI/FS.

12



el

Table 2. Best-estimate radionuclide inventory by waste stream for 1953 through 1983.

NRF-MOD- NRF-MOD- NRF-MOD- NRF-MOD- NRF-MOD- NRF-MOD- NRF-MOD- NRF-MOD- NRF-MOD-  NRF-MOD-
1H 2H 3H 4H SH 6H 7H 8H 9H 10H
Radionuclide (Ci) (Ci) (Ci) (Ci) (Ci) (Ci) (Ci) (Ci) (Ci) (Ci)
Am-241 1.08E+01 2.85E-01 2.38E-03 1.52E-03 2.51E-01 1.09E-01 1.78E-03 1.78E-03 8.95E-03 3.47E-01
C-14 2.84E-02 7.49E-04 2.36E-07 1.51E-07 6.60E-04 3.82E+01 3.28E+00 4.05E+00 1.65E+01 —
C1-36 — — — — — 1.58E-01 4.95E-03 — — —
Co-60 — — — — — 4.75E+05 — 5.05E+02 2.54E+03 9.92E+04
Cs-137 1.06E+04 2.80E+02 2.07E+02 1.33E+02 2.46E+02 7.09E+00 4.49E-01 2.03E-01 1.02E+00 3.97E+01
H-3 4.62E+01 1.22E+00 8.17E-01 5.23E-01 1.07E+00 1.09E+02 6.70E+00 — — —
1129 3.90E-03 1.03E-04 4.94E-05 3.16E-05 9.06E-05 3.82E-05 1.73E-07 2.03E-05 1.01E-04 3.97E-03
Nb-94 1.37B-05 3.62E-07 8.59E-08 5.50E-08 3.19E-07 5.06E+00 2.74E-03 1.02E-01 5.10E-01 1.98E+01
Ni-59 — — — — — 1.17E+03 3.93E-02 1.52E+00 7.65E+00 2.98E+02
Ni-63 — — — — — 1.32E+05 4.97E+00 1.52E+02 7.65E+02 1.58E+04
Np-237 2.66E-03 7.03E-05 9.70E-04 6.20E-04 6.19E-05 — 1.16E-06 1.52E-08 7.65E-08 2.98E-06
Pu-238 1.18E+01 3.12E-01 3.75E+00 2.40E+00 2.75E-01 6.93E-02 2.37E-03 1.27E-03 6.40E-03 2.48E-01
Pu-239 4.43E+01 1.17E+00 7.74E-03 4.96E-03 1.03E+00 1.64E-01 1.35E-02 2.03E-04 1.02E-03 3.97E-02
Pu-240 3.86E+01 1.02E+00 2.23E-03 1.42E-03 8.98E-01 1.01E-01 4.72E-03 1.27E-04 6.40E-04 2.48E-02
Pu-241 3.03E+03 8.01E+01 1.14E+00 7.30E-01 7.05E+01 8.57E+00 3.13E-01 5.05E-02 2.55E-01 9.92E+00
Sr-90 6.24E+03 1.65E+02 2.06E+02 1.32E+02 1.45E+02 3.74E+00 2.72E-01 2.03E-01 1.02E+00 4.78E+01
Tc-99 1.49E+00 3.93E-02 2.85E-02 1.83E-02 3.46E-02 2.03E-02 9.02E-05 5.05E-03 2.56E-02 9.92E-01
U-233 1.44E-06 3.80E-08 4.27E-07 2.73E-07 3.35E-08 — 8.79E-05 1.37E-06 6.90E-06 2.68E-04
U-234 5.80E-02 1.53E-03 7.01E-03 4.49E-03 1.29E-02 1.09E-04 7.87E-06 1.52E-06 7.70E-06 2.98E-04
U-235 9.43E-04 2.49E-05 8.60E-05 5.50E-05 5.49E-04 3.12B-06 2.00E-07 1.07E-10 5.35E-10 2.08E-08
U-236 1.00E-02 2.65E-04 8.78E-04 5.62E-04 2.33E-04 1.01E-05 6.08E-07 5.60E-09 2.81E-08 1.09E-06
U-238 6.84E-02 1.81E-03 3.75E-07 2.40E-07 1.29E-02 1.17E-04 7.07E-06 2.49E-08 1.25E-07 4.86E-06




4. ESTIMATED RADIOLOGICAL INVENTORIES FOR
1984 THROUGH 1999

The same approach described in Section 3 for the HDT timeframe, with only minor differences,
was applied to develop revised inventory estimates for the RPDT timeframe. Elements specific to the
RPDT period from 1984 through 1999 are described herein. Estimates for 1984 through 1997 are based
on information supplied by DOE-IBO, while data for 1998 and 1999 are taken from the RPDT
Supplement (Little et al. 2001). The RPDT Supplement developed estimates for 1994 through 1999;
information supplied by NRF is replacing estimates in the RPDT Supplement for 1994 through 1997 and
data from the RPDT Supplement for 1998 and 1999 are being duplicated here for completeness. Other
differences from the HDT timeframe are described in sections that follow.

4.1 Revised Disposal Waste Streams

Waste generated at NRF during the RPDT timeframe for disposal at the SDA consisted of process
wastes from prototype power plants and ECF. The original waste stream descriptions in the RPDT for NRF
were changed from identifying waste by the process or reactor that generated it to identifying waste streams
by similar type of material. These modified waste stream descriptions more accurately reflect waste types
and inventories. Modified waste stream codes and descriptions for 1984 through 1999, the RPDT
timeframe, are discussed below. Table 3 maps the original RPDT waste stream codes and descriptions, and
the revised waste stream codes to the NRF waste streams provided in Appendix C.

Waste Stream NRF-MOD-6R (Core structural materials, 1984-1997)
Waste Stream NRF-MOD-6S (Core structural materials, 1998-1999)

Before shipment of irradiated fuel material to INTEC, structural material was cut from the cores at
ECF. This scrap material consisted primarily of irradiated stainless steel with some inconel and
zircaloy. The scrap material was highly radioactive because of the large quantity of activation
products in the metals. This material was remote-handled, and shipped to the SDA in shielded
scrap casks (LMITCO 1995b).

Waste Stream NRF-MOD-10R (General plant waste—compactable and noncompactable waste from
ECF and prototype plant operations, 1984-1993)
Waste Stream NRF-MOD-10S (General plant waste—compactable and noncompactable waste from
ECF and prototype plant operations, 1994-1999)

Routine operations at ECF and the three prototype power plants generated significant quantities of
waste. Waste was generated at ECF by fuel material examination, and receipt and shipment of core
materials and test materials. Routine operation and maintenance of ECF also contributed to general
plant waste. Waste was generated by the operation of the prototype power plants by reactor coolant
sampling, maintenance and repair, and refueling. These operations required contact with
contaminated plant internals, and the waste is primarily compactable (e.g., plastic bags, gloves,
shoe covers, blotter paper, and other materials used to contain contamination). In addition to the
compactable waste, metal valves, piping sections, or other contaminated objects may have been
disposed of with the general plant waste. Most general plant waste would be classified as low-level
waste.
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Table 3. Waste stream descriptions for Naval Reactors Program waste streams buried in the Subsurface Disposal Area from 1984 to 1999.

Recent and Projected Waste Stream Descriptions®

Revised Waste Stream Descriptions®

Naval Reactors Facility | Waste Stream Revised Waste Description of
Waste Streams” Number Description of Waste Stream Number Waste
Core structural NRF-618-4R  Structural components removed from nuclear fuel modules (e.g., end boxes) 1984 to 1988 NRF-MOD-6R Core structural
(1953-1997) (LMITCO 1995b) materials
(1984-1997)
NRF-618-8R  Structural components removed from nuclear fuel modules (e.g., end boxes) 1989 to 1993
(LMITCO 1995b) NRF-MOD-6S Core Structural
terial
NRF-618-8 Structural components removed from nuclear fuel modules 1994 to 1999 ratena’s
. (1998-1999)
(Little et al. 2001)
Routine/miscellaneous NRF-601-2 Contaminated soil, gravel, brick, and concrete rubble from the deactivation, NRF-MOD-10R  General plant waste
(1953-1993) decontamination, and decommissioning of the SIW evaporation pond (Little et al. 2001) — Compactable and
. . noncompactable
NRF-617-1R  Low-level compactable and noncompactable waste resulting from operation of the
d related activities from 1984 to 1993 (LMITCO 1995b waste from ECF
prototype reactors and related activities from to ( ) and prototype plant
NRF-617-2R Lead and asbestos 1984 to 1993 (LMITCO 1995b) operations
1984-1993
NRF-618-6R  Solidified sludge, resin, waste liquids in vermiculite, Radioactive Waste Disposal System ( )
waste 1984 to 1993 (LMITCO 1995b) NRF-MOD-10S  General plant waste
. . . . — Compactable and
NRF-618-6 Rgsm and resin containers removed from the Naval Reactors Facility prototypes noncompactable
(Little et al. 2001) waste from ECF
NRF-618-7R Low-level compactable waste resulting from work at the ECF water pits and hot cells 1984 and prototype plant
to 1993 (LMITCO 1995b) operations
(1994-1999)
NRF-618-7 Low-level compactable and noncompactable waste resulting from work at the prototypes,
the ECF water pits, and the ECF hot cells
(Little et al. 2001)
NRF-618-9 Concrete and concrete residue generated from decommissioning ECF hot cells and
prototypes. Concrete and metal surfaces contain polychlorinated biphenyl in the form of
dried paint (Little et al. 2001)
NRF-618-AA  One-time waste stream of contaminated, radioactive oil solidified in Petroset (Little et al.

2001)

RPDT Recent and Projected Data Task

ECF Expended Core Facility
NRF Naval Reactors Facility

PWR  pressurized water reactor

a. NRF waste streams defined by IBO (Appendix C).
b. Waste streams defined as part of the RPDT (LMITCO 1995b, Little et al. 2001).

c. Revised waste streams.




4.2 Methodology

The same methodologies described in Section 3.2 for the HDT timeframe was applied to develop
revised estimates and distribute those estimates to waste shipments for the RPDT timeframe.
Best-estimate radionuclide inventories by waste stream are provided in Table 4. For waste streams
NRF-MOD-6R from 1984 through 1997, and NRF-MOD-10R from 1984 through 1993, totals exactly
match those provided by DOE-IBO for these time frames. Totals for NRF-MOD-6S from 1998 and 1999,
and NRF-MOD-10S from 1994 through 1999 match those in the RPDT Supplement (Little et al. 2001).

Table 4. Best-estimate radionuclide inventory (Ci) by waste stream for 1984 through 1999.
NRF-MOD-6R NRF-MOD-10R NRF-MOD-6S NRF-MOD-10S

Radionuclide (Ci) (Ci) (Ci) (Ci)
Am-241 3.09E-02 7.62E-02 — 1.06E-03
C-14 1.08E+01 — 4.39E-01 6.76E-01
Cl-36 4.49E-02 — 8.23E-03 2.98E-04
Co-60 1.35E+05 2.18E+04 1.46E+03 5.88E+01
Cs-137 2.01E+00 8.72E+00 4.43E-02 9.50E-01
H-3 3.09E+01 — 2.68E+00 1.11E+01
I-129 1.08E-05 8.72E-04 3.89E-08 8.99E-04
Nb-94 1.44E+00 4.36E+00 1.32E-01 1.02E-01
Ni-59 3.31E+02 6.54E+01 2.22E+01 1.44E+00
Ni-63 3.76E+04 3.48E+03 2.67E+03 1.38E+02
Np-237 — 6.54E-07 — —
Pu-238 1.97E-02 5.44E-02 — 4.55E-03
Pu-239 4.64E-02 8.72E-03 — 1.38E-04
Pu-240 2.87E-02 5.44E-03 — 1.40E-04
Pu-241 2.43E+00 2.18E+00 5.36E-02 2.03E-02
Sr-90 1.06E+00 8.72E+00 5.85E-02 4.28E-01
Tc-99 5.74E-03 2.18E-01 4.97E-04 1.87E-03
U-233 — 5.89E-05 — —
U-234 3.09E-05 6.54E-05 — —
U-235 8.84E-07 4.58E-09 — 2.98E-06
U-236 2.87E-06 2.40E-07 — —
U-238 3.31E-05 1.07E-06 — 5.26E-08
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4.3 Uncertainties

Uncertainties associated with radionuclide inventories for the period 1984 through 1997 are
identical to those presented in Section 3.3 for the period 1953 through 1983. It should be noted that
during this later period, waste disposal records were typically of higher quality (e.g., contained more
complete information regarding waste content, and listed activities for more radionuclides). Uncertainties
associated with the radionuclide activities presented in this report were derived on a waste stream basis,
and are discussed in detail in Appendix C for the period 1984 through 1997, and in Little et al. (2001) for
the years 1994 through 1999.
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5. CONCLUSIONS AND RECOMMENDATIONS

This report documents distribution of the NRF radionuclide source term across all documented
NRF waste disposal shipments sent to the SDA during the HDT, RPDT, and RPDT Supplement periods
from 1953 through 1999. Best estimates from the three timeframes are presented in Table 5. The
combined inventories shown in Table 5 are compiled from separate inventories presented in Sections 3
and 4.

This report presents best-estimate (Appendix A) and upper-bound (Appendix B) radionuclide
inventories associated with NRF operations. Estimates are based on totals by waste stream provided by
DOE-IBO (Appendix C). Technically defensible estimates of radionuclide activities for individual waste
shipments from NRF to the SDA were developed from detailed investigations and reviews of shipping
and waste records, nuclear material accountability forms, and extensive deterministic calculations using
known irradiation histories of these waste streams.

Table 5. Summary of the Naval Reactors Facility best-estimate radionuclide inventories in waste sent to
the Subsurface Disposal Area from 1953 through 1999.

1953 through 1983 1984 through 1997° 1994 through 1999° Total 1953 through 1999
Radionuclide (Ci) (Ci) (Ci) (Ci)
Am-241 1.18E+01 1.07E-01 1.06E-03 1.19E+01
C-14 6.20E+01 1.08E+01 1.12E+00 7.40E+01
Cl-36 1.63E-01 4.49E-02 8.53E-03 2.16E-01
Co-60 5.77E+05 1.57E+05 1.52E+03 7.36E+05
Cs-137 1.15E+04 1.07E+01 9.95E-01 1.15E+04
H-3 1.66E+02 3.09E+01 1.37E+01 2.10E+02
1-129 8.30E-03 8.83E-04 8.99E-04 1.01E-02
Nb-94 2.55E+01 5.80E+00 2.34E-01 3.15E+01
Ni-59 1.48E+03 3.97E+02 2.36E+01 1.90E+03
Ni-63 1.49E+05 4.10E+04 2.81E+03 1.93E+05
Np-237 4.39E-03 6.54E-07 — 4.39E-03
Pu-238 1.89E+01 7.41E-02 4.55E-03 1.89E+01
Pu-239 4.67E+01 5.51E-02 1.38E-04 4.68E+01
Pu-240 4.07E+01 3.42E-02 1.40E-04 4.07E+01
Pu-241 3.20E+03 4.61E+00 7.38E-02 3.21E+03
Sr-90 6.93E+03 9.78E+00 4.87E-01 6.94E+03
Tc-99 2.65E+00 2.24E-01 2.37E-03 2.88E+00
U-233 3.66E-04 5.89E-05 — 4.25E-04
U-234 8.43E-02 9.63E-05 — 8.44E-02
U-235 1.66E-03 8.88E-07 2.98E-06 1.67E-03
U-236 1.19E-02 3.11E-06 — 1.20E-02
U-238 8.32E-02 3.42E-05 5.26E-08 8.33E-02

*Excludes waste stream NRF-MOD-10S.
“Includes waste streams NRF-MOD-6S and NRF-MOD-10S.
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Appendix A

Naval Reactors Facility Radionuclide Inventory for
Years 1953 through 1983
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Table A-1. NRF-MOD-1H best-estimate inventory summary (1962-1968).

1962 1965 1967 1968 Totals

Am-241 1.87E-01 8.25E-02 1.39E-01 1.04E+01 1.08E+01
C-14 4.91E-04 2.17E-04 3.66E-04 2.73E-02 2.84E-02
Cl-36 — — — — —

Co-60 — — — — —

Cs-137 1.83E+02 8.10E+01 1.37E+02 1.02E+04 1.06E+04
H-3 7.99E-01 3.53E-01 5.95E-01 4.45E+01 4.62E+01
I-129 6.74E-05 2.98E-05 5.02E-05 3.75E-03 3.90E-03
Nb-94 2.37E-07 1.05E-07 1.76E-07 1.32E-05 1.37E-05
Ni-59 — — — — —

Ni-63 — — — — —

Np-237 4.60E-05 2.03E-05 3.43E-05 2.56E-03 2.66E-03
Pu-238 2.04E-01 9.02E-02 1.52E-01 1.14E+01 1.18E+01
Pu-239 7.66E-01 3.39E-01 5.71E-01 4.26E+01 4.43E+01
Pu-240 6.67E-01 2.95E-01 4.97E-01 3.71E+01 3.86E+01
Pu-241 5.24E+01 2.32E+01 3.90E+01 2.92E+03 3.03E+03
Sr-90 1.08E+02 4.77E+01 8.04E+01 6.00E+03 6.24E+03
Tc-99 2.58E-02 1.14E-02 1.92E-02 1.43E+00 1.49E+00
U-233 2.49E-08 1.10E-08 1.85E-08 1.39E-06 1.44E-06
U-234 1.00E-03 4.43E-04 7.47E-04 5.58E-02 5.80E-02
U-235 1.63E-05 7.21E-06 1.21E-05 9.07E-04 9.43E-04
U-236 1.73E-04 7.64E-05 1.29E-04 9.62E-03 1.00E-02
U-238 1.18E-03 5.23E-04 8.81E-04 6.58E-02 6.84E-02
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Table A-2. NRF-MOD-2H best-estimate inventory summary (1960-1964).

1960 1961 1962 1964 Totals

Am-241 5.36E-02 6.47E-02 1.52E-01 1.49E-02 2.85E-01
C-14 1.41B-04 1.70E-04 3.99E-04 3.92E-05 7.49E-04
Cl1-36 _ — — — —

Co-60 — — — — —

Cs-137 5.26E+01 6.35E+01 1.49E+02 1.47E+01 2.80E+02
H-3 2.29E-01 2.77E-01 6.50E-01 6.39E-02 1.22E+00
I-129 1.94E-05 2.34E-05 5.49E-05 5.39E-06 1.03E-04
Nb-94 6.81E-08 8.21E-08 1.93E-07 1.90E-08 3.62E-07
Ni-59 — — — — —

Ni-63 — — — — —

Np-237 1.32E-05 1.60E-05 3.75E-05 3.68E-06 7.03E-05
Pu-238 5.87E-02 7.08E-02 1.66E-01 1.63E-02 3.12E-01
Pu-239 2.20E-01 2.65E-01 6.23E-01 6.13E-02 1.17E+00
Pu-240 1.92E-01 2.31E-01 5.43E-01 5.34E-02 1.02E+00
Pu-241 1.51E+01 1.82E+01 4.27E+01 4.19E+00 8.01E+01
Sr-90 3.10E+01 3.74E+01 8.79E+01 8.64E+00 1.65E+02
Tc-99 7.39E-03 8.92E-03 2.09E-02 2.06E-03 3.93E-02
U-233 7.14E-09 8.62E-09 2.02E-08 1.99E-09 3.80E-08
U-234 2.88E-04 3.47E-04 8.15E-04 8.01E-05 1.53E-03
U-235 4.68E-06 5.65E-06 1.33E-05 1.30E-06 2.49E-05
U-236 4.98E-05 6.01E-05 1.41E-04 1.39E-05 2.65E-04
U-238 3.40E-04 4.11E-04 9.64E-04 9.48E-05 1.81E-03
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Table A-3. NRF-MOD-3H best-estimate inventory summary (1965-1971).

1965 1966 1967 1968 1969 1970 1971 Totals

Am-241 3.60E-05 2.06E-05 1.96E-03 8.03E-05 2.34E-04 5.36E-05 4.72E-08 2.38E-03
C-14 3.57E-09 2.04E-09 1.94E-07 7.96E-09 2.32E-08 5.31E-09 4.68E-12 2.36E-07
Cl-36 — — — — — — — —

Co-60 — — — — — — — —

Cs-137 3.13E+00  1.79E+00  1.70E+02  6.98E+00  2.04E+01  4.66E+00  4.11E-03 2.07E+02
H-3 1.24E-02 7.07E-03 6.71E-01 2.76E-02 8.04E-02 1.84E-02 1.62E-05 8.17E-01
I-129 7.48E-07 4.27E-07 4.06E-05 1.67E-06 4.86E-06 1.11E-06 9.80E-10 4.94E-05
Nb-94 1.30E-09 7.43E-10 7.06E-08 2.90E-09 8.46E-09 1.93E-09 1.70E-12 8.59E-08
Ni-59 — — — — — — — —

Ni-63 — — — — — — — —

Np-237 1.47E-05 8.39E-06 7.97E-04 3.27E-05 9.55E-05 2.18E-05 1.93E-08 9.70E-04
Pu-238 5.68E-02 3.24E-02 3.08E+00 1.26E-01 3.69E-01 8.44E-02 7.44E-05 3.75E+00
Pu-239 1.17E-04 6.69E-05 6.36E-03 2.61E-04 7.62E-04 1.74E-04 1.54E-07 7.74E-03
Pu-240 3.37E-05 1.93E-05 1.83E-03 7.52E-05 2.20E-04 5.02E-05 4.43E-08 2.23E-03
Pu-241 1.73E-02 9.86E-03 9.37E-01 3.85E-02 1.12E-01 2.57E-02 2.26E-05 1.14E+00
Sr-90 3.12E+00  1.78E+00  1.69E+02  6.95E+00  2.03E+01  4.64E+00  4.09E-03 2.06E+02
Tc-99 4.31E-04 2.46E-04 2.34E-02 9.61E-04 2.81E-03 6.41E-04 5.66E-07 2.85E-02
U-233 6.46E-09 3.69E-09 3.51E-07 1.44E-08 4.20E-08 9.61E-09 8.47E-12 4.27E-07
U-234 1.06E-04 6.06E-05 5.76E-03 2.36E-04 6.90E-04 1.58E-04 1.39E-07 7.01E-03
U-235 1.30E-06 7.44E-07 7.07E-05 2.90E-06 8.47E-06 1.94E-06 1.71E-09 8.60E-05
U-236 1.33E-05 7.59E-06 7.21E-04 2.96E-05 8.64E-05 1.98E-05 1.74E-08 8.78E-04
U-238 5.68E-09 3.24E-09 3.08E-07 1.26E-08 3.69E-08 8.44E-09 7.44E-12 3.75E-07
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Table A-4. NRF-MOD-4H best-estimate inventory summary (1960-1973).

1960 1967 1969 1970 1973 Totals

Am-241 3.45E-06 1.50E-03 5.82E-07 1.35E-05 6.48E-07 1.52E-03
C-14 3.43E-10 1.49E-07 5.78E-11 1.34E-09 6.44E-11 1.51E-07
Cl-36 — — — — — —

Co-60 — — — — — —

Cs-137 3.02E-01 1.31E+02 5.09E-02 1.18E+00 5.67E-02 1.33E+02
H-3 1.19E-03 5.17E-01 2.00E-04 4.63E-03 2.23E-04 5.23E-01
I-129 7.17E-08 3.12E-05 1.21E-08 2.80E-07 1.35E-08 3.16E-05
Nb-94 1.25E-10 5.43E-08 2.11E-11 4.87E-10 2.35E-11 5.50E-08
Ni-59 — — — — — —

Ni-63 — — — — — —

Np-237 1.41E-06 6.13E-04 2.37E-07 5.49E-06 2.64E-07 6.20E-04
Pu-238 5.45E-03 2.37E+00 9.19E-04 2.13E-02 1.02E-03 2.40E+00
Pu-239 1.13E-05 4.90E-03 1.90E-06 4.39E-05 2.12E-06 4.96E-03
Pu-240 3.22E-06 1.40E-03 5.44E-07 1.26E-05 6.06E-07 1.42E-03
Pu-241 1.66E-03 7.21E-01 2.79E-04 6.47E-03 3.11E-04 7.30E-01
Sr-90 3.00E-01 1.30E+02 5.05E-02 1.17E+00 5.63E-02 1.32E+02
Tc-99 4.15E-05 1.81E-02 7.00E-06 1.62E-04 7.80E-06 1.83E-02
U-233 6.19E-10 2.70E-07 1.04E-10 2.42E-09 1.16E-10 2.73E-07
U-234 1.02E-05 4.44E-03 1.72E-06 3.98E-05 1.91E-06 4.49E-03
U-235 1.25E-07 5.43E-05 2.11E-08 4.87E-07 2.35E-08 5.50E-05
U-236 1.28E-06 5.55E-04 2.15E-07 4.98E-06 2.40E-07 5.62E-04
U-238 5.45E-10 2.37E-07 9.19E-11 2.13E-09 1.02E-10 2.40E-07
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Table A-5. NRF-MOD-5H best-estimate inventory summary (1963-1970).

1963 1967 1970 Totals

Am-241 — 2.51E-01 — 2.51E-01
C-14 — 6.60E-04 — 6.60E-04
Cl-36 — — — —

Co-60 — — — —

Cs-137 — 2.46E+02 — 2.46E+02
H-3 — 1.07E+00 — 1.07E+00
I-129 — 9.06E-05 — 9.06E-05
Nb-94 — 3.19E-07 — 3.19E-07
Ni-59 — — — —

Ni-63 — — — —

Np-237 — 6.19E-05 — 6.19E-05
Pu-238 — 2.75E-01 — 2.75E-01
Pu-239 — 1.03E+00 — 1.03E+00
Pu-240 — 8.98E-01 — 8.98E-01
Pu-241 — 7.05E+01 — 7.05E+01
Sr-90 — 1.45E+02 — 1.45E+02
Tc-99 — 3.46E-02 — 3.46E-02
U-233 — 3.35E-08 — 3.35E-08
U-234 6.05E-03 1.35E-03 5.45E-03 1.29E-02
U-235 2.77E-04 2.20E-05 2.50E-04 5.49E-04
U-236 — 2.33E-04 — 2.33E-04
U-238 5.94E-03 1.59E-03 5.36E-03 1.29E-02
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Table A-6. NRF-MOD-6H best-estimate inventory summary (1954-1964).

1954 1955 1956 1957 1958 1959 1960 1961 1963 1964
Am-241  121E-07  1.18E-04  133E-05  284E-03 944E-06 3.13E-04  567E-07  9.06E-07  5.17E-05  4.12E-04
C-14 420E-05  4.12E-02  466E-03  9.95E-01  330E-03 1.10E-01  198E-04  3.17E-04  181E-02  144E-01
Cl-36 1.75E-07  171E-04  193E-05  4.12E-03  137E-05 454E-04 821E-07  131E-06  749E-05  5.98E-04
Co-60 525E-01  5.13E+02  S5.80E+01  124E+04  4.11E+01 137E+03  247E+00  3.95E+00  225E+02  1.80E+03
Cs-137  783E-06  7.66E-03  8.66E-04  185E-01  6.14E-04 204E-02 3.68E-05  5.89E-05  3.36E-03  2.68E-02
H-3 121E-04  1.18E-01  133E-02  284E+00 9.44E-03 3.13E-01  567E-04  9.06E-04  5.17E-02  4.12E-01
1-129 422E-11  4.12E-08  466E-09  995E-07 330E-09 1.10E-07  198E-10  3.17E-10  181E-08  1.44E-07
Nb-94  560E-06  S547E-03  6.18E-04  132E-01  438E-04 145E-02  2.63E-05  421E-05  240E-03  1.91E-02
Ni-59 129E-03  126E+00  143E-01  3.05E+01 101E-01  336E+00  6.07E-03  9.71E-03  554E-01  4.42E+00
Ni-63 146E-01  143E+02  1.62E+01  345E+03  1.ISE+01 3.81E+02  6.88E-01  LI10E+00  6.28E+01  5.01E+02
Np-237  — — — — — — — — — —
Pu-238  7.66E-08  749E-05  847E-06  18IE-03  G6O00E-06 199E-04  3.60E-07  576E-07  329E-05  2.62E-04
Pu-239  18IE07  177E-04  200E-05 426E-03 142E-05 470E-04 850E-07  136E-06  7.75E-05  6.18E-04
Pu-240  1.12E-07  1.09E-04  124E-05 2.64E-03 876E-06 291E-04 526E-07 841E-07  4.80E-05  3.83E-04
Pu-241  947E-06  926E-03  1.05E-03  223E-01  742E-04 246E-02  445E-05  7.12E-05  4.06E-03  324E-02
Sr-90 413E-06  404E-03  457E-04  975E-02  324E-04 107E-02  194E-05  3.11E-05  177E-03  141E-02
Tc-99 224E-08  2.19E-05  247E-06  528E-04 175E-06 S5.82E-05  1.05E-07  1.68E-07  9.60E-06  7.66E-05
U233 — — — — — — — — — —
U-234 121E-10  1.18E-07  133E-08  284E-06 9.44E-09 3.13E-07 567E-10  9.06E-10  5.17E-08  4.12E-07
U-235  344E-12  337E-09  3.80E-10  8.12E-08 270E-10 895E-09  1.62E-11  259E-11  148E-09  1.18E-08
U-236 112E-11  1.09E-08  124E-09  2.64E-07 876E-10 291E-08  526E-11  841E-11  480E-09  3.83E-08
U-238 1.29E-10  126E-07  143E-08  3.058-06  1.01E-08 3.36E-07  6.07E-10  9.71E-10  5.54E-08  4.42E-07
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Table A-6 (continued). NRF-MOD-6H best-estimate inventory summary (1965-1974).

1965 1966 1967 1968 1969 1970 1971 1972 1973 1974
Am-241  1.11E-02  281E-02  274E-02  5.12E-03 283E-02 329E-03 293E-04 408E-04 3.17E-04  185E-04
C-14 390E+00  9.84E+00  9.59E+00  1.79E+00 9.90E+00  1.ISE+00  1.02E-01  143E-01  1.11E-01  646E-02
Cl-36 1.62E-02  408E-02  397E-02  743E-03 4.10E-02 477E-03 425E-04 591E-04 4.60E-04 2.68E-04
Co-60 486E+04  122E+05  1.19E+05 223E+04 123E+05 143E+04 128E+03  1.78E+03  138E+03  8.05E+02
Cs-137 725E-01  1.83E+00  1.78E+00  3.33E-01  1.84E+00 2.14E-01  190E-02  2.65E-02  2.06E-02  1.20E-02
H-3 LIIE+01  2.81E+01  2.74E+01  5.12E+00 2.83E+01 329E+00 293E-01  4.08E-01  3.17E-01  1.85E-01
1-129 3.90E-06  9.84E-06  9.59E-06  1.79E-06 9.90E-06  1.15E-06  102E-07 143E-07 1.11E-07  646E-08
Nb-94 5.18E-01  130E+00  127E+00 238E-01 131E+00 153E-01  136E-02 1.89E-02  147E-02  8.57E-03
Ni-59 LI9E+02  3.01E+02  2.94E+02  549E+01 3.03E+02  3.52E+01  3.14E+00 4.37E+00  340E+00  1.98E+00
Ni-63 1356404  341E+04  333E+04 G622E+03 343E+04 3.99E+03 3.56E+02 4.95E+02 3.85E+02  224E+02
Np-237 — — — — — — — — — —

Pu-238 7.09E-03  1.79E-02  1.74E-02  326E-03 180E-02 209E-03  186E-04 259E-04 202E-04 1.17E-04
Pu-239 1.67E-02  422E-02  4.11E-02  7.68E-03 424E-02 493E-03 439E-04 6.12E-04 476E-04 2.77E-04
Pu-240 1.04E-02  2.61E-02  254E-02 476E-03 263E-02 3.05E-03 272E-04 3.79E-04 295E-04 1.71E-04
Pu-241 8.76E-01  221E+00  2.15E+00  4.02E-01  222E+00 258E-01  230E-02  320E-02 249E-02  1.45E-02
Sr-90 3.82E-01  9.64E-01  940E-01  176E-01 9.70E-01  1.13E-01  1.00E-02 140E-02 109E-02  633E-03
Tc-99 207E-03  522E-03  5.09E-03 9.51E-04 525E-03  6.11E-04 5.44E-05  7.57E-05 589E-05  3.43E-05
U-233 — — — — — — — — — —

U-234 1.11IE-05  281E-05  274E-05  5.12E-06 283E-05 329E-06 293E-07 4.08E-07 3.17E-07  185E-07
U-235 3.19E-07  8.03E-07  7.83E-07 146E-07 808E-07 9.39E-08 837E-09 1.I7E-08 9.06E-09  5.28E-09
U-236 1.04E-06  2.61E-06  254E-06 4.76E-07 263E-06 3.05E-07 272E-08 3.79E-08 295E-08  1.71E-08
U-238 1.19E-05  3.01E-05  294E-05  5.49E-06 3.03E-05  3.52E-06  3.14E-07  4.37E-07  3.40E-07 _ 1.98E-07
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Table A-6. (continued). NRF-MOD-6H best-estimate inventory summary (1975-1983).

1975 1976 1977 1978 1979 1980 1981 1982 1983 Totals

Am-241  187E-04 884E-05 209E-04 439E-05 147E-04 439E-05 202E-05 8.11E-06 6.71E-06 1.09E-01
C-14 6.54E-02  3.09E-02  731E-02  154E-02 5.16E-02 1.54E-02  7.07E-03 2.84E-03 235E-03 3.82E+01
Cl-36 271E-04 128E-04 3.03E-04 637E-05 2.14E-04 636E-05 293E-05 1.I8E-05 9.73E-06 1.58E-01
Co-60 8.14E+02  385E+02  9.10E+02 191E+02 642E+02 191E+02 8.80E+01 3.54E+01 293E+01  4.75E+05
Cs-137 121E-02  574E-03  136E-02 286E-03 9.58E-03 285E-03 131E-03 527E-04 436E-04 7.09E+00
H-3 1.87E-01  8.84E-02 2.09E-01 439E-02 147E-01 439E-02 202E-02 8.11E-03  6.71E-03  1.09E+02
1-129 6.54E-08  3.09E-08 731E-08  154E-08 5.16E-08  154E-08  7.07E-09 2.84E-09 235E-09 3.82E-05
Nb-94 8.68E-03  4.10E-03  9.70E-03  2.04E-03  6.84E-03  204E-03 9.38E-04 3.77E-04 3.12E-04 5.06E+00
Ni-59 200E+00  947E-01  224E+00 4.71E-01  158E+00 4.70E-01  2.16E-01  8.69E-02  7.19E-02  1.17E+03
Ni-63 227E+02  1.07E+02  254E+02  534E+01  1.79E+02  533E+01  245E+01  9.85E+00  8.15E+00  1.32E+05
Np-237 — — — — — — — — — —
Pu-238 1.19E-04  562E-05 133E-04 279E-05 937E-05 279E-05 128E-05 5.16E-06 427E-06 6.93E-02
Pu-239 280E-04 133E-04 3.13E-04 659E-05 221E-04  658E-05 3.03E-05 122E-05 1.01E-05 1.64E-01
Pu-240 1.74E-04  820E-05 194E-04 408E-05 137E-04 407E-05 188E-05 7.53E-06 623E-06 1.01E-01
Pu-241 147E-02  694E-03  164E-02 345E-03 1.16E-02 345E-03 159E-03 637E-04 527E-04 8.57E+00
Sr-90 641E-03  3.03E-03 7.6E-03 151E-03 505E-03 150E-03 693E-04 278E-04 230E-04 3.74E+00
Tc-99 347E-05 1.64E-05 3.88E-05 8.16E-06 274E-05 8.15E-06 3.75E-06 1.51E-06 1.25E-06 2.03E-02
U-233 — — — — — — — — — —

U-234 1.87E-07  8.84E-08 2.09E-07 439E-08 147E-07 439E-08 202E-08 8.11E-09 6.71E-09  1.09E-04
U-235 534E-09  252E-09 597E-09  126E-09  421E-09 125E-09 577E-10 232E-10 1.92E-10  3.12E-06
U-236 1.74E-08  820E-09 194E-08 408E-09 137E-08 407E-09 188E-09 7.53E-10  623E-10  1.01E-05
U-238 2.00E-07  947E-08  224E-07 4.71E-08  158E-07 4.70E-08  2.16E-08 8.69E-09 7.19E-09 1.17E-04
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Table A-7. NRF-MOD-7H best-estimate inventory summary (1955-1964).

1955 1956 1957 1958 1959 1960 1961 1962 1963 1964

Am-241 1.76E-11 6.13E-06 1.85E-06  7.02E-07 1.23E-05 9.33E-06 7.37E-05 8.38E-05 2.14E-04 5.58E-05
C-14 3.24E-08 1.13E-02 3.40E-03 1.29E-03 2.26E-02 1.72E-02 1.36E-01 1.54E-01 3.95E-01 1.03E-01
Cl-36 4.88E-11 1.70E-05 5.13E-06 1.95E-06 3.41E-05 2.59E-05 2.05E-04  233E-04  5.96E-04 1.55E-04
Co-60 — — — — — — — — — —

Cs-137 4.43E-09 1.55E-03 4.66E-04 1.77E-04 3.10E-03 2.35E-03 1.86E-02  2.11E-02 5.41E-02 1.41E-02
H-3 6.61E-08  2.31E-02 6.95E-03 2.64E-03 4.62E-02 3.51E-02 2.78E-01 3.15E-01 8.07E-01 2.10E-01
1-129 1.71E-15 5.96E-10 1.79E-10  6.83E-11 1.19E-09  9.07E-10 7.17E-09 8.15E-09  2.08E-08 5.42E-09
Nb-94 2.70E-11 9.44E-06 2.84E-06 1.08E-06 1.89E-05 1.44E-05 1.14E-04 1.29E-04 3.30E-04 8.59E-05
Ni-59 3.88E-10 1.35E-04  4.08E-05 1.55E-05 2.71E-04  2.06E-04 1.63E-03 1.85E-03 4.73E-03 1.23E-03
Ni-63 4.90E-08 1.71E-02 5.15E-03 1.96E-03 3.43E-02 2.61E-02 2.06E-01 2.34E-01 5.99E-01 1.56E-01
Np-237 1.14E-14  4.00E-09 1.20E-09  4.58E-10 8.00E-09  6.08E-09  4.81E-08 5.46E-08 1.40E-07 3.64E-08
Pu-238 2.34E-11 8.16E-06 2.46E-06 9.35E-07 1.63E-05 1.24E-05 9.82E-05 1.12E-04  2.85E-04 7.43E-05
Pu-239 1.33E-10  4.65E-05 1.40E-05 5.33E-06 9.31E-05 7.08E-05 5.59E-04  6.36E-04 1.63E-03 4.23E-04
Pu-240 4.66E-11 1.63E-05 4.90E-06 1.86E-06 3.26E-05 2.47E-05 1.96E-04  2.22E-04 5.68E-04 1.48E-04
Pu-241 3.09E-09 1.08E-03 3.25E-04 1.23E-04  2.16E-03 1.64E-03 1.30E-02 1.47E-02 3.77E-02 9.81E-03
Sr-90 2.68E-09 9.37E-04  2.82E-04 1.07E-04 1.88E-03 1.43E-03 1.13E-02 1.28E-02 3.28E-02 8.52E-03
Tc-99 8.90E-13 3.11E-07 9.35E-08 3.56E-08 6.22E-07  4.73E-07 3.74E-06  4.25E-06 1.09E-05 2.83E-06
U-233 8.67E-13 3.03E-07 9.12E-08 3.47E-08 6.06E-07  4.61E-07 3.64E-06  4.14E-06 1.06E-05 2.75E-06
U-234 7.76E-14  2.71E-08 8.16E-09 3.10E-09 5.43E-08  4.13E-08 3.26E-07  3.71E-07 9.48E-07  2.47E-07
U-235 1.97E-15 6.89E-10  2.07E-10  7.89E-11 1.38E-09 1.05E-09 8.28E-09  9.42E-09  2.41E-08 6.27E-09
U-236 6.00E-15  2.09E-09 6.31E-10  2.40E-10  4.19E-09  3.19E-09 2.52E-08 2.86E-08 7.32E-08 1.91E-08
U-238 6.97E-14  2.43E-08 7.33E-09  2.79E-09  4.88E-08 3.71E-08 2.93E-07  3.33E-07 8.52E-07  2.22E-07
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Table A-7. (continued). NRF-MOD-7H best-estimate inventory summary (1965-1975).

1965 1966 1967 1970 1971 1973 1974 1975 Totals

Am-241 4.85E-04 2.39E-04 5.83E-06 1.75E-04 4.14E-04 1.18E-06 1.19E-06 1.78E-07 1.78E-03
C-14 8.94E-01 4.41E-01 1.07E-02 3.22E-01 7.64E-01 2.17E-03 2.19E-03 3.28E-04 3.28E+00
Cl-36 1.35E-03 6.66E-04 1.62E-05 4.85E-04 1.15E-03 3.27E-06 3.30E-06 4.95E-07 4.95E-03
Co-60 — — — — — — — — —

Cs-137 1.22E-01 6.04E-02 1.47E-03 4.40E-02 1.05E-01 2.97E-04 2.99E-04 4.49E-05 4.49E-01
H-3 1.83E+00 9.01E-01 2.19E-02 6.57E-01 1.56E+00 4.43E-03 4.46E-03 6.70E-04 6.70E+00
1-129 4.72E-08 2.33E-08 5.66E-10 1.70E-08 4.03E-08 1.14E-10 1.15E-10 1.73E-11 1.73E-07
Nb-94 7.47E-04 3.69E-04 8.97E-06 2.69E-04 6.38E-04 1.81E-06 1.83E-06 2.74E-07 2.74E-03
Ni-59 1.07E-02 5.29E-03 1.29E-04 3.85E-03 9.15E-03 2.60E-05 2.62E-05 3.93E-06 3.93E-02
Ni-63 1.35E+00 6.69E-01 1.63E-02 4.87E-01 1.16E+00 3.28E-03 3.31E-03 4.97E-04 4.97E+00
Np-237 3.16E-07 1.56E-07 3.80E-09 1.14E-07 2.70E-07 7.67E-10 7.73E-10 1.16E-10 1.16E-06
Pu-238 6.46E-04 3.19E-04 7.76E-06 2.32E-04 5.52E-04 1.57E-06 1.58E-06 2.37E-07 2.37E-03
Pu-239 3.68E-03 1.82E-03 4.42E-05 1.32E-03 3.14E-03 8.92E-06 9.00E-06 1.35E-06 1.35E-02
Pu-240 1.29E-03 6.35E-04 1.54E-05 4.63E-04 1.10E-03 3.12E-06 3.15E-06 4.72E-07 4.72E-03
Pu-241 8.53E-02 4.21E-02 1.02E-03 3.07E-02 7.29E-02 2.07E-04 2.09E-04 3.13E-05 3.13E-01
Sr-90 7.41E-02 3.66E-02 8.90E-04 2.67E-02 6.33E-02 1.80E-04 1.81E-04 2.72E-05 2.72E-01
Tc-99 2.46E-05 1.21E-05 2.95E-07 8.84E-06 2.10E-05 5.96E-08 6.01E-08 9.02E-09 9.02E-05
U-233 2.40E-05 1.18E-05 2.88E-07 8.62E-06 2.05E-05 5.81E-08 5.86E-08 8.79E-09 8.79E-05
U-234 2.15E-06 1.06E-06 2.58E-08 7.72E-07 1.83E-06 5.20E-09 5.24E-09 7.87E-10 7.87E-06
U-235 5.45E-08 2.69E-08 6.55E-10 1.96E-08 4.66E-08 1.32E-10 1.33E-10 2.00E-11 2.00E-07
U-236 1.66E-07 8.18E-08 1.99E-09 5.96E-08 1.42E-07 4.02E-10 4.05E-10 6.08E-11 6.08E-07
U-238 1.93E-06 9.51E-07 2.31E-08 6.93E-07 1.65E-06 4.67E-09 4.71E-09 7.07E-10 7.07E-06
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Table A-8. NRF-MOD-8H best-estimate inventory summary (1956-1965).

1956 1957 1958 1959 1960 1961 1962 1963 1964 1965
Am-241  1.54E-09  7.17E-06  1.18B-06 3.81E-07 L11E-07 9.65E-05 1.67E-03 291E-06 1.17B-06  1.41E-09
C-14 350E-06 1.63E-02 2.69E-03  8.67E-04 2.53E-04 220E-01 3.79E+00  6.63E-03  2.65E-03  3.21E-06
Cl1-36 — — — — — — — — — —
Co-60 437E-04 2.03E+00 3.35B-01  1.08E-01  3.15B-02 2.74E+01 4.73E+02 827E-01  3.31B-01  4.00E-04
Cs-137 1.75E-07  8.17E-04  135B-04  4.35E-05 127E-05 1.10E-02  1.90E-01  332E-04 133E-04  1.61E-07
H-3 — — — — — — — — — —
129 175E-11  8.17E-08  1.35B-08  4.35E-09 127E-09 1.10E-06 1.90E-05 3.32E-08 133E-08  1.61E-11
Nb-94 8.82E-08  4.11E-04 6.77E-05 2.18B-05 6.37E-06 5.53E-03 9.56E-02 1.67E-04 6.69E-05  8.08E-08
Ni-59 1.31E-06  G6.12E-03  1.01B-03 3.25E-04 949E-05 824E-02 142E+00 2.49E-03  9.96B-04  1.20E-06
Ni-63 1.31E-04  6.12E-01  1.01B-01  3.25E-02 949E-03 824E+00 142E+02 249E-01  9.96B-02  1.20E-04
Np-237 131E-14  6.12E-11  1.01B-11  325E-12  949E-13  824E-10  142E-08 249E-11  9.96E-12  1.20E-14
Pu-238 1.I0E-09  5.11E-06  843B-07 2.72E-07 7.93E-08  6.89E-05 1.19E-03  2.08E-06 8.33B-07  1.01E-09
Pu-239 175E-10  8.17E-07  1.35B-07 4.35E-08 127E-08  1.10E-05 1.90E-04 332E-07 133B-07 L.61E-10
Pu-240 1.10E-10 ~ 5.11E-07  843E-08  2.72E-08  7.93E-09  6.89E-06 1.19E-04 2.08E-07 833E-08  1.01E-10
Pu-241 437E-08  2.03E-04 3.35B-05 1.08E-05 3.15B-06 2.74E-03  4.73E-02 827E-05 3.31B-05  4.00E-08
Sr-90 1.75B-07  8.17E-04  1.35B-04 435E-05 127B-05 1.10E-02  1.90E-01  3.32E-04 133B-04 1.61E-07
Te-99 437E-09  2.03E-05 3.35B-06 1.08E-06 3.15E-07 2.74E-04  4.73E-03  827E-06 3.31E-06  4.00E-09
U-233 LISE-12  552E-09 9.09B-10 2.93E-10 8.56E-11  7.43E-08 128E-06 224E-09 8.98B-10  1.09E-12
U-234 131E-12  6.12E-09  1.01B-09 325E-10 949E-11  824E-08  142E-06 2.49E-09 9.96B-10  1.20E-12
U-235 925E-17  431E-13  7.10E-14  229E-14  6.68E-15  5.80E-12  1.00E-10  1.75E-13  7.01E-14  8.48E-17
U-236 484E-15 226E-11  3.72B-12  120E-12  3.50B-13  3.04E-10  525E-09 9.17E-12  3.67B-12  4.44E-15
U-238 2.15E-14  1.00E-10  1.65B-11  5.33E-12  1.56E-12  1.35E-09  2.33E-08 4.08E-11  1.63B-11  1.97E-14
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Table A-8. (continued). NRF-MOD-8H best-estimate inventory summary (1966-1971).

1966 1967 1968 1969 1970 1971 Totals

Am-241 1.91E-06 4.52B-08 5.14E-07 3.59E-07 1.55E-10 1.21E-07 1.78B-03
C-14 4.35E-03 1.03E-04 1.17E-03 8.18E-04 3.53E-07 2.75E-04 4.05E+00
Cl-36 — — — — — — —

Co-60 5.43E-01 1.28E-02 1.46E-01 1.02E-01 441E-05 3.43E-02 5.05B+02
Cs-137 2.18E-04 5.16E-06 5.87E-05 4.10E-05 1.77E-08 1.38E-05 2.03E-01
H-3 — — — — — — —

129 2.18E-08 5.16E-10 5.87E-09 4.10E-09 1.77E-12 1.38E-09 2.03E-05
Nb-94 1.10E-04 2.59E-06 2.95E-05 2.06E-05 8.90E-09 6.93E-06 1.02E-01
Ni-59 1.63E-03 3.86E-05 4.39E-04 3.07E-04 1.33E-07 1.03E-04 1.52E+00
Ni-63 1.63E-01 3.86E-03 4.39E-02 3.07E-02 1.33B-05 1.03E-02 1.52E+02
Np-237 1.63E-11 3.86E-13 4.39E-12 3.07E-12 1.33E-15 1.03E-12 1.52E-08
Pu-238 1.37E-06 3.23E-08 3.67E-07 2.56E-07 1.11E-10 8.63E-08 1.27B-03
Pu-239 2.18E-07 5.16E-09 5.87E-08 4.10E-08 1.77B-11 1.38E-08 2.03E-04
Pu-240 1.37E-07 3.23E-09 3.67E-08 2.56E-08 1.11E-11 8.63E-09 1.27E-04
Pu-241 5.43E-05 1.28E-06 1.46E-05 1.02E-05 4.41E-09 3.43E-06 5.05E-02
Sr-90 2.18E-04 5.16E-06 5.87E-05 4.10E-05 1.77E-08 1.38B-05 2.03E-01
Te-99 5.43E-06 1.28E-07 1.46E-06 1.02E-06 4.41E-10 3.43E-07 5.05E-03
U-233 1.47E-09 348E-11 3.96E-10 2.77E-10 1.20E-13 931E-11 1.37E-06
U-234 1.63E-09 3.86E-11 4.39E-10 3.07E-10 1.33E-13 1.03E-10 1.52E-06
U-235 1.15E-13 2.72E-15 3.09E-14 2.16E-14 9.33E-18 7.27E-15 1.07E-10
U-236 6.02E-12 1.42E-13 1.62E-12 1.13E-12 4.89E-16 3.80E-13 5.60E-09
U-238 2.68E-11 6.33E-13 7.19E-12 5.03E-12 2.17E-15 1.69E-12 2.49E-08
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Table A-9. NRF-MOD-9H best-estimate inventory summary (1954-1965).

1954 1955 1957 1958 1959 1960 1961 1963 1964 1965
Am-241  7.86B-04  120E-03  1.00E-03 3.63B-04 2.18E-04 4.07E-05 4.03B-04 1.55E-04 1.14E-05 3.24B-03
C-14 145E+00  222E+00 1.85E+00  6.69E-01  4.03E-01  7.51E-02  7.44E-01  2.87E-01  2.09E-02  5.98E+00
Cl1-36 — — — — — — — — — —

Co-60 223E+02  341E+02 2.85E+02  1.03E+02 620E+01 1.16E+01 1.ISE+02 4.41E+01 3.22E+00  9.20E+02
Cs-137 896E-02  137E-01  115E-01  4.13E-02 249E-02 4.64E-03 4.60E-02 1.77B-02  1.29E-03  3.70E-01
H-3 — — — — — — — — — —

129 8.87E-06  1.3G6E-05 1.13E-05 4.09E-06 247E-06 4.60E-07 4.55B-06 1.75B-06  1.28E-07  3.66E-05
Nb-94 448E-02  6.86E-02  5.73E-02  2.07E-02  124E-02 232E-03 2.30E-02 8.86E-03 647E-04  1.85E-01
Ni-59 6.72E-01  1.03E+00 8.59E-01  3.10E-01  1.87E-01  3.48E-02 345E-01 133E-01 9.71E-03  2.77E+00
Ni-63 6.72E+01  1.03E+02 8.59E+01 3.10E+01 1.87E+01 3.48E+00 3.45E+01 133E+01 9.71E-01  2.77E+02
Np-237 6.72E-09  1.03E-08  859E-09  3.10E-09 187E-09 348E-10 3.45E-09 133E-09 9.71E-11  2.77E-08
Pu-238 S.62E-04  8.60E-04  7.19E-04 2.59E-04 156E-04 291B-05 2.89E-04 1.11E-04 8.12E-06  2.32E-03
Pu-239 8.9G6E-05  1.37E-04 1.15E-04 4.13E-05 249E-05 4.64E-06 4.60E-05 1.77E-05 1.29E-06  3.70E-04
Pu-240 5.62E-05  8.60E-05  7.19E-05 2.59E-05 156E-05 291E-06 2.89E-05 1.11E-05 8.12E-07  2.32E-04
Pu-241 224E-02  343E-02 286E-02 1.03E-02 622E-03  1.16B-03 1.15E-02 443E-03 3.24B-04  9.24E-02
Sr-90 8.96E-02  137E-01  LISE-01  4.13E-02 249E-02 4.64E-03 4.60E-02 1.77E-02  129E-03  3.70E-01
Te-99 225E-03  3.44E-03 287E-03  1.04E-03 625E-04 1.17E-04  1.15E-03  445E-04 325E-05  9.27E-03
U-233 6.06E-07  9.28E-07  7.75B-07 2.80E-07  1.68E-07 3.14E-08  3.11E-07 120E-07 8.76E-09  2.50E-06
U-234 6.77E-07  1.04E-06 8.65E-07 3.12E-07 1.88E-07 3.50E-08 3.47E-07 134E-07 9.77E-09  2.79E-06
U-235 470E-11  7.19E-11  60IE-11  2.17E-11  131E-11  243E-12  241E-11  929E-12  6.79E-13  1.94E-10
U-236 247E-09  378E-09  3.15E-09 1.14E-09  6.86E-10  128E-10  127E-09 4.88E-10 3.57B-11  1.02E-08
U-238 1.I0E-08  1.68E-08  1.40E-08  5.06E-09  3.05E-09 5.69E-10  5.63E-09 2.17E-09  1.59B-10  4.53E-08
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Table A-9. (continued). NRF-MOD-9H best-estimate inventory summary (1966-1971).

1966 1968 1969 1970 1971 Totals

Am-241 9.13E-05 3.77E-04 4.71E-04 1.78E-04 4.04E-04 8.95E-03
C-14 1.68E-01 6.95E-01 8.69E-01 3.28E-01 7.45E-01 1.65E+01
Cl-36 — — — — — —

Co-60 2.59E+01 1.07E+02 1.34E+02 5.05E+01 1.15E+02 2.54E+03
Cs-137 1.04E-02 4.30E-02 5.37E-02 2.03E-02 4.60E-02 1.02E+00
H-3 — — — — — —

129 1.03E-06 4.25E-06 5.32E-06 2.01E-06 4.56E-06 1.01E-04
Nb-94 5.20E-03 2.15E-02 2.68E-02 1.01E-02 2.30E-02 5.10E-01
Ni-59 7.80E-02 3.22E-01 4.03E-01 1.52E-01 3.45E-01 7.65E+00
Ni-63 7.80E+00 3.22E+01 4.03E+01 1.52E+01 345E+01 7.65E+02
Np-237 7.80E-10 3.22E-09 4.03E-09 1.52E-09 3.45E-09 7.65E-08
Pu-238 6.53E-05 2.70E-04 3.37E-04 1.27E-04 2.89E-04 6.40E-03
Pu-239 1.04E-05 4.30E-05 5.37E-05 2.03E-05 4.60E-05 1.02E-03
Pu-240 6.53E-06 2.70E-05 3.37E-05 1.27E-05 2.89E-05 6.40E-04
Pu-241 2.60E-03 1.07E-02 1.34E-02 5.07E-03 1.15E-02 2.55E-01
Sr-90 1.04E-02 4.30E-02 5.37E-02 2.03E-02 4.60E-02 1.02E+00
Te-99 2.61E-04 1.08E-03 1.35E-03 5.09E-04 1.16E-03 2.56E-02
U-233 7.04E-08 2.91E-07 3.63E-07 1.37E-07 3.11E-07 6.90E-06
U-234 7.86E-08 3.24E-07 4.05E-07 1.53E-07 3.47E-07 7.70E-06
U-235 5.46E-12 2.25E-11 2.82E-11 1.06E-11 241E-11 5.35E-10
U-236 2.87E-10 1.18E-09 1.48E-09 5.58E-10 1.27E-09 2.81E-08
U-238 1.28E-09 5.27E-09 6.58E-09 2.48E-09 5.64E-09 1.25E-07
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Table A-10. NRF-MOD-10H best-estimate inventory summary (1953-1962).

1953 1954 1955 1956 1957 1958 1959 1960 1961 1962
Am-241  4.99B-06  4.10E-05  1.72E-05 9.08E-04 536E-04 334E-04  1.54E-03 130E-03 7.25B-03  1.07E-04
C-14 — — — — — — — — — —
Cl1-36 — — — — — — — — — —
Co-60 143E+00  1.17E+01  4.92E+00 2.60E+02 1.53E+02 9.56E+01 4.41E+02 3.73B+02  2.07E+03  3.07E+01
Cs-137 571E-04  4.69E-03  197E-03 1.04E-01 6.I3E-02 3.82B-02 1.76E-01  149E-01  829E-01  1.23E-02
H-3 — — — — — — — — — —
1-129 S7IE-08  4.69E-07 197E-07 1.04E-05 6.13E-06 3.82B-06 1.76E-05 149E-05 829E-05 1.23E-06
Nb-94 2.85E-04  2.34E-03  9.85E-04 520E-02 3.07E-02  191E-02  88IE-02 746E-02 4.15E-01  6.15E-03
Ni-59 428E-03  3.51E-02  148E-02 7.80E-01 4.60E-01  2.87E-01 132E+00 1.I2E+00 6.22E+00  9.22E-02
Ni-63 228E-01  1.87E+00  7.85E-01 4.14E+01 245E+01  1.52E+01  7.03E+01 5.95B+01 3.31E+02  4.90E+00
Np-237  4.28E-11  351E-10  148E-10  7.80E-09 4.60E-09 287E-09  132E-08 1.12E-08  622E-08  9.22E-10
Pu-238 3.56E-06  2.92E-05  123E-05 G49E-04 3.83E-04 2.38E-04 1.10E-03 9.31E-04 S5.I8E-03  7.67E-05
Pu-239 S7IE-07  4.69E-06 197E-06 1.04E-04 6.13E-05 3.82B-05 1.76E-04 149E-04 829E-04  1.23E-05
Pu-240 356E-07 292E-06  123E-06 GA49E-05 3.83E-05 238E-05 1.I0E-04 9.31E-05 5.18E-04  7.67E-06
Pu-241 143E-04  1.17B-03  4.92E-04 2.60E-02 1.53E-02 9.56E-03 441E-02 3.73B-02  2.07E-01  3.07E-03
Sr-90 S7IE-04  4.69E-03  197E-03 1.04E-01 6.I3E-02 3.82B-02 1.76E-01 149E-01 829E-01  1.23E-02
Te-99 143E-05  1.17E-04  4.92E-05 2.60E-03 1.53E-03  956E-04 441E-03 3.73E-03  2.07E-02  3.07E-04
U-233 3.86E-09  3.17E-08  133E-08 7.2E-07 4.14EB-07 2.58E-07 1.I9E-06 1.01E-06 S5.60E-06  8.31E-08
U-234 428E-09  3.51E-08  148E-08 7.80E-07 4.60E-07 287E-07  1.32E-06 1.12B-06 622E-06 9.22E-08
U-235 3.00E-13  246E-12  1.03E-12  545E-11 322E-11  201B-11  925E-11  7.83E-11  435E-10  6.45E-12
U-236 1.57E-11  129E-10  541E-11  2.86E-09 1.69E-09  1.05E-09 4.84E-09 4.10E-09 2.28E-08  3.38E-10
U-238 6.99E-11  574E-10 241E-10 127E-08 7.51E-09 4.68B-09  2.16E-08  1.83E-08  1.02E-07  1.51E-09

38



Table A-10. (continued). NRF-MOD-10H best-estimate inventory summary (1963-1972).

1963 1964 1965 1966 1967 1968 1969 1970 1971 1972

Am-241  1.12E-04  1.69E-03  1.79E-01  3.64B-02  L.I1E-01  4.60B-04 423E-04 3.61E-05 3.10E-04 1.01E-04
C-14 — — — — — — — — — —

Cl1-36 — — — — — — — — — —

Co-60  320E+01 4.83E+02  5.13E+04  1.04E+04  3.16E+04  132E+02 121E+02 1.03E+01  8.86E+01  2.89E+01
Cs-137  128E-02  193E-01  2.05E+01  4.16B+00  127E+01  526B-02 4.84E-02  4.13E-03  3.54E-02  1.16E-02
H-3 — — — — — — — — — —

129 1.28E-06  1.93E-05  2.05B-03  4.16E-04  127E-03  526E-06 4.84E-06 4.13E-07  3.54E-06  1.16E-06
Nb-94  640E-03  9.66E-02  1.03E+01  2.08E+00  6.33E+00 2.63E-02 2.42E-02  2.06E-03  1.77E-02  5.78E-03
Ni-59 9.60E-02  145E+00  1.54E+02  3.12B+01  9.49E+01  3.95B-01  3.63E-01  3.10E-02  2.66E-01  8.67E-02
Ni-63 S.IE+00  7.71E+01  S8.18E+03  1.66E+03  5.04E+03  2.10E+01 193E+01  1.65E+00 141E+01  4.61E+00
Np-237  9.60E-10  145E-08  1.54E-06  3.12E-07  949E-07  3.95B-09  3.63E-09  3.10E-10  2.66E-09  8.67E-10
Pu-238  7.99E-05 121E-03  128E-01  2.60E-02  7.89E-02  3.28E-04 3.02E-04 2.58B-05 221E-04 7.21E-05
Pu-239  128E-05 193E-04 2.05E-02  4.16E-03  127E-02  526E-05 4.84E-05 4.13B-06  3.54E-05 1.16B-05
Pu-240  7.99E-06  121E-04  128E-02  2.60E-03  7.89E-03  3.28E-05 3.2E-05 258E-06 221E-05 7.21E-06
Pu-241  320E-03 483E02 5.13E+00 1.04E+00 3.16E+00  132E-02 121E-02  1.03E-03  8.86E-03  2.89E-03
Sr-90 1.28E-02  1.93E-01  2.05B+01  4.16E+00  127E+01  526E-02  4.84E-02  4.13E-03  3.54E-02  1.16E-02
Te-99 320E-04  483E-03  5.13E-01  1.04B-01  3.16E-01  132B-03 121E-03  1.03E-04 S8.86E-04 2.89E-04
U-233  8.65E-08  131E-06 139E-04 281E-05 855E-05 3.56E-07 327E-07 2.79E-08  239E-07  7.81E-08
U-234  9.60E-08  145E-06  1.54E-04  3.12E-05  949E-05  3.95B-07 3.63E-07 3.10E-08  2.66E-07  8.67E-08
U-235  672E-12  1.01E-10  1.08E-08  2.18E-09  G.64E-09  2.76B-11  2.54E-11  2.17E-12  1.86E-11  6.07E-12
U-236  3.52E-10 531E-09  S5.64E-07  1.14B-07  348E-07  145B-09 133E-09 1.I3E-10  9.74E-10  3.18E-10
U-238 1.57B-09  2.37E-08  2.51B-06  5.10E-07  1.55E-06 645E-09 5.93E-09  S.0GE-10  4.34E-09  1.42E-09
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Table A-10. (continued). NRF-MOD-10H best-estimate inventory summary (1973-1981).

1973 1974 1975 1976 1977 1978 1979 1980 1981

Am-241 2.05E-03  2.27E-03  2.56E-04 1.41E-04 1.49E-05 1.59E-05  6.19E-05  2.38E-04  2.52E-04
C-14 — — — — — — — — —

Cl-36 — — — — — — — — —

Co-60 5.86E+02  6.50E+02  7.33E+01 4.02E+01  4.25E+00 4.54E+00 1.77E+01 6.80E+01  7.20E+01
Cs-137 234E-01  2.60E-01  2.93E-02  1.61E-02 1.70E-03 1.82E-03  7.08E-03  2.72E-02  2.88E-02
H-3 — — — — — — — — —

I-129 2.34E-05  2.60E-05 2.93E-06 1.61E-06 1.70E-07 1.82E-07  7.08E-07  2.72E-06  2.88E-06
Nb-94 1.17E-01 1.30E-01 1.47E-02  8.04E-03 8.50E-04  9.09E-04  3.54E-03 1.36E-02  1.44E-02
Ni-59 1.76E+00  1.95E+00  2.20E-01 1.21E-01 1.28E-02 1.36E-02  5.31E-02  2.04E-01  2.16E-01
Ni-63 9.34E+01 1.04E+02 1.17E+01 6.41E+00  6.78E-01 7.25E-01  2.82E+00 1.09E+01 1.15E+01
Np-237 1.76E-08  1.95E-08  2.20E-09  1.21E-09 1.28E-10 1.36E-10  5.31E-10  2.04E-09  2.16E-09
Pu-238 1.46E-03 1.62E-03 1.83E-04  1.00E-04 1.06E-05 1.13E-05  4.42E-05 1.70E-04  1.80E-04
Pu-239 2.34E-04  2.60E-04  2.93E-05 1.61E-05 1.70E-06 1.82E-06  7.08E-06  2.72E-05  2.88E-05
Pu-240 1.46E-04  1.62E-04  1.83E-05 1.00E-05 1.06E-06 1.13E-06  4.42E-06  1.70E-05 1.80E-05
Pu-241 5.86E-02  6.50E-02  7.33E-03  4.02E-03  4.25E-04  4.54E-04  1.77E-03  6.80E-03  7.20E-03
Sr-90 2.34E-01  2.60E-01 2.93E-02 1.61E-02 1.70E-03 1.82E-03  7.08E-03  2.72E-02  2.88E-02
Tc-99 5.86E-03  6.50E-03  7.33E-04  4.02E-04  4.25E-05  4.54E-05 1.77E-04  6.80E-04  7.20E-04
U-233 1.58E-06  1.76E-06  1.98E-07  1.09E-07 1.15E-08 1.23E-08  4.78E-08  1.84E-07  1.95E-07
U-234 1.76E-06  1.95E-06  2.20E-07  1.21E-07 1.28E-08 1.36E-08  5.31E-08  2.04E-07  2.16E-07
U-235 1.23E-10  1.37E-10  1.54E-11 8.44E-12  8.92E-13  9.54E-13  3.71E-12 1.43E-11 1.51E-11
U-236 6.44E-09  7.15E-09  8.05E-10  4.42E-10  4.67E-11 5.00E-11 1.94E-10  7.48E-10  7.91E-10
U-238 2.87E-08  3.19E-08  3.59E-09 1.97E-09  2.08E-10  2.23E-10  8.67E-10  3.33E-09  3.53E-09
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Table A-10. (continued). NRF-MOD-10H best-estimate inventory summary (1982-1983).

1982 1983 Totals

Am-241 5.16E-05 7.74E-05 3.47E-01
C-14 — — —

C1-36 — — —

Co-60 1.48E+01 221E+01 9.92E+04
Cs-137 5.90E-03 8.85E-03 3.97E+01
H-3 — — —

1-129 5.90E-07 8.85E-07 3.97E-03
Nb-94 2.95E-03 4.43E-03 1.98E+01
Ni-59 443E-02 6.64E-02 2.98E+02
Ni-63 2.35E+00 3.53E+00 1.58E+04
Np-237 443E-10 6.64E-10 2.98E-06
Pu-238 3.68E-05 5.52E-05 248E-01
Pu-239 5.90E-06 8.85E-06 3.97E-02
Pu-240 3.68E-06 5.52E-06 2.48E-02
Pu-241 1.48E-03 221E-03 9.92E+00
Sr-90 5.90E-03 8.85E-03 3.97E+01
Tc-99 1.48E-04 221E-04 9.92E-01
U-233 3.99E-08 5.98E-08 2.68E-04
U-234 443E-08 6.64E-08 2.98E-04
U-235 3.10E-12 4.65E-12 2.08E-08
U-236 1.62E-10 2.43E-10 1.09E-06
U-238 7.23E-10 1.08E-09 4.86E-06
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Table A-11. NRF-MOD-1H upper-bound estimate inventory summary (1962-1968).

1962 1965 1967 1968 Totals

Am-241 2.80E-01 1.24E-01 2.09E-01 1.56E+01 1.62E+01
C-14 7.36E-04 2.17E-04 3.66E-04 2.73E-02 2.86E-02
Cl-36 — — — — —

Co-60 — — — — —

Cs-137 2.75E+02 1.22E+02 2.05E+02 1.53E+04 1.59E+04
H-3 1.20E+00 5.30E-01 8.93E-01 6.67E+01 6.93E+01
I-129 1.01E-04 4.47E-05 7.54E-05 5.63E-03 5.85E-03
Nb-94 3.56E-07 1.57E-07 2.65E-07 1.98E-05 2.06E-05
Ni-59 — — — — —

Ni-63 — — — — —

Np-237 6.90E-05 3.05E-05 5.14E-05 3.84E-03 3.99E-03
Pu-238 3.06E-01 1.35E-01 2.28E-01 1.70E+01 1.77E+01
Pu-239 1.15E+00 5.08E-01 8.57E-01 6.40E+01 6.65E+01
Pu-240 1.00E+00 4.43E-01 7.46E-01 5.57E+01 5.79E+01
Pu-241 7.86E+01 3.48E+01 5.86E+01 4.38E+03 4.55E+03
Sr-90 1.62E+02 7.15E+01 1.21E+02 9.01E+03 9.36E+03
Tc-99 3.87E-02 1.71E-02 2.89E-02 2.16E+00 2.24E+00
U-233 2.49E-08 1.10E-08 1.85E-08 1.39E-06 1.44E-06
U-234 1.00E-03 4.43E-04 7.47E-04 5.58E-02 5.80E-02
U-235 1.63E-05 7.21E-06 1.21E-05 9.07E-04 9.43E-04
U-236 1.73E-04 7.64E-05 1.29E-04 9.62E-03 1.00E-02
U-238 1.18E-03 5.23E-04 8.81E-04 6.58E-02 6.84E-02
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Table A-12. NRF-MOD-2H upper-bound estimate inventory summary (1960-1964).

1960 1961 1962 1964 Totals

Am-241 8.03E-02 9.69E-02 2.27E-01 2.24E-02 4.27E-01
C-14 2.11E-04 2.54E-04 5.97E-04 5.86E-05 1.12E-03
Cl-36 — — — — —

Co-60 — — — — —

Cs-137 7.90E+01 9.53E+01 2.24E+02 2.20E+01 4.20E+02
H-3 3.44E-01 4.15E-01 9.75E-01 9.58E-02 1.83E+00
I-129 2.91E-05 3.52E-05 8.26E-05 8.12E-06 1.55E-04
Nb-94 1.02E-07 1.23E-07 2.89E-07 2.84E-08 5.43E-07
Ni-59 — — — — —

Ni-63 — — — — —

Np-237 1.97E-05 2.38E-05 5.59E-05 5.50E-06 1.05E-04
Pu-238 8.78E-02 1.06E-01 2.49E-01 2.45E-02 4.67E-01
Pu-239 3.29E-01 3.97E-01 9.32E-01 9.16E-02 1.75E+00
Pu-240 2.88E-01 3.47E-01 8.15E-01 8.01E-02 1.53E+00
Pu-241 2.26E+01 2.72E+01 6.39E+01 6.28E+00 1.20E+02
Sr-90 4.66E+01 5.63E+01 1.32E+02 1.30E+01 2.48E+02
Tc-99 1.11E-02 1.34E-02 3.14E-02 3.09E-03 5.90E-02
U-233 7.14E-09 8.62E-09 2.02E-08 1.99E-09 3.80E-08
U-234 2.88E-04 3.47E-04 8.15E-04 8.01E-05 1.53E-03
U-235 4.68E-06 5.65E-06 1.33E-05 1.30E-06 2.49E-05
U-236 4.98E-05 6.01E-05 1.41E-04 1.39E-05 2.65E-04
U-238 3.40E-04 4.11E-04 9.64E-04 9.48E-05 1.81E-03
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Table A-13. NRF-MOD-3H upper-bound estimate inventory summary (1965-1971).

1965 1966 1967 1968 1969 1970 1971 Totals

Am-241 6.48E-05 3.70E-05 3.52E-03 1.44E-04 4.21E-04 9.63E-05 8.49E-08 4.28E-03
C-14 6.43E-09 3.68E-09 3.49E-07 1.43E-08 4.18E-08 9.56E-09 8.43E-12 4.25E-07
Cl-36 — — — — — — — —

Co-60 — — — — — — — —

Cs-137 5.64E+00 3.23E+00 3.06E+02 1.26E+01 3.67E+01 8.39E+00 7.40E-03 3.73E+02
H-3 2.22E-02 127E-02  121E+00  4.96E-02 1.45E-01 331E-02  292E-05  1.47E+00
1-129 1.35E-06 7.69E-07  7.30E-05 3.00E-06 8.75E-06  2.00E-06 1.76E-09 8.89E-05
Nb-94 2.35E-09 1.34E-09 127E-07  5.23E-09 1.53E-08  3.49E-09  3.08E-12 1.55E-07
Ni-59 — — — — — — — —

Ni-63 — — — — — — — —

Np-237 2.65E-05 1.51E-05 1.44E-03 5.90E-05 1.72E-04 3.94E-05 3.47E-08 1.75E-03
Pu-238 1.02E-01 5.84E-02 5.55E+00 2.28E-01 6.64E-01 1.52E-01 1.34E-04 6.75E+00
Pu-239 2.10E-04 1.20E-04 1.14E-02 4.69E-04 1.37E-03 3.13E-04 2.76E-07 1.39E-02
Pu-240 6.07E-05 3.47E-05 3.29E-03 1.35E-04 3.95E-04 9.02E-05 7.96E-08 4.01E-03
Pu-241 3.10E-02 1.77E-02 1.68E+00 6.91E-02 2.02E-01 4.61E-02 4.07E-05 2.05E+00
Sr-90 5.61E+00 3.21E+00 3.05E+02 1.25E+01 3.65E+01 8.35E+00 7.36E-03 3.71E+02
Tc-99 7.76E-04 4.44E-04 4.21E-02 1.73E-03 5.05E-03 1.15E-03 1.02E-06 5.13E-02
U-233 7.75E-09 4.43E-09 4.21E-07 1.73E-08 5.04E-08 1.15E-08 1.02E-11 5.12E-07
U-234 1.27E-04 7.27E-05 6.91E-03 2.84E-04 8.28E-04 1.89E-04 1.67E-07 8.41E-03
U-235 1.56E-06 8.91E-07 8.46E-05 3.47E-06 1.01E-05 2.32E-06 2.04E-09 1.03E-04
U-236 1.59E-05 9.08E-06 8.63E-04 3.54E-05 1.03E-04 2.36E-05 2.08E-08 1.05E-03
U-238 6.81E-09 3.89E-09 3.70E-07 1.52E-08 4.43E-08 1.01E-08 8.93E-12 4.50E-07

44



Table A-14. NRF-MOD-4H upper-bound estimate inventory summary (1960-1973).

1960 1967 1969 1970 1973 Totals

Am-241 6.22E-06 2.71E-03 1.05E-06 2.43E-05 1.17E-06 2.74E-03
C-14 6.17E-10 2.69E-07 1.04E-10 2.41E-09 1.16E-10 2.72E-07
Cl-36 — — — — — —

Co-60 — — — — — —

Cs-137 5.42E-01 2.36E+02 9.15E-02 2.12E+00 1.02E-01 2.39E+02
H-3 2.14E-03 9.30E-01 3.60E-04 8.34E-03 4.01E-04 9.41E-01
I-129 1.29E-07 5.62E-05 2.18E-08 5.04E-07 2.43E-08 5.69E-05
Nb-94 2.25E-10 9.78E-08 3.79E-11 8.77E-10 4.22E-11 9.90E-08
Ni-59 — — — — — —

Ni-63 — — — — — —

Np-237 2.54E-06 1.11E-03 4.29E-07 9.92E-06 4.78E-07 1.12E-03
Pu-238 9.80E-03 4.27E+00 1.65E-03 3.83E-02 1.84E-03 4.32E+00
Pu-239 2.03E-05 8.82E-03 3.42E-06 7.91E-05 3.81E-06 8.93E-03
Pu-240 5.81E-06 2.53E-03 9.80E-07 2.27E-05 1.09E-06 2.56E-03
Pu-241 2.97E-03 1.29E+00 5.01E-04 1.16E-02 5.59E-04 1.31E+00
Sr-90 5.40E-01 2.35E+02 9.11E-02 2.11E+00 1.02E-01 2.38E+02
Tc-99 7.47E-05 3.25E-02 1.26E-05 2.91E-04 1.40E-05 3.29E-02
U-233 7.44E-10 3.24E-07 1.26E-10 2.91E-09 1.40E-10 3.28E-07
U-234 1.22E-05 5.33E-03 2.06E-06 4.77E-05 2.30E-06 5.39E-03
U-235 1.50E-07 6.52E-05 2.53E-08 5.85E-07 2.81E-08 6.60E-05
U-236 1.53E-06 6.66E-04 2.58E-07 5.97E-06 2.87E-07 6.74E-04
U-238 6.54E-10 2.85E-07 1.10E-10 2.55E-09 1.23E-10 2.88E-07
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Table A-15. NRF-MOD-5H upper-bound estimate inventory summary (1963-1970).

1963 1967 1970 Totals

Am-241 — 3.76E-01 — 3.76E-01
C-14 — 9.90E-04 — 9.90E-04
Cl-36 — — — —
Co-60 — — — —
Cs-137 — 3.69E+02 — 3.69E+02
H-3 — 1.61E+00 — 1.61E+00
I-129 — 1.36E-04 — 1.36E-04
Nb-94 — 4.79E-07 — 4.79E-07
Ni-59 — — — —
Ni-63 — — — —
Np-237 — 9.27E-05 — 9.27E-05
Pu-238 — 4.13E-01 — 4.13E-01
Pu-239 — 1.54E+00 — 1.54E+00
Pu-240 — 1.35E+00 — 1.35E+00
Pu-241 — 1.06E+02 — 1.06E+02
Sr-90 — 2.18E+02 — 2.18E+02
Tc-99 — 5.19E-02 — 5.19E-02
U-233 — 3.35E-08 — 3.35E-08
U-234 6.05E-03 1.35E-03 5.45E-03 1.29E-02
U-235 2.77E-04 2.20E-05 2.50E-04 5.49E-04
U-236 — 2.33E-04 — 2.33E-04
U-238 5.94E-03 1.59E-03 5.36E-03 1.29E-02
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Table A-16. NRF-MOD-6H upper-bound estimate inventory summary (1954-1964).

1954 1955 1956 1957 1958 1959 1960 1961 1963 1964
Am-241 241E-07 236E-04 2.66B-05 5.69E-03 1.89E-05 627E-04 1.13E-06 1.81E-06 103E-04 8.24E-04
C-14 8.44E-05  825E-02  9.32E-03 1.99E+00 6.61E-03  2.19B-01 3.97E-04 634E-04 3.62B-02  2.89E-01
Cl1-36 349E-07 341E-04 3.85B-05 822E-03 2.73E-05 9.07E-04 1.64E-06 2.62E-06 1.50E-04  1.19E-03
Co-60  1.03E+00 1.0IE+03 1.14E+02 2.44E+04 8.09E+01 2.69E+03 4.86E+00 7.77E+00 4.43E+02  3.53E+03
Cs-137  155E-05 152E-02  1.71E-03  3.65E-01  121E-03 4.03E-02 7.28E-05 1.16E-04 6.65E-03  5.30E-02
H-3 232E-04 227E-01 2.57B-02 5A4SE+00 1.82E-02  6.04E-01  1.09B-03  1.75E-03 9.97E-02  7.95EB-01
1-129 835E-11  8.16E-08 9.23E-09 197E-06 6.54B-09 2.17E-07 3.93E-10 6.28B-10  3.58E-08  2.86E-07
Nb-94  1.12E-05  1.09E-02  124E-03 2.64E-01 8.76E-04 291E-02 526E-05 841E-05 4.80E-03  3.83E-02
Ni-59 2.50E-03 244E+00  2.76B-01  5.89E+01  1.96E-01  649E+00  1.17E-02  1.88E-02 1.07E+00  8.54E+00
Ni-63 293E-01 286E+02 3.23E+01  6.90E+03 2.29E+01  7.61E+02  1.38E+00 220E+00 1.26E+02  1.00E+03
Np-237 — — — — — — — — — —
Pu-238  1.55B-07 152E-04 1.71B-05 3.65E-03 121E-05 4.03E-04 7.28E-07 1.16E-06 6.65E-05  5.30E-04
Pu-239  3.62E-07 3.54E-04 3.99E-05 8.53E-03  2.83E-05 940E-04 1.70B-06 2.72E-06 1.55E-04  1.24EB-03
Pu-240  224E-07 2.19E-04 247E-05 528E-03  1.75E-05 5.82E-04 1.05E-06 1.68E-06 9.60E-05  7.66E-04
Pu-241  1.89E-05 185E-02 2.09B-03 447E-01  148E-03 492E-02 8.90E-05 142E-04 8.12E-03  6.48E-02
Sr-90 826E-06  8.08E-03 9.13E-04 195E-01 647B-04 2.15E-02 3.88E-05 6.21B-05 3.54E-03  2.83E-02
Te-99 448E-08  438E-05 495E-06 1.06E-03 3.51E-06 1.16E-04 2.10E-07 337E-07 192E-05 1.53E-04
U-233 — — — — — — — — — —
U-234  241E-10 236B-07 2.66E-08 5.69E-06 1.89E-08 627E-07 1.13E-09 181E-09 1.03E-07 8.24E-07
U-235  6.89E-12  6.73E-09 7.61E-10  1.62E-07 539E-10  1.79E-08  3.24E-11  5.18E-11  2.95E-09  2.36E-08
U-236  224E-11  2.19E-08  247E-09  528E-07 1.75B-09 5.82E-08  1.05E-10  1.68E-10 9.60E-09  7.66E-08
U-238  2.58E-10  2.53E-07  2.85E-08  6.09E-06 2.02E-08 6.72E-07 121E-09 194E-09 1.11E-07  8.83E-07
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Table A-16. (continued). NRF-MOD-6H upper-bound estimate inventory summary (1965-1974).

1965 1966 1967 1968 1969 1970 1971 1972 1973 1974
Am-241  223E-02  S5.62E-02 548E-02 1.02E-02  5.66B-02  6.58E-03 S.86E-04 8.16B-04 635E-04  3.69E-04
C-14 780E+00  1.97E+01  1.92E+01 3.58E+00  1.98E+01  2.30E+00 2.05E-01  2.85E-01  2.22E-01  1.29E-01
Cl1-36 323E-02  S8.I3E-02 7.93E-02 148E-02 8.18E-02 9.51E-03 847E-04 1.18E-03 9.I8E-04  5.34E-04
Co-60  9.56E+04 241E+05 235E+05 439E+04  242E+05 2.82E+04 2.51E+03  3.50E+03 2.72E+03  1.58E+03
Cs-137  143E+00 3.61E+00 3.52E+00 6.58E-01  3.64E+00 4.23E-01  3.76E-02  524E-02  4.08E-02  2.37E-02
H-3 2.15E+01  542E+01 5.29B+01 9.88E+00  5.45E+01  G34E+00  5.65E-01  7.86B-01  G.I2E-01  3.56B-01
1-129 772E-06  1.95E-05 190E-05 3.55E-06 1.96E-05 228E-06 2.03E-07 2.83E-07 220E-07  1.28E-07
Nb-94  1.04E+00 2.61E+00 2.54E+00 4.76E-01  2.63E+00  3.05E-01  2.72E-02  3.79E-02  2.95E-02  1.71E-02
Ni-39  231E+02  5.82E+02 5.68E+02 1.06E+02  5.86E+02  68IE+01  6.06E+00 845E+00 6.57E+00  3.83E+00
Ni-63 2.71E+04  6.83E+04  6.66E+04 124E+04  6.87E+04  7.98E+03  7.11E+02  9.90E+02  7.70E+02  4.48E+02
Np-237 — — — — — — — — — —

Pu-238  143E-02 3.61E-02 3.52E-02 G658E-03  3.64B-02  423E-03 3.76E-04 524B-04 4.08E-04 2.37E-04
Pu-239  3.34E-02 843E-02 822E-02 1.54E-02 848B-02  9.86E-03 8.78E-04 122B-03 9.52E-04  5.54E-04
Pu-240  2.07E-02  522E-02 5.09E-02 951E-03  525B-02 6.11E-03 5.44E-04 7.57E-04 5.89E-04  3.43E-04
Pu-241  1.75E+00 4.42E+00 4.31E+00 8.05E-01  4.44B+00  5.17E-01  4.60E-02  6.41E-02 4.99E-02  2.90E-02
Sr-90 7.64E-01  1.93E+00 1.88E+00 3.51E-01  1.94E+00 225E-01 2.01E-02  2.80E-02 2.18E-02  1.27E-02
Te-99 4.14E-03  1.04E-02  1.02B-02 190E-03  1.05E-02  122E-03 1.09E-04 151E-04 1.I8E-04  6.86E-05
U-233 — — — — — — — — — —

U-234  223E05 5.62E-05 548E-05 1.02E-05 5.66E-05 6.58B-06 5.86E-07 8.16E-07 635E-07  3.69E-07
U-235  637E-07 1.61E-06 1.57E-06 293E-07 1.62E-06 188E-07 1.67E-08 2.33E-08 18IE-08  1.06E-08
U-236  207E-06 522E-06 S5.09E-06 9.51E-07 525E-06 6.11E-07 5.44E-08 7.57E-08  5.89E-08  3.43E-08
U-238  239E-05 6.02E-05 S5.87E-05 1.10E-05 6.06E-05 7.04B-06 G627E-07 8.74E-07 6.80E-07  3.96E-07
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Table A-16. (continued). NRF-MOD-6H upper-bound estimate inventory summary (1975-1983).

1975 1976 1977 1978 1979 1980 1981 1982 1983 Totals

Am-241  374E-04 1.77E-04  4.18B-04 8.79E-05 2.95E-04 8.77E-05 4.04B-05 1.62E-05 134E-05 2.18E-01
C-14 131E-01  6.18E-02  146E-01  3.088-02  1.03E-01  3.07E-02 141E-02 5.68E-03  4.70E-03  7.63E+01
Cl1-36 SAIE-04 256E-04  6.04E-04 127E-04 426E-04 127B-04 5.84E-05 235E-05 1.94B-05  3.16E-01
Co-60  1.60E+03  7.57E+02 1.79E+03 3.77E+02 126E+03 3.76B+02 1.73E+02 6.95E+01  5.75B+01  9.35E+05
Cs-137  240E-02  1.14E-02  2.69E-02  5.65E-03  190E-02  5.64E-03  2.60E-03  1.04E-03  8.63E-04  1.40E+01
H-3 3.60E-01  1.70E-01  4.03B-01 847E-02 2.84E-01  846E-02 3.90E-02 1.56E-02 129E-02  2.10E+02
1-129 1.29E-07 6.12E-08  145E-07 3.04B-08  1.02E-07 3.04E-08  140B-08 5.62E-09 4.65E-09  7.56B-05
Nb-94  1.74E-02  820E-03  194E-02 4.08E-03  1.37E-02 4.07E-03 188E-03  7.53E-04 623E-04 1.01E+01
Ni-59 3.87E+00 1.83E+00 4.33B+00 9.10E-01  3.05E+00  9.09E-01  4.18E-01  1.68E-01  1.39E-01  2.26E+03
Ni-63 4.54E+02  2.15E+02  5.07E+02  1.07E+02 3.58E+02 1.07E+02 4.91E+01 1.97E+01 1.63E+01  2.65E+05
Np-237 — — — — — — — — — —

Pu-238  240E-04 1.14E-04 2.69B-04 5.65E-05 1.90E-04 5.64E-05 2.60B-05 1.04E-05 8.63E-06  1.40B-01
Pu-239  5.61E-04 265E-04 627B-04 1.32E-04 442E-04 132E-04 6.06B-05 243E-05 20lE-05 3.27B-01
Pu-240  347E-04 1.64E-04 3.88E-04 S8.16E-05 2.74E-04 8.15E-05 3.75E-05 151E-05 125E-05 2.03E-01
Pu-241  294E-02 139E-02 3.28B-02 691E-03 232E-02 689E-03 3.17B-03 127E-03 1.05E-03  1.71E+01
Sr-90 1.28E-02  6.06E-03  143E-02 3.01E-03 1.01E-02 3.01E-03 139B-03 5.56E-04 4.60E-04 7.48E+00
Te-99 6.94E-05  328E-05 7.76B-05  1.63E-05 548E-05 163E-05 7.50E-06 3.01E-06 249E-06  4.05E-02
U-233 — — — — — — — — — —

U-234  374E-07 1.77B-07 4.18E-07 8.79E-08 295E-07 8.77E-08 4.04E-08 1.62E-08 1.34E-08  2.18E-04
U-235 1.07E-08  5.05E-09  1.19E-08 2.51E-09 842E-09 251E-09 1.ISE-09 4.64E-10  3.84E-10  6.23E-06
U-236  347E-08 164E-08 3.88E-08 8.1GE-09 2.74E-08  8.15B-09 3.75E-09 151E-09 1.25B-09  2.03E-05
U-238  4.00E-07 1.89E-07 448E-07 9.42E-08 3.16E-07 9.40E-08 4.33E-08 174E-08 144E-08  2.34E-04
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Table A-17. NRF-MOD-7H upper-bound estimate inventory summary (1955-1964).

1955 1956 1957 1958 1959 1960 1961 1962 1963 1964

Am-241  3.96E-11 1.38E-05  4.16E-06 1.58E-06  2.77E-05 2.10E-05 1.66E-04 1.89E-04  4.83E-04 1.26E-04
C-14 7.28E-08 2.54E-02 7.65E-03 2.91E-03 5.09E-02 3.87E-02 3.06E-01 3.48E-01 8.89E-01 2.31E-01
Cl-36 1.09E-10 3.82E-05 1.15E-05 4.38E-06 7.66E-05 5.82E-05 4.60E-04 5.23E-04 1.34E-03 3.48E-04
Co-60 — — — — — — — — — —

Cs-137 9.96E-09 3.48E-03 1.05E-03 3.98E-04  6.97E-03 5.29E-03 4.18E-02 4.76E-02 1.22E-01 3.17E-02
H-3 1.49E-07 5.20E-02 1.57E-02 5.96E-03 1.04E-01 7.92E-02 6.26E-01 7.11E-01 1.82E+00  4.73E-01
1-129 3.84E-15 1.34E-09  4.03E-10 1.53E-10 2.68E-09  2.04E-09 1.61E-08 1.83E-08  4.69E-08 1.22E-08
Nb-94 6.09E-11 2.12E-05 6.40E-06  2.43E-06  4.26E-05 3.23E-05 2.56E-04 291E-04  7.43E-04 1.93E-04
Ni-59 8.72E-10 3.04E-04  9.17E-05 3.49E-05 6.10E-04  4.63E-04  3.66E-03 4.16E-03 1.06E-02 2.77E-03
Ni-63 1.10E-07 3.86E-02 1.16E-02  4.42E-03 7.72E-02 5.87E-02  4.64E-01 5.27E-01 1.35E+00  3.51E-01
Np-237 2.57E-14 8.99E-09  2.71E-09 1.03E-09 1.80E-08 1.37E-08 1.08E-07 1.23E-07 3.14E-07 8.18E-08
Pu-238 5.26E-11 1.84E-05 5.53E-06  2.10E-06 3.68E-05 2.79E-05 2.21E-04 2.51E-04  6.42E-04 1.67E-04
Pu-239 3.00E-10 1.05E-04  3.15E-05 1.20E-05 2.10E-04 1.59E-04 1.26E-03 1.43E-03 3.66E-03 9.53E-04
Pu-240 1.05E-10 3.65E-05 1.10E-05 4.18E-06 7.31E-05 5.56E-05  4.39E-04  4.99E-04 1.28E-03 3.32E-04
Pu-241 6.94E-09 2.42E-03 7.30E-04  2.78E-04  4.86E-03 3.69E-03 2.92E-02 3.31E-02 8.48E-02 2.21E-02
Sr-90 6.04E-09 2.11E-03 6.35E-04  2.41E-04  4.22E-03 3.21E-03 2.54E-02 2.88E-02 7.37E-02 1.92E-02
Tc-99 2.00E-12 6.99E-07  2.11E-07 8.01E-08 1.40E-06 1.06E-06 8.41E-06 9.56E-06  2.45E-05 6.36E-06
U-233 1.95E-12 6.82E-07  2.05E-07 7.81E-08 1.37E-06 1.04E-06 8.20E-06 9.32E-06  2.38E-05 6.21E-06
U-234 1.75E-13 6.10E-08 1.84E-08 6.98E-09 1.22E-07  9.28E-08 7.33E-07 8.33E-07  2.13E-06 5.55E-07
U-235 4.44E-15 1.55E-09  4.67E-10 1.78E-10 3.10E-09  2.36E-09 1.86E-08 2.12E-08 5.42E-08 1.41E-08
U-236 1.35E-14  4.72E-09 1.42E-09 5.40E-10 945E-09  7.18E-09  5.68E-08 6.45E-08 1.65E-07 4.29E-08
U-238 1.57E-13 5.48E-08 1.65E-08 6.27E-09 1.10E-07 8.33E-08 6.59E-07 7.49E-07 1.92E-06 4.98E-07
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Table A-17. (continued). NRF-MOD-7H upper-bound estimate inventory summary (1965-1975).

1965 1966 1967 1970 1971 1973 1974 1975 Totals

Am-241 1.09E-03 5.39E-04 1.31E-05 3.93E-04 9.34E-04 2.65E-06 2.67E-06 4.01E-07 4.01E-03

C-14 2.01E+00 9.93E-01 2.42E-02 7.24E-01 1.72E+00 4.88E-03 4.92E-03 7.38E-04 7.38E+00
Cl-36 3.03E-03 1.49E-03 3.63E-05 1.09E-03 2.58E-03 7.34E-06 7.40E-06 1.11E-06 1.11E-02
Co-60 — — — — — — — — —

Cs-137 2.75E-01 1.36E-01 3.31E-03 9.90E-02 2.35E-01 6.67E-04 6.73E-04 1.01E-04 1.01E+00
H-3 4.12E+00 2.03E+00 4.94E-02 1.48E+00 3.52E+00 9.98E-03 1.01E-02 1.51E-03 1.51E+01
1-129 1.06E-07 5.23E-08 1.27E-09 3.81E-08 9.06E-08 2.57E-10 2.59E-10 3.89E-11 3.89E-07
Nb-94 1.68E-03 8.30E-04 2.02E-05 6.05E-04 1.44E-03 4.08E-06 4.11E-06 6.17E-07 6.17E-03
Ni-59 2.41E-02 1.19E-02 2.89E-04 8.67E-03 2.06E-02 5.84E-05 5.89E-05 8.84E-06 8.84E-02
Ni-63 3.05E+00 1.51E+00 3.67E-02 1.10E+00 2.61E+00 7.40E-03 7.46E-03 1.12E-03 1.12E+01
Np-237 7.11E-07 3.51E-07 8.54E-09 2.56E-07 6.08E-07 1.72E-09 1.74E-09 2.61E-10 2.61E-06
Pu-238 1.45E-03 7.17E-04 1.74E-05 5.23E-04 1.24E-03 3.52E-06 3.55E-06 5.33E-07 5.33E-03
Pu-239 8.29E-03 4.09E-03 9.95E-05 2.98E-03 7.08E-03 2.01E-05 2.03E-05 3.04E-06 3.04E-02
Pu-240 2.89E-03 1.43E-03 3.47E-05 1.04E-03 2.47E-03 7.00E-06 7.06E-06 1.06E-06 1.06E-02
Pu-241 1.92E-01 9.47E-02 2.30E-03 6.90E-02 1.64E-01 4.65E-04 4.69E-04 7.04E-05 7.04E-01
Sr-90 1.67E-01 8.23E-02 2.00E-03 6.00E-02 1.42E-01 4.04E-04 4.08E-04 6.12E-05 6.12E-01
Tc-99 5.53E-05 2.73E-05 6.64E-07 1.99E-05 4.73E-05 1.34E-07 1.35E-07 2.03E-08 2.03E-04
U-233 5.40E-05 2.66E-05 6.48E-07 1.94E-05 4.61E-05 1.31E-07 1.32E-07 1.98E-08 1.98E-04
U-234 4.82E-06 2.38E-06 5.79E-08 1.74E-06 4.12E-06 1.17E-08 1.18E-08 1.77E-09 1.77E-05
U-235 1.23E-07 6.05E-08 1.47E-09 4.41E-08 1.05E-07 2.97E-10 3.00E-10 4.50E-11 4.50E-07
U-236 3.73E-07 1.84E-07 4.48E-09 1.34E-07 3.19E-07 9.05E-10 9.13E-10 1.37E-10 1.37E-06
U-238 4.33E-06 2.14E-06 5.20E-08 1.56E-06 3.70E-06 1.05E-08 1.06E-08 1.59E-09 1.59E-05
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Table A-18. NRF-MOD-8H upper-bound estimate inventory summary (1956-1965).

1956 1957 1958 1959 1960 1961 1962 1963 1964 1965
Am-241  3.07E-09  143E-05 236E-06 7.60E-07 222E-07 193E-04 3.33E-03 S58IE-06 2.33B-06 2.81E-09
C-14 7.00E-06  326E-02 538E-03  1.73E-03  5.06E-04 4.39E-01 7.59E+00 133E-02 5.31E-03  6.42E-06
Cl-36 — — — — — — — — — —
Co-60  8.73E-04 4.07E+00 6.70B-01  2.16E-01  631E-02 548E+01 9.4G6E+02 1.65E+00  6.62E-01  8.00E-04
Cs-137  350E-07 1.63E-03  2.69E-04  8.67E-05 253E-05 220E-02 3.79E-01  G6.63E-04 2.65E-04  3.21E-07
H-3 — — — — — — — — — —
1-129 351E-11  1.63E-07 2.69E-08  8.69E-09  2.54E-09 220E-06 3.80E-05 6.65E-08 2.66E-08  3.22B-11
Nb-94  1.75E-07  8.17E-04  135E-04 435E-05 127E-05 1.10E-02 190E-01  3.32E-04 133E-04 1.61E-07
Ni-59 2.63E-06 122E-02 2.02B-03 6.51E-04 1.90E-04 165E-01 2.85E+00 4.98E-03  1.99B-03  2.41E-06
Ni-63 2.63E-04 122E+00 2.02B-01  6.51E-02  1.90E-02 1.65E+01 2.85E+02 4.98E-01  1.99B-01  2.41E-04
Np-237  2.63E-14  122E-10  2.02E-11  651E-12  190E-12  1.65E-09 2.85E-08  4.98E-11  1.99E-11  241E-14
Pu-238  2.19E-09  1.02E-05 168E-06 5.42E-07 1.58E-07 137E-04 237E-03  4.14E-06 1.66B-06  2.00E-09
Pu-239  3.51E-10  1.63E-06 2.69E-07  8.69E-08  2.54E-08  220E-05 3.80E-04 6.65E-07 2.66E-07  3.22E-10
Pu-240  2.19E-10  1.02E-06 1.68E-07 542E-08  1.58E-08 137E-05 2.37E-04 4.14E-07 1.66E-07  2.00E-10
Pu-241  873E-08 4.07E-04 670E-05 2.16E-05 631E-06 548E-03 9.46E-02  1.65E-04 6.62B-05  8.00E-08
Sr-90 3.50E-07  1.63E-03  2.69E-04  8.67E-05 2.53E-05 220B-02 3.79E-01  G6.63E-04  2.65B-04  3.21E-07
Te-99 8.73E-09 4.07E-05 670E-06 2.16E-06 631E-07 548E-04 946E-03 1.65E-05 6.62E-06  8.00E-09
U-233  237E-12  1.10E-08 1.82B-09 5.87E-10  1.71E-10  149E-07 2.57E-06 4.48E-09 1.80B-09  2.17E-12
U-234  2.63E-12  122E-08 2.02B-09 6.51E-10 1.90E-10 1.65B-07 2.85E-06 4.98E-09 1.99B-09 2.41E-12
U-235 1.84E-16  8.58E-13  141E-13  456E-14  1.33E-14  1.IGE-11  2.00E-10  3.49E-13  140E-13  1.69E-16
U-236  9.68E-15  451E-11  743B-12  240E-12 699E-13  6.07B-10  1.05E-08  1.83E-11  7.34E-12  8.87E-15
U-238  430E-14 2.00E-10 3.30B-11  1.06E-11  3.10E-12  2.70E-09  4.66E-08  8.13E-11  3.26E-11  3.94E-14
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Table A-18. (continued). NRF-MOD-8H upper-bound estimate inventory summary (1966-1971).

1966 1967 1968 1969 1970 1971 Totals

Am-241 3.82E-06 9.02E-08 1.03E-06 7.17E-07 3.10E-10 241E-07 3.55E-03
C-14 8.71E-03 2.06E-04 2.34E-03 1.64E-03 7.07E-07 5.50E-04 8.10E+00
Cl-36 — — — — — — —

Co-60 1.09E+00 2.57E-02 2.92E-01 2.04E-01 8.81E-05 6.86E-02 1.01E+03
Cs-137 4.35E-04 1.03E-05 1.17E-04 8.18E-05 3.53E-08 2.75E-05 4.05E-01
H-3 — — — — — — —

1-129 437E-08 1.03E-09 1.17E-08 8.20E-09 3.54E-12 2.76E-09 4.06E-05
Nb-94 2.18E-04 5.16E-06 5.87E-05 4.10E-05 1.77E-08 1.38E-05 2.03E-01
Ni-59 3.27E-03 7.72E-05 8.78E-04 6.14E-04 2.65E-07 2.07E-04 3.04E+00
Ni-63 3.27E-01 7.72E-03 8.78E-02 6.14E-02 2.65E-05 2.07E-02 3.04B+02
Np-237 327E-11 7.72E-13 8.78E-12 6.14E-12 2.65E-15 2.07E-12 3.04E-08
Pu-238 2.72E-06 6.43E-08 731E-07 5.11E-07 221E-10 1.72E-07 2.53E-03
Pu-239 437E-07 1.03E-08 1.17E-07 8.20E-08 3.54E-11 2.76E-08 4.06E-04
Pu-240 2.72E-07 6.43E-09 7.31E-08 5.11E-08 221E-11 1.72E-08 2.53E-04
Pu-241 1.09E-04 2.57E-06 2.92E-05 2.04E-05 8.81E-09 6.86E-06 1.01E-01
Sr-90 4.35E-04 1.03E-05 1.17E-04 8.18E-05 3.53E-08 2.75E-05 4.05E-01
Te-99 1.09E-05 2.57E-07 2.92E-06 2.04E-06 8.81E-10 6.86E-07 1.01E-02
U-233 2.95E-09 6.96E-11 7.92E-10 5.53E-10 2.39E-13 1.86E-10 2.74E-06
U-234 3.27E-09 7.72E-11 8.78E-10 6.14E-10 2.65E-13 2.07E-10 3.04E-06
U-235 2.29E-13 5.41E-15 6.15E-14 4.30E-14 1.86E-17 1.45E-14 2.13E-10
U-236 1.20E-11 2.85E-13 3.24E-12 2.26E-12 9.77E-16 7.61E-13 1.12E-08
U-238 5.34E-11 1.26E-12 1.44E-11 1.00E-11 434E-15 3.38E-12 4.97E-08
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Table A-19. NRF-MOD-9H upper-bound estimate inventory summary (1954-1965).

1954 1955 1957 1958 1959 1960 1961 1963 1964 1965
Am-241  1.57E-03  241E-03 201E-03 7.25E-04 437E-04 8.5B-05 S8.07E-04 3.11E-04 227E-05 6.48E-03
C-14 2.89E+00 4.42E+00 3.69E+00 133E+00  8.03E-01  1.50E-01 148E+00  5.71E-01  4.18E-02  1.19E+01
Cl-36 — — — — — — — — — —

Co-60  446E+02  6.83E+02  5.70E+02 2.06E+02  124E+02 2.31E+01 229E+02  8.82E+01  6.45E+00  1.84E+03
Cs-137  1.79E-01  2.74E-01  229E-01  827E-02 498E-02 9.28E-03 920E-02  3.54E-02  2.59E-03  7.39E-01
H-3 — — — — — — — — — —

1-129 1.79E-05  2.74E-05  2.29B-05 827E-06 4.98B-06 9.28E-07 9.20E-06 3.54E-06  2.59E-07  7.39E-05
Nb-94  896E-02  1.37E-01  1.15E-01  4.13E-02  249B-02 4.64E-03  4.60E-02  1.77E-02  1.29E-03  3.70E-01
Ni-59 1.34E+00  2.06E+00 1.72E+00  620E-01  3.73B-01  6.96E-02  6.90E-01  2.66E-01  1.94E-02  5.54E+00
Ni-63 1.34E+02  2.06E+02 1.72B+02 G620E+01 3.73B+01 G6.96E+00  6.90E+01  2.66E+01  1.94E+00  5.54E+02
Np-237  1.34E-08  2.06E-08  1.72E-08  G20E-09 3.73E-09  6.96E-10  6.90E-09  2.66E-09  1.94E-10  5.54E-08
Pu-238  1.12E-03  1.72E-03 144E-03 5.19E-04 3.12E-04 583E-05 5.77E-04 222E-04  1.62E-05 4.64E-03
Pu-239  1.79E-04 2.74E-04 229E-04 827E-05 4.98E-05 9.28E-06 9.20E-05  3.54B-05 2.59E-06  7.39E-04
Pu-240  1.12E-04 1.72E-04 144E-04 5.9E-05 3.12E-05 5.83E-06 5.77E-05  222E-05 1.62E-06  4.64E-04
Pu-241  448E-02  6.86E-02 5.73E-02 207E-02 124E-02 2.32B-03 230E-02 8.86E-03 G47E-04  1.85E-01
Sr-90 1.79E-01  2.74E-01  2.29B-01  827E-02  4.98B-02 9.28E-03  9.20E-02  3.54E-02  2.59E-03  7.39E-01
Te-99 449E-03  6.87E-03  574E-03 207E-03 125B-03 233E-04 2.30E-03 8.88E-04 6.49E-05  1.85E-02
U-233 121E-06  1.86E-06 1.55B-06 5.59E-07 3.37B-07 6.28E-08 622E-07 240E-07 1.7SE-08  5.00E-06
U-234  135E-06 207E-06 1.73E-06 624B-07 3.76E-07 7.01E-08 G.94E-07 2.68E-07 195E-08  5.58E-06
U-235  940E-11  144E-10 120E-10  434E-11  2.61E-11  4.87E-12  4.82E-11  186E-11  136E-12  3.88E-10
U-236  494E-09 7.56E-09 G631E-09 228B-09 137E-09 2.56E-10 253E-09 9.76B-10  7.13E-11  2.04E-08
U-238  220E-08 336E-08 28IE-08 1.01B-08 6.10E-09 1.14E-09 1.I3E-08 4.34B-09  3.17E-10  9.06E-08
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Table A-19. (continued). NRF-MOD-9H upper-bound estimate inventory summary (1966-1971).

1966 1968 1969 1970 1971 Totals

Am-241 1.83E-04 7.54E-04 9.42E-04 3.56E-04 8.08E-04 1.79E-02
C-14 3.36E-01 1.39E+00 1.73E+00 6.54E-01 1.48E+00 3.29E+01
Cl-36 — — — — — —

Co-60 5.18E+01 2.14E+02 2.67E+02 1.01E+02 2.29E+02 5.08E+03
Cs-137 2.08E-02 8.59E-02 1.07E-01 4.05E-02 9.21E-02 2.04E+00
H-3 — — — — — —

1-129 2.08E-06 8.59E-06 1.07E-05 4.05E-06 9.21E-06 2.04E-04
Nb-94 1.04E-02 4.30E-02 5.37E-02 2.03E-02 4.60E-02 1.02E+00
Ni-59 1.56E-01 6.45E-01 8.05E-01 3.04E-01 6.90E-01 1.53E+01
Ni-63 1.56E+01 6.45E+01 8.05E+01 3.04E+01 6.90E+01 1.53E+03
Np-237 1.56E-09 6.45E-09 8.05E-09 3.04E-09 6.90E-09 1.53E-07
Pu-238 1.31E-04 5.39E-04 6.74E-04 2.54E-04 5.78E-04 1.28E-02
Pu-239 2.08E-05 8.59E-05 1.07E-04 4.05E-05 9.21E-05 2.04E-03
Pu-240 1.31E-05 5.39E-05 6.74E-05 2.54E-05 5.78E-05 1.28E-03
Pu-241 5.20E-03 2.15E-02 2.68E-02 1.01E-02 2.30E-02 5.10E-01
Sr-90 2.08E-02 8.59E-02 1.07E-01 4.05E-02 9.21E-02 2.04E+00
Te-99 521E-04 2.15E-03 2.69E-03 1.02E-03 2.31E-03 5.11E-02
U-233 1.41E-07 5.81E-07 7.27E-07 2.74E-07 6.23E-07 1.38E-05
U-234 1.57E-07 6.49E-07 8.11E-07 3.06E-07 6.95E-07 1.54E-05
U-235 1.09E-11 4.51E-11 5.63E-11 2.13E-11 4.83E-11 1.07E-09
U-236 5.73E-10 2.37E-09 2.96E-09 1.12E-09 2.54E-09 5.62E-08
U-238 2.55E-09 1.05E-08 1.32E-08 4.97E-09 1.13E-08 2.50E-07
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Table A-20. NRF-MOD-10H upper-bound estimate inventory summary (1953-1962).

1953 1954 1955 1956 1957 1958 1959 1960 1961 1962
Am-241  998E-06 8.19E-05 344B-05 1.82E-03 1.07E-03  6.68E-04 3.088-03 2.61E-03 145E-02  2.15E-04
C-14 — — — — — — — — — —

Cl-36 — — — — — — — — — —

Co-60  2.85E+00 234E+01 9.85E+00 520E+02 3.07E+02 1.91E+02 S.81E+02 746E+02  4.15E+03  6.15E+01
Cs-137  1.14E-03  937E-03  3.94E-03  2.08E-01  123E-01  7.64E-02 3.53E-01 299E-01 1.66E+00  2.46E-02
H-3 — — — — — — — — — —

1-129 1.14B-07  9.37E-07 3.94E-07 2.08E-05 123E-05 7.64E-06 3.53E-05 2.99E-05 1.66E-04  2.46E-06
Nb-94  571E-04 4.69E-03 197E-03  1.04E-01 6.13E-02 3.82E-02 1.76E-01  149E-01 829E-01  1.23E-02
Ni-59 8.56E-03  7.03B-02  2.95E-02 1.56E+00 9.20E-01  573E-01 2.64E+00 224E+00 1.24E+01  1.84E-01
Ni-63 4.55B-01  3.74E+00 157E+00 8.29E+01 4.89E+01 3.05E+01 141B+02 1.19E+02 6.62E+02  9.81E+00
Np-237  8.56E-11  7.03E-10  295BE-10  1.56E-08  9.20E-09  5.73E-09  2.64E-08  2.24E-08  124E-07  1.84E-09
Pu-238  7.12E-06 5.85E-05 246B-05 1.30E-03 7.65E-04 4.77E-04 220E-03 1.86E-03  1.04E-02  1.53E-04
Pu-239  1.14E-06 937E-06 3.94B-06 2.08E-04 123E-04 7.64E-05 3.53B-04 2.99E-04 1.66E-03  2.46B-05
Pu-240  7.12E-07 5.85E-06 246E-06  1.30E-04  7.65E-05 4.77E-05 220B-04 1.86E-04 1.04E-03  1.53E-05
Pu-241  2.85E-04 234E-03 9.85E-04 520E-02 3.07E-02 191E-02 881B-02 746E-02 4.15E-01  6.15B-03
Sr-90 1.14B-03  9.37E-03  3.94E-03  2.08E-01 123E-01 7.64E-02 3.53E-01 2.99E-01 1.66E+00  2.46E-02
Te-99 285E-05 234E-04 9.85B-05 5.20E-03 3.07E-03 191E-03 8.81E-03 7.4GE-03 4.15E-02  6.15E-04
U-233  771E-09 633E-08  2.66E-08 1.40E-06 829E-07 5.16E-07 2.38E-06 2.02E-06 1.12E-05  1.66E-07
U-234  8.56E-09  7.03B-08 2.95E-08  1.56E-06 9.20E-07 5.73E-07 2.64E-06 224E-06 124B-05  1.84E-07
U-235  599E-13  492E-12  2.07B-12  1.09E-10  6.44E-11  401E-11  1.85E-10  1.57E-10  8.71E-10  1.29E-11
U-236  3.14E-11  2.58B-10  1.08E-10  5.71E-09 337E-09  2.10E-09 9.69E-09  8.20E-09  4.56E-08  6.76E-10
U-238 1.40B-10  1.1SE-09 4.84E-10 2.56E-08  1.51E-08 9.40E-09 433E-08 3.67E-08  2.04E-07  3.02E-09
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Table A-20. (continued). NRF-MOD-10H upper-bound estimate inventory summary (1963-1972).

1963 1964 1965 1966 1967 1968 1969 1970 1971 1972

Am-241  224E-04 338E-03 359E-01 728E-02 221E-01 920E-04 846E-04 722E-05 620E-04 2.02E-04
C-14 — — — — — — — — — —

C1-36 — — — — — — — — — —

Co-60  6A0E+01  9.66E+02  1.03E+05 2.08E+04  6.33E+04 2.63E+02 242E+02 2.06E+01 1.77E+02  5.78E+01
Cs-137  2.56E-02  3.87E-01  4.10E+01 833E+00 2.53E+01  1.05E-01  9.68E-02  826E-03  7.09E-02  2.31E-02
H-3 — — — — — — — — — —

1-129 256E-06 3.87E-05 4.10E-03  833E-04 2.53E-03  105E-05 9.68E-06 826E-07 7.09E-06 231E-06
Nb-94  128E-02  193E-01 2.05E+01 4.16E+00 127E+01  526E-02  4.84E-02  4.13E-03  3.54E-02  1.16E-02
Ni-59 192E-01  290E+00 3.08E+02 624E+01 190E+02  7.90E-01  7.26E-01  6.19E-02  532E-01  1.73E-01
Ni-63 1.02E+01  1.54E+02  1.64E+04 332E+03  1.01E+04 420E+01 3.86E+01 3.29E+00 2.83E+01  9.22E+00
Np-237  192E-09 290E-08 3.08E-06 624E-07 190E-06 7.90E-09 7.26E-09 6.19E-10  532E-09  1.73E-09
Pu238  1.60E-04 241E-03 256E-01 520E-02 158E-01 657E-04 6.04E-04  5.15E-05 442E-04 144E-04
Pu239  2.56E-05 3.87E-04 4.10E-02 833E-03 253E-02 105E-04 9.68E-05 826E-06 7.09E-05 231E-05
Pu-240  1.60E-05 241E-04 256E-02 520E-03 158E-02 657E-05 6.04E-05 5.15E-06 442E-05 144E-05
Pu241  640E-03 9.66E-02 1.03E+01 208E+00 633E+00 2.63E-02  242E-02 206E-03 1.77E-02  5.78E-03
Sr-90 256E-02 387E-01  4.10E+01 833E+00 2.53E+01  1.05E-01  9.68E-02 826E-03  7.09E-02  231E-02
Tc-99 6.40E-04  9.66E-03 1.03E+00 2.08E-01  633E-01  2.63E-03 242E-03 206E-04 177E-03  5.78E-04
U233 173E07 26lE-06 277E-04 563E-05 171E-04 7.11E-07 6.54E-07 558E-08 4.79E-07  1.56E-07
U-234  192E-07 290E-06 3.08E-04 624E-05  190E-04 7.90E-07 7.26E-07 6.19E-08 532E-07  1.73E-07
U-235  1.34E-11  203E-10  2.15E-08 437E-09 133E-08 552E-11  5.08E-11  433E-12  3.72E-11  12IE-11
U236 7.04E-10  1.06E-08 1.I13E-06 229E-07  695E-07 2.89E-09 2.66E-09 227E-10 195E-09  635E-10
U238 3.15E-09 4.75E-08  5.04E-06  102E-06 3.11E-06 129E-08 1.19E-08 10IE-09 8.7IE-09  2.84E-09
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Table A-20. (continued). NRF-MOD-10H upper-bound estimate inventory summary (1973-1981).

1973 1974 1975 1976 1977 1978 1979 1980 1981

Am-241  4.10E-03  4.55E-03  5.12E-04  2.81E-04 2.97E-05 3.18E-05 1.24E-04 4.76E-04 5.03E-04
C-14 — — — — — — — — —

Cl-36 — — — — — — — — —

Co-60 1.17E+03  1.30E+03  1.47E+02 8.04E+01 8.50E+00 9.09E+00 3.54E+01 1.36E+02 1.44E+02
Cs-137 4.69E-01  5.20E-01 5.86E-02  3.22E-02  3.40E-03  3.64E-03 1.42E-02  5.44E-02  5.76E-02
H-3 — — — — — — — — —

I-129 4.69E-05  5.20E-05  5.86E-06  3.22E-06  3.40E-07 3.64E-07 1.42E-06 5.44E-06  5.76E-06
Nb-94 2.34E-01  2.60E-01 2.93E-02 1.61E-02  1.70E-03 1.82E-03  7.08E-03  2.72E-02  2.88E-02
Ni-59 3.51E+00 3.90E+00 4.40E-01 241E-01  2.55E-02 2.73E-02  1.06E-01  4.08E-01 4.32E-01
Ni-63 1.87E+02  2.07E+02 2.34E+01 1.28E+01 1.36E+00 1.45E+00 5.64E+00 2.17E+01  2.30E+01
Np-237 3.51E-08  3.90E-08  4.40E-09 2.41E-09 2.55E-10 2.73E-10  1.06E-09  4.08E-09  4.32E-09
Pu-238 292E-03  3.25E-03  3.66E-04 2.01E-04  2.12E-05 2.27E-05 8.83E-05 3.40E-04 3.59E-04
Pu-239 4.69E-04  5.20E-04  5.86E-05 3.22E-05 3.40E-06 3.64E-06 1.42E-05 5.44E-05 5.76E-05
Pu-240 2.92E-04  3.25E-04 3.66E-05 2.01E-05 2.12E-06  2.27E-06  8.83E-06  3.40E-05  3.59E-05
Pu-241 1.17E-01 1.30E-01 1.47E-02  8.04E-03  8.50E-04  9.09E-04  3.54E-03 1.36E-02  1.44E-02
Sr-90 4.69E-01 5.20E-01 5.86E-02  3.22E-02  3.40E-03  3.64E-03 1.42E-02  5.44E-02  5.76E-02
Tc-99 1.17E-02  1.30E-02  1.47E-03  8.04E-04  850E-05 9.09E-05  3.54E-04 1.36E-03  1.44E-03
U-233 3.17E-06  3.51E-06  3.96E-07  2.17E-07  2.30E-08  2.46E-08  9.56E-08  3.68E-07  3.89E-07
U-234 3.51E-06  3.90E-06 4.40E-07 2.41E-07 2.55E-08 2.73E-08  1.06E-07  4.08E-07  4.32E-07
U-235 2.46E-10  2.73E-10  3.08E-11 1.69E-11 1.78E-12 191E-12  7.43E-12  2.86E-11  3.02E-11
U-236 1.29E-08  1.43E-08 1.61E-09 8.84E-10  9.34E-11  9.99E-11  3.89E-10  1.50E-09  1.58E-09
U-238 5.76E-08  6.40E-08  7.21E-09  3.95E-09  4.18E-10  4.47E-10  1.74E-09  6.69E-09  7.08E-09
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Table A-20. (continued). NRF-MOD-10H upper-bound estimate inventory summary (1982-1983).

1982 1983 Totals

Am-241 1.03E-04 1.55E-04 6.94E-01
C-14 — — —

Cl-36 — — —

Co-60 2.95E+01 443E+01 1.98E+05
Cs-137 1.18E-02 1.77E-02 7.94E+01
H-3 — — —

129 1.18E-06 1.77E-06 7.94E-03
Nb-94 5.90E-03 3.85E-03 3.97E+01
Ni-59 8.85E-02 1.33B-01 5.95E+02
Ni-63 4.71E+00 7.06E+00 3.16E+04
Np-237 8.85E-10 1.33E-09 5.95E-06
Pu-238 7.36E-05 1.10E-04 4.95E-01
Pu-239 1.18E-05 1.77E-05 7.94E-02
Pu-240 7.36E-06 1.10E-05 4.95E-02
Pu-241 2.95E-03 4.43E-03 1.98E+01
Sr-90 1.18E-02 1.77E-02 7.94E+01
Te-99 2.95E-04 4.43E-04 1.98E+00
U-233 7.97E-08 1.20E-07 5.36E-04
U-234 8.85E-08 1.33E-07 5.95E-04
U-235 6.19E-12 9.29E-12 4.16E-08
U-236 3.24E-10 4.87E-10 2.18E-06
U-238 1.45E-09 2.18E-09 9.76E-06
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Appendix B

Naval Reactors Facility Radionuclide Inventory for
Years 1984 through 1999
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Table B-1. NRF-MOD-6R best-estimate inventory summary (1984-1989).

1984 1985 1986 1987 1988 1989

Am-241 3.26E-04 6.87E-03 1.74E-03 1.42E-03 3.26E-04 6.02E-03
C-14 1.14E-01 2.40E+00 6.09E-01 4.97E-01 1.14E-01 2.11E+00
C1-36 4.72E-04 9.95E-03 2.52E-03 2.06E-03 4.73E-04 8.73E-03
Co-60 1.42E+03 2.99E+04 7.58E+03 6.19E+03 1.42E+03 2.62E+04
Cs-137 2.12E-02 4.46E-01 1.13E-01 9.24E-02 2.12E-02 3.92E-01
H-3 3.26E-01 6.87E+00 1.74E+00 1.42E+00 3.26E-01 6.02E+00
I-129 1.14E-07 2.40E-06 6.09E-07 4.97E-07 1.14E-07 2.11E-06
Nb-94 1.51E-02 3.19E-01 8.08E-02 6.60E-02 1.51E-02 2.80E-01
Ni-59 3.49E+00 7.36E+01 1.86E+01 1.52E+01 3.49E+00 6.45E+01
Ni-63 3.95E+02 8.34E+03 2.11E+03 1.73E+03 3.96E+02 7.31E+03
Np-237 — — — — — —

Pu-238 2.07E-04 4.36E-03 1.11E-03 9.03E-04 2.07E-04 3.83E-03
Pu-239 4.88E-04 1.03E-02 2.61E-03 2.13E-03 4.89E-04 9.04E-03
Pu-240 3.02E-04 6.38E-03 1.62E-03 1.32E-03 3.03E-04 5.59E-03
Pu-241 2.56E-02 5.39E-01 1.37E-01 1.12E-01 2.56E-02 4.73E-01
Sr-90 1.12E-02 2.35E-01 5.97E-02 4.87E-02 1.12E-02 2.07E-01
Tc-99 6.05E-05 1.28E-03 3.23E-04 2.64E-04 6.05E-05 1.12E-03
U-233 — — — — — —

U-234 3.26E-07 6.87E-06 1.74E-06 1.42E-06 3.26E-07 6.02E-06
U-235 9.30E-09 1.96E-07 4.97E-08 4.06E-08 9.31E-09 1.72E-07
U-236 3.02E-08 6.38E-07 1.62E-07 1.32E-07 3.03E-08 5.59E-07
U-238 3.49E-07 7.36E-06 1.86E-06 1.52E-06 3.49E-07 6.45E-06
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Table B-1. (continued). NRF-MOD-6R best-estimate inventory summary (1990-1996).

1990 1991 1992 1993 1994 1996 Totals

Am-241 3.36E-03  496E-03  2.41E-03  2.03E-03  1.47E-03  291E-08 3.09E-02
C-14 1.18E+00  1.73E+00  8.44E-01  7.11E-01  5.13E-01 1.02E-05  1.08E+01
C1-36 488E-03  7.19E-03  3.50E-03  2.95E-03  2.13E-03  4.22E-08  4.49E-02
Co-60 1.47E+04  2.16E+04 1.05E+04  8.85E+03  6.39E+03  1.27E-01  1.35E+05
Cs-137 2.19E-01  3.22E-01 1.57E-01 1.32E-01  9.53E-02  1.89E-06 2.01E+00
H-3 3.36E+00  4.96E+00 2.41E+00 2.03E+00 1.47E+00  2.91E-05 3.09E+01
I-129 1.18E-06  1.73E-06  8.44E-07  7.11E-07  5.13E-07  1.02E-11  1.08E-05
Nb-94 1.56E-01  2.30E-01 1.12E-01  9.43E-02  6.81E-02  1.35E-06 1.44E+00
Ni-59 3.61E+01  5.31E+01 2.58E+01  2.18E+01 1.57E+01  3.12E-04 3.31E+02
Ni-63 4.09E+03  6.02E+03  2.93E+03 2.47E+03 1.78E+03  3.54E-02 3.76E+04
Np-237 — — — — — — —

Pu-238 2.14E-03  3.15E-03  1.53E-03  1.29E-03  9.32E-04  1.85E-08  1.97E-02
Pu-239 5.05E-03  7.44E-03  3.62E-03  3.05E-03  2.20E-03  4.37E-08 4.64E-02
Pu-240 3.12E-03  4.60E-03  2.24E-03  1.89E-03  1.36E-03  2.70E-08  2.87E-02
Pu-241 2.64E-01  3.89E-01 1.90E-01 1.60E-01 1.15SE-01  2.29E-06  2.43E+00
Sr-90 1.15E-01 1.70E-01  8.27E-02  6.96E-02  5.03E-02  9.98E-07 1.06E+00
Tc-99 6.25E-04  9.21E-04  4.48E-04  3.77E-04  2.72E-04  5.41E-09 5.74E-03
U-233 — — — — — — —

U-234 3.36E-06  4.96E-06 241E-06 2.03E-06 1.47E-06 291E-11  3.09E-05
U-235 9.61E-08  1.42E-07 6.89E-08  5.80E-08  4.19E-08  8.32E-13  8.84E-07
U-236 3.12E-07  4.60E-07  2.24E-07  1.89E-07  1.36E-07  2.70E-12  2.87E-06
U-238 3.61E-06  531E-06  2.58E-06  2.18E-06  1.57E-06  3.12E-11  3.31E-05
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Table B-2. NRF-MOD-6S best-estimate inventory summary (1998-1999).

1998 1999 Total
Am-241 — — —
C-14 2.99E-01 1.41E-01 4.39E-01
Cl-36 5.79E-03 2.44E-03 8.23E-03
Co-60 1.03E+03 4.33E+02 1.46E+03
Cs-137 — 4.43E-02 4.43E-02
H-3 2.11E+00 5.71E-01 2.68E+00
I-129 1.98E-08 1.92E-08 3.89E-08
Nb-94 1.20E-01 1.24E-02 1.32E-01
Ni-59 1.63E+01 5.92E+00 2.22E+01
Ni-63 1.95E+03 7.19E+02 2.67E+03
Np-237 — — —
Pu-238 — — —
Pu-239 — — —
Pu-240 — — —
Pu-241 3.38E-02 1.97E-02 5.36E-02
Sr-90 2.40E-02 3.45E-02 5.85E-02
Tc-99 2.57E-04 2.40E-04 4.97E-04
U-233 — — —
U-234 — — —
U-235 — — —
U-236 — — —
U-238 — — —
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Table B-3. NRF-MOD-10R best-estimate inventory summary (1984-1989).

1984 1985 1986 1987 1988 1989

Am-241 6.14E-02 2.25E-05 2.51E-05 8.60E-04 8.97E-06 1.46E-04
C-14 — — — — — —

Cl-36 — — — — — —

Co-60 1.76E+04 6.42E+00 7.17E+00 2.46E+02 2.57E+00 4.18E+01
Cs-137 7.03E+00 2.57E-03 2.87E-03 9.84E-02 1.03E-03 1.67E-02
H-3 — — — — — —

I-129 7.03E-04 2.57E-07 2.87E-07 9.84E-06 1.03E-07 1.67E-06
Nb-94 3.52E+00 1.28E-03 1.43E-03 4.92E-02 5.13E-04 8.37E-03
Ni-59 5.27E+01 1.93E-02 2.15E-02 7.38E-01 7.70E-03 1.26E-01
Ni-63 2.80E+03 1.02E+00 1.14E+00 3.93E+01 4.09E-01 6.67E+00
Np-237 5.27E-07 1.93E-10 2.15E-10 7.38E-09 7.70E-11 1.26E-09
Pu-238 4.39E-02 1.60E-05 1.79E-05 6.14E-04 6.41E-06 1.04E-04
Pu-239 7.03E-03 2.57E-06 2.87E-06 9.84E-05 1.03E-06 1.67E-05
Pu-240 4.39E-03 1.60E-06 1.79E-06 6.14E-05 6.41E-07 1.04E-05
Pu-241 1.76E+00 6.42E-04 7.17E-04 2.46E-02 2.57E-04 4.18E-03
Sr-90 7.03E+00 2.57E-03 2.87E-03 9.84E-02 1.03E-03 1.67E-02
Tc-99 1.76E-01 6.42E-05 7.17E-05 2.46E-03 2.57E-05 4.18E-04
U-233 4.75E-05 1.74E-08 1.94E-08 6.65E-07 6.94E-09 1.13E-07
U-234 5.27E-05 1.93E-08 2.15E-08 7.38E-07 7.70E-09 1.26E-07
U-235 3.69E-09 1.35E-12 1.50E-12 5.17E-11 5.39E-13 8.78E-12
U-236 1.93E-07 7.06E-11 7.88E-11 2.71E-09 2.82E-11 4.60E-10
U-238 8.61E-07 3.15E-10 3.51E-10 1.21E-08 1.26E-10 2.05E-09
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Table B-3. (continued). NRF-MOD-10R best-estimate inventory summary (1990-1993).

1990 1991 1992 1993 Totals

Am-241 1.24E-02 9.85E-04 8.65E-06 3.60E-05 7.59E-02
C-14 — — — — —

Cl-36 — — — — —

Co-60 3.54E+03 2.82E+02 2.47E+00 1.03E+01 2.17E+04
Cs-137 1.42E+00 1.13E-01 9.90E-04 4.12E-03 8.69E+00
H-3 — — — — —

I-129 1.42E-04 1.13E-05 9.90E-08 4.12E-07 8.69E-04
Nb-94 7.09E-01 5.64E-02 4.95E-04 2.06E-03 4.34E+00
Ni-59 1.06E+01 8.46E-01 7.42E-03 3.09E-02 6.52E+01
Ni-63 5.65E+02 4.50E+01 3.95E-01 1.64E+00 3.46E+03
Np-237 1.06E-07 8.46E-09 7.42E-11 3.09E-10 6.52E-07
Pu-238 8.85E-03 7.04E-04 6.17E-06 2.57E-05 5.42E-02
Pu-239 1.42E-03 1.13E-04 9.90E-07 4.12E-06 8.69E-03
Pu-240 8.85E-04 7.04E-05 6.17E-07 2.57E-06 5.42E-03
Pu-241 3.54E-01 2.82E-02 2.47E-04 1.03E-03 2.17E+00
Sr-90 1.42E+00 1.13E-01 9.90E-04 4.12E-03 8.69E+00
Tc-99 3.54E-02 2.82E-03 2.47E-05 1.03E-04 2.17E-01
U-233 9.58E-06 7.62E-07 6.69E-09 2.79E-08 5.87E-05
U-234 1.06E-05 8.46E-07 7.42E-09 3.09E-08 6.52E-05
U-235 7.44E-10 5.92E-11 5.19E-13 2.16E-12 4.56E-09
U-236 3.90E-08 3.10E-09 2.72E-11 1.13E-10 2.39E-07
U-238 1.74E-07 1.38E-08 1.21E-10 5.05E-10 1.06E-06
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Table B-4. NRF-MOD-10S best-estimate inventory summary (1994-1999).

1994 1995 1996 1997 1998 1999 Total
Am-241 3.48E-05 1.72E-04 2.09E-08 5.18E-06 5.06E-06 8.45E-04 1.06E-03
C-14 1.44E-02 5.08E-01 6.83E-03 1.61E-02 6.21E-02 6.91E-02 6.76E-01
C1-36 1.26E-05 2.12E-04 5.40E-06 9.62E-06 2.47E-05 3.42E-05 2.98E-04
Co-60 5.35E+00 4.03E+01 9.58E-01 1.70E+00 4.38E+00 6.05E+00 5.88E+01
Cs-137 7.07E-01 3.28E-02 1.59E-01 7.67E-04 9.66E-04 4.95E-02 9.50E-01
H-3 8.64E+00 1.99E-01 2.19E+00 1.61E-03 1.41E-02 9.65E-03 1.11E+01
1-129 1.51E-05 2.47E-06 7.20E-07 8.80E-04 2.72E-07 4.44E-07 8.99E-04
Nb-94 5.77E-03 1.09E-02 2.12E-03 5.90E-02 1.04E-02 1.34E-02 1.02E-01
Ni-59 7.11E-02 1.61E-01 6.73E-03 4.46E-02 9.95E-01 1.59E-01 1.44E+00
Ni-63 6.74E+00 1.55E+01 7.35E-01 1.52E+00 1.08E+02 5.30E+00 1.38E+02
Np-237 — — — — — — —
Pu-238 1.06E-05 1.27E-04 2.87E-03 8.03E-04 2.58E-05 7.17E-04 4.55E-03
Pu-239 5.23E-06 1.97E-05 — — — 1.13E-04 1.38E-04
Pu-240 3.02E-06 1.25E-05 — — — 1.25E-04 1.40E-04
Pu-241 2.46E-04 4.38E-03 7.03E-04 — — 1.49E-02 2.03E-02
Sr-90 1.47E-01 2.37E-02 1.62E-01 3.48E-02 1.72E-03 5.88E-02 4.28E-01
Tc-99 2.76E-04 5.39E-04 8.33E-05 7.36E-04 6.97E-05 1.64E-04 1.87E-03
U-233 — — — — — — —
U-234 — — — — — — —
U-235 — — — 2.98E-06 — — 2.98E-06
U-236 — — — — — — —
U-238 — — — 5.26E-08 — — 5.26E-08
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Table B-5. NRF-MOD-6R upper-bound estimate inventory summary (1984-1989).

1984 1985 1986 1987 1988 1989

Am-241 6.51E-04 1.37E-02 3.48E-03 2.84E-03 6.52E-04 1.20E-02
C-14 2.28E-01 4.81E+00 1.22E+00 9.95E-01 2.28E-01 4.22E+00
C1-36 9.42E-04 1.99E-02 5.03E-03 4.11E-03 9.43E-04 1.74E-02
Co-60 2.79E+03 5.88E+04 1.49E+04 1.22E+04 2.79E+03 5.16E+04
Cs-137 4.19E-02 8.83E-01 2.24E-01 1.83E-01 4.19E-02 7.74E-01
H-3 6.28E-01 1.32E+01 3.36E+00 2.74E+00 6.29E-01 1.16E+01
I-129 2.26E-07 4.76E-06 1.21E-06 9.85E-07 2.26E-07 4.17E-06
Nb-94 3.02E-02 6.38E-01 1.62E-01 1.32E-01 3.03E-02 5.59E-01
Ni-59 6.75E+00 1.42E+02 3.60E+01 2.94E+01 6.75E+00 1.25E+02
Ni-63 7.91E+02 1.67E+04 4.23E+03 3.45E+03 7.92E+02 1.46E+04
Np-237 — — — — — —

Pu-238 4.19E-04 8.83E-03 2.24E-03 1.83E-03 4.19E-04 7.74E-03
Pu-239 9.77E-04 2.06E-02 5.22E-03 4.26E-03 9.78E-04 1.81E-02
Pu-240 6.05E-04 1.28E-02 3.23E-03 2.64E-03 6.05E-04 1.12E-02
Pu-241 5.12E-02 1.08E+00 2.73E-01 2.23E-01 5.12E-02 9.47E-01
Sr-90 2.23E-02 4.71E-01 1.19E-01 9.75E-02 2.23E-02 4.13E-01
Tc-99 1.21E-04 2.55E-03 6.46E-04 5.28E-04 1.21E-04 2.24E-03
U-233 — — — — — —

U-234 6.51E-07 1.37E-05 3.48E-06 2.84E-06 6.52E-07 1.20E-05
U-235 1.86E-08 3.92E-07 9.94E-08 8.12E-08 1.86E-08 3.44E-07
U-236 6.05E-08 1.28E-06 3.23E-07 2.64E-07 6.05E-08 1.12E-06
U-238 6.98E-07 1.47E-05 3.73E-06 3.05E-06 6.98E-07 1.29E-05
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Table B-5. (continued). NRF-MOD-6R upper-bound estimate inventory summary (1990-1996).

1990 1991 1992 1993 1994 1996 Totals

Am-241 6.73E-03  991E-03  4.82E-03  4.06E-03  2.93E-03  5.82E-08  6.19E-02
C-14 2.36E+00  3.47E+00 1.69E+00  1.42E+00 1.03E+00  2.04E-05 2.17E+01
C1-36 9.73E-03  1.43E-02  6.98E-03  5.88E-03  4.24E-03  842E-08 8.95E-02
Co-60 2.88E+04  4.25E+04 2.07E+04  1.74E+04 1.26E+04  2.50E-01 2.65E+05
Cs-137 433E-01  6.37E-01  3.10E-01  2.61E-01 1.89E-01  3.74E-06  3.98E+00
H-3 6.49E+00  9.56E+00  4.65E+00  3.92E+00 2.83E+00  5.61E-05 5.97E+01
I-129 2.33E-06 3.43E-06 1.67E-06 1.41E-06 1.02E-06  2.02E-11  2.14E-05
Nb-94 3.12E-01  4.60E-01  2.24E-01 1.89E-01 1.36E-01  2.70E-06  2.87E+00
Ni-59 6.97E+01  1.03E+02  5.00E+01 4.21E+01 3.04E+01  6.03E-04 6.41E+02
Ni-63 8.17E+03  1.20E+04  5.86E+03  4.93E+03  3.56E+03  7.07E-02  7.51E+04
Np-237 — — — — — — —

Pu-238 433E-03  6.37E-03  3.10E-03  2.61E-03  1.89E-03  3.74E-08  3.98E-02
Pu-239 1.0IE-02  1.49E-02  7.24E-03  6.09E-03  4.40E-03  8.73E-08  9.28E-02
Pu-240 6.25E-03  9.21E-03  4.48E-03  3.77E-03  2.72E-03  5.41E-08 5.74E-02
Pu-241 529E-01  7.79E-01  3.79E-01  3.19E-01  2.30E-01  4.57E-06 4.86E+00
Sr-90 2.31E-01  3.40E-01 1.65E-01 1.39E-01 1.01E-01  2.00E-06  2.12E+00
Tc-99 1.25E-03  1.84E-03  8.96E-04  7.54E-04  5.45E-04  1.08E-08 1.15E-02
U-233 — — — — — — —

U-234 6.73E-06  991E-06  4.82E-06 4.06E-06  2.93E-06 5.82E-11  6.19E-05
U-235 1.92E-07  2.83E-07  1.38E-07  1.16E-07  8.38E-08  1.66E-12  1.77E-06
U-236 6.25E-07  9.21E-07  4.48E-07  3.77E-07  2.72E-07  5.41E-12  5.74E-06
U-238 7.21E-06  1.06E-05  5.17E-06  4.35E-06  3.14E-06  6.24E-11  6.63E-05
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Table B-6. NRF-MOD-6S best-estimate inventory summary (1998-1999).

1998 1999 Total
Am-241 — — —
C-14 7.31E-01 3.44E-01 1.08E+00
Cl-36 5.79E-03 2.44E-03 8.23E-03
Co-60 2.44E+03 1.03E+03 3.47E+03
Cs-137 — 9.74E-02 9.74E-02
H-3 4.97E+00 1.34E+00 6.32E+00
1-129 7.19E-08 6.97E-08 1.42E-07
Nb-94 1.20E-01 1.24E-02 1.32E-01
Ni-59 1.63E+01 5.92E+00 2.22E+01
Ni-63 4.57E+03 1.68E+03 6.25E+03
Np-237 — — —
Pu-238 — — —
Pu-239 — — —
Pu-240 — — —
Pu-241 3.38E-02 1.97E-02 5.36E-02
Sr-90 5.77E-02 8.28E-02 1.41E-01
Tc-99 5.87E-04 5.48E-04 1.13E-03
U-233 — — —
U-234 — — —
U-235 — — —
U-236 — — —
U-238 — — —
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Table B-7. NRF-MOD-10R upper-bound estimate inventory summary (1984-1989).

1984 1985 1986 1987 1988 1989

Am-241 1.23E-01 4.49E-05 5.01E-05 1.72E-03 1.79E-05 2.93E-04
C-14 — — — — — —

Cl-36 — — — — — —

Co-60 3.52E+04 1.28E+01 1.43E+01 4.92E+02 5.13E+00 8.37E+01
Cs-137 1.41E+01 5.14E-03 5.73E-03 1.97E-01 2.05E-03 3.35E-02
H-3 — — — — — —

I-129 1.41E-03 5.14E-07 5.73E-07 1.97E-05 2.05E-07 3.35E-06
Nb-94 7.03E+00 2.57E-03 2.87E-03 9.84E-02 1.03E-03 1.67E-02
Ni-59 1.05E+02 3.85E-02 4.30E-02 1.48E+00 1.54E-02 2.51E-01
Ni-63 5.61E+03 2.05E+00 2.29E+00 7.85E+01 8.19E-01 1.33E+01
Np-237 1.05E-06 3.85E-10 4.30E-10 1.48E-08 1.54E-10 2.51E-09
Pu-238 8.77E-02 3.21E-05 3.58E-05 1.23E-03 1.28E-05 2.09E-04
Pu-239 1.41E-02 5.14E-06 5.73E-06 1.97E-04 2.05E-06 3.35E-05
Pu-240 8.77E-03 3.21E-06 3.58E-06 1.23E-04 1.28E-06 2.09E-05
Pu-241 3.52E+00 1.28E-03 1.43E-03 4.92E-02 5.13E-04 8.37E-03
Sr-90 1.41E+01 5.14E-03 5.73E-03 1.97E-01 2.05E-03 3.35E-02
Tc-99 3.52E-01 1.28E-04 1.43E-04 4.92E-03 5.13E-05 8.37E-04
U-233 9.50E-05 3.47E-08 3.87E-08 1.33E-06 1.39E-08 2.26E-07
U-234 1.05E-04 3.85E-08 4.30E-08 1.48E-06 1.54E-08 2.51E-07
U-235 7.38E-09 2.70E-12 3.01E-12 1.03E-10 1.08E-12 1.76E-11
U-236 3.86E-07 1.41E-10 1.58E-10 5.41E-09 5.64E-11 9.20E-10
U-238 1.72E-06 6.30E-10 7.02E-10 2.41E-08 2.52E-10 4.10E-09
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Table B-7. (continued). NRF-MOD-10R upper-bound estimate inventory summary (1990-1993).

1990 1991 1992 1993 Totals

Am-241 2.48E-02 1.97E-03 1.73E-05 7.21E-05 1.52E-01
C-14 — — — — —

Cl-36 — — — — —

Co-60 7.09E+03 5.64E+02 4.95E+00 2.06E+01 4.34E+04
Cs-137 2.84E+00 2.25E-01 1.98E-03 8.25E-03 1.74E+01
H-3 — — — — —

I-129 2.84E-04 2.25E-05 1.98E-07 8.25E-07 1.74E-03
Nb-94 1.42E+00 1.13E-01 9.90E-04 4.12E-03 8.69E+00
Ni-59 2.13E+01 1.69E+00 1.48E-02 6.18E-02 1.30E+02
Ni-63 1.13E+03 8.99E+01 7.89E-01 3.29E+00 6.93E+03
Np-237 2.13E-07 1.69E-08 1.48E-10 6.18E-10 1.30E-06
Pu-238 1.77E-02 1.41E-03 1.23E-05 5.15E-05 1.08E-01
Pu-239 2.84E-03 2.25E-04 1.98E-06 8.25E-06 1.74E-02
Pu-240 1.77E-03 1.41E-04 1.23E-06 5.15E-06 1.08E-02
Pu-241 7.09E-01 5.64E-02 4.95E-04 2.06E-03 4.34E+00
Sr-90 2.84E+00 2.25E-01 1.98E-03 8.25E-03 1.74E+01
Tc-99 7.09E-02 5.64E-03 4.95E-05 2.06E-04 4.34E-01
U-233 1.92E-05 1.52E-06 1.34E-08 5.57E-08 1.17E-04
U-234 2.13E-05 1.69E-06 1.48E-08 6.18E-08 1.30E-04
U-235 1.49E-09 1.18E-10 1.04E-12 4.33E-12 9.12E-09
U-236 7.79E-08 6.20E-09 5.44E-11 2.27E-10 4.77E-07
U-238 3.47E-07 2.76E-08 2.42E-10 1.01E-09 2.13E-06
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Table B-8. NRF-MOD-10S best-estimate inventory summary (1994-1999).

1994 1995 1996 1997 1998 1999 Total
Am-241 3.48E-05 1.72E-04 2.09E-08 5.18E-06 5.06E-06 8.45E-04 1.06E-03
C-14 3.56E-02 1.25E+00 1.69E-02 3.97E-02 1.53E-01 1.71E-01 1.67E+00
C1-36 1.26E-05 2.12E-04 5.40E-06 9.62E-06 2.47E-05 3.42E-05 2.98E-04
Co-60 1.27E+01 9.60E+01 2.28E+00 4.06E+00 1.04E+01 1.44E+01 1.40E+02
Cs-137 1.45E+00 6.73E-02 3.26E-01 1.57E-03 1.98E-03 1.01E-01 1.95E+00
H-3 2.04E+01 4.69E-01 5.16E+00 3.79E-03 3.32E-02 2.28E-02 2.61E+01
1-129 5.48E-05 9.00E-06 2.62E-06 3.20E-03 9.89E-07 1.62E-06 3.27E-03
Nb-94 5.77E-03 1.09E-02 2.12E-03 5.90E-02 1.04E-02 1.34E-02 1.02E-01
Ni-59 7.11E-02 1.61E-01 6.73E-03 4.46E-02 9.95E-01 1.59E-01 1.44E+00
Ni-63 1.58E+01 3.62E+01 1.72E+00 3.55E+00 2.53E+02 1.24E+01 3.23E+02
Np-237 — — — — — — —
Pu-238 1.06E-05 1.27E-04 2.87E-03 8.03E-04 2.58E-05 7.17E-04 4.55E-03
Pu-239 5.23E-06 1.97E-05 — — — 1.13E-04 1.38E-04
Pu-240 3.02E-06 1.25E-05 — — — 1.25E-04 1.40E-04
Pu-241 2.46E-04 4.38E-03 7.03E-04 — — 1.49E-02 2.03E-02
Sr-90 3.53E-01 5.69E-02 3.90E-01 8.35E-02 4.13E-03 1.41E-01 1.03E+00
Tc-99 6.30E-04 1.23E-03 1.90E-04 1.68E-03 1.59E-04 3.75E-04 4.26E-03
U-233 — — — — — — —
U-234 — — — — — — —
U-235 — — — 2.98E-06 — — 2.98E-06
U-236 — — — — — — —
U-238 — — — 3.44E-07 — — 3.44E-07
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. Background on the Naval Reactors Facility

In 1948, the Atomic Energy Commission (AEC) contracted with Westinghouse Electric to design,
build, operate, and test a prototype pressurized-water, Naval nuclear propulsion plant known as the
Submarine Thermal Reactor Mark | or STW. The plant was a prototype for the first nuclear-powered
submarine USS NAUTILUS (SSN 571). S1W construction was completed in 1953 at the AEC
National Reactor Testing Station (NRTS) in Idaho. S1W reached criticality on March 30, 1953
becoming the first reactor to produce significant quantities of useful nuclear power in the world. Later
in 1953, S1W achieved full design power and commenced a successful 96-hour sustained full-power
run that simulated a submerged crossing of the Atlantic Ocean. During operations of the second S1W
reactor core in 1955, a 66-day continuous full power run was performed, which could have propelled a
submarine at high speed twice around the globe. Over its lifetime, S1W was used to train over 13,000
Navy officers, enlisted operators, and civilian students. S1W was permanently shutdown in October
1989 after 36 years of operation of which the last 22 years were performed with a single core
establishing a longevity record.

In 1956, construction began on the A1W prototype plant. A1W was the first nuclear powered surface
ship prototype and consisted of two pressurized water reactors. The plant was built as a prototype for
the aircraft carrier USS ENTERPRISE (CVN 65), which was the first nuclear-powered aircraft carrier.
The prototype provided realistic training for the students in an environment nearly identical to what
they would encounter within an actual carrier. Power operations at ATW commenced in October of
1958. A1W was the first nuclear propulsion plant to have two reactors powering one ship propeller
shaft through a single-geared turbine propulsion unit. Over the life of the plant, new cores and
equipment replaced many of the original A1W components. On January 26, 1994, the A1W prototype
plant was shut down after more than 35 years of successful testing and training activities. More than
14,500 Navy and civilian students were trained at A1W during the 35 years of operation.

The third prototype constructed at NRF was the S5G prototype. This pressurized water reactor
prototype first operated in 1965. S5G was a prototype of the USS NARWHAL (SSN 671) submarine
and had the capability to operate in either a forced circulation or a natural circulation mode. In the
natural circulation mode, cooling water flowed through the reactor by thermal circulation; pumps were
not needed. This reduced plant noise level, which is vital to submarine stealth. To verify the new
design concepts would work in an operational submarine, the prototype was built in a submarine hull
section capable of simulating the rolling motion of a ship at sea. On May 1, 1995, the S5G prototype
was shut down after 30 years of successful testing and training activities. Approximately 12,000 Navy
and civilian students were trained at S5G during the 30 years of operation.

The Expended Core Facility (ECF) has examined and tested fuel from nuclear-powered warships,
prototype plants, and the Shippingport Atomic Power Station. In addition, ECF has examined
specimens of irradiated fuel that were placed in a test reactor, such as the Advanced Test Reactor.
The information from detailed study of this fuel has enabled tremendous improvements to U.S. Naval
and commercial reactor designs. One result is that the endurance of Naval nuclear propulsion plants
has been increased from two years for the first core in NAUTILUS to the entire 30+ year lifetime of the
submarines under construction today. Most importantly, this research has dramatically improved the
warfighting capabilities of America’s nuclear-powered warships.

ECF was constructed in 1957, and originally consisted of a water pool and a shielded cell with a
connecting transfer canal. The facility has been modified as necessary to accomplish the expanding
mission of the facility including the addition of three more water pools, several shielded cells, and
other capabilities dictated by the nature of the work performed. The water pools permit visual
observation of naval spent nuclear fuel during handling and inspection while shielding workers from
radiation. The shielded cells are used for operations which must be performed dry.
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Il. Purpose of This Evaluation

In reference (a), the DOE Idaho Operations Office (DOE-ID) requested Naval Reactors, Idaho Branch
Office (NR/IBO) assistance in resolving issues associated with characterizing the waste inventory for
the Radioactive Waste Management Complex (RWMC) located at the Idaho National Engineering and
Environmental Laboratory (INEEL). The requested information included the radioactivity inventory of
various NRF radioactive wastes sent to the RWMC as well as information about the physical and
chemical form of that waste. Of particular interest were waste forms that might have included small
amounts of irradiated fuel materials since several RWMC burial records had been found which
indicated the presence of irradiated fuel materials. Also of particular interest was information about
waste forms that may be considered mobile (i.e., liquid, sludge, irradiated saw fines, and chips) and
information which might be of a safety concern for investigation or remediation of RWMC. This
evaluation is focused on those specific issues mentioned in reference (a) with additional information
provided as requested in subsequent correspondence from DOE-ID (references b, ¢, and d).

With the many and varied types of work performed at NRF over the past half century, a wide variety of
radioactive wastes have been generated and disposed of at RWMC. The largest amount of
radioactivity in NRF waste has been associated with non-fuel structural material removed from spent
fuel assemblies. This material consists of corrosion resistant metals such as stainless steel and
inconel that have been highly irradiated in reactor cores. Since the beginning of NRF operations, this
activated structural material has been removed from Naval fuel assemblies during the preparation for
examination. This highly activated structural material has been and continues to be disposed of at
RWMC. The radioactivity content of this waste stream has been reviewed and recalculated several
times at the request of DOE-ID as more radionuclides have become of interest in performing
environmental evaluations of RWMC. For this review, Chlorine-36 (CI-36) was evaluated, which had
not previously been evaluated in this waste stream.

Compared to the irradiated structural material and the irradiated fuel material waste streams, the

remainder of NRF waste streams contained much less overall radioactivity. These waste streams
would have included the radioactive waste associated with operation and maintenance of the NRF
prototype reactor plants as well as the waste streams associated with the Expended Core Facility.

IILA. Summary of NRF Waste Disposed of at RWMC

Summary tables of the total radioactivity in NRF radioactive waste sent to the RWMC for the time
period assessed are provided in Section V. As noted above, the largest amount of radioactivity in
NRF waste has been associated with non-fuel structural material removed from spent fuel
assemblies. This material consists of corrosion resistant metals such as stainless steel and inconel
that have been highly irradiated in reactor cores. The total amount of radioactivity associated with this
waste stream has not changed significantly from previous evaluations.

In some cases, examination of fuel assemblies at ECF resulted in waste containing small amounts of
irradiated fuel materials. Prior to 1971, these wastes were disposed of at the RWMC at INEEL in
accordance with the radioactive waste requirements at that time. NRF has carefully studied the
available records from the 1950s and 1960s to generate the best estimate of the small amount of
irradiated fuel materials buried at RWMC.

For Naval fuel materials with highly enriched uranium, only 0.205 kilogram of this uranium were
determined to be in the NRF radioactive waste by this evaluation. This is less than one hundredth of
one percent (less than 0.01%) of the amount of uranium in all of the Naval spent fuel that has been
examined at NRF. This very small amount of enriched uranium was in the form of various types of
fuel examination wastes. Highly enriched uranium was a valuable resource in the 1950s and 1960s.
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The Idaho Chemical Processing Plant (ICPP, currently called INTEC) was located on the INEEL and
processed spent highly enriched uranium fuels to recover the U-235 from these fuels. ICPP provided
a ready outlet for any unneeded irradiated highly enriched uranium at NRF. Thus only very small
amounts of finely divided or dissolved fuel materials were included in the radioactive waste sent to
RWMC.

Another type of fuel examined at ECF was the natural uranium blanket fuel from the Shippingport
Atomic Power Station. This fuel is described in more detail in Section lll. Irradiated natural uranium
fuel, with its much lower concentration of fissionable U-235, is much less radioactive than irradiated
fuel with highly enriched uranium. Irradiated natural uranium fuels had some residual value in the
1960s both in the plutonium that could be extracted by chemical processing and the residual partially
depleted uranium. However, there was no processing capability at INEEL for irradiated natural
uranium fuel. There was capacity for natural uranium fuel processing at Hanford. Over 95% of the
irradiated Shippingport natural uranium blanket fuel examined at ECF was subsequently shipped to
Hanford for processing in 1966. 219 kilograms of this natural uranium fuel material was considered to
be uneconomical for shipment to Hanford and was disposed of as radioactive waste at RWMC. This
natural uranium fuel material did not consist of entire fuel assemblies, but rather smaller pieces of fuel
assemblies or other waste generated during the fuel examination process.

In 1970, the Atomic Energy Commission modified the requirements for low-level waste to preclude the
burial of transuranic radionuclides above a specified concentration. (The Nuclear Regulatory
Commission adopted comparable limits for commercial licensed disposal sites in 1983.) Accordingly,
since 1970 NRF has not disposed of waste at RWMC that contained irradiated fuel materials.

There are several other types of radioactive waste materials that would not be permitted to be disposed of at
RWMC under current requirements for which there were no restrictions in the 1950s and 1960s. As
requested by DOE-ID, this evaluation includes information on several of these types of materials, including
radioactive waste in liquid or sludge form, radioactive oil, and radioactive zirconium in the form of finely
divided chips.

lll. Investigation of Wastes with Small Amounts of Irradiated Fuel Materials

lllLA. Evaluation of Receipt and Disposition of Shippingport Fuel

lll.LA.1_Background on the Shippingport Pressurized Water Reactor

The Shippingport Atomic Power Station was the Nation’s first commercial nuclear power reactor.
Initial operation was in December 1957. Shippingport was a pressurized water reactor. The first two
reactor cores were "seed and blanket" reactor cores. The seed assemblies had highly enriched
uranium, and the blanket assemblies had natural uranium. The first core (PWR-1) had three partial
refuelings where the expended seed fuel was removed and replaced with new seed fuel. Selected
blanket fuel also was removed and replaced during the seed refuelings. The final defueling of PWR-1
included the removal of all seed and blanket fuel. The second core (PWR-2) included one refueling,
where the seed fuel was removed and replaced. The defueling included the removal of all seed and
blanket fuel in preparation for the light water breeder reactor. (reference e)

The seed fuel associated with PWR-1 was referred to as Seed 1, Seed 2, Seed 3, and Seed 4, which
correlates with the initial seed loading and the replacement seed fuel at each partial refueling.

Figure 1 in Attachment 1 shows the arrangement of the PWR-1 core. There were 32 seed
assemblies. Each seed assembly included four subassemblies (128 total) and each subassembly
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contained 15 fuel elements (1920 total). Figure 2 in Attachment 1 shows a cross section of a seed
subassembly. The as-built Uranium-235 (U-235) loading for Seed 1 was 75 kilograms (Kg) of U-235
while Seeds 2 through 4 had 90 Kg of U-235. Operations with Seed 1 occurred between 1957 and
1959; Seed 2, between 1960 and 1961; Seed 3, between 1961 and 1962; and Seed 4, between 1963
and 1964. (reference f and n)

In addition to the seed fuel, two test assemblies containing highly enriched uranium were placed into
PWR-1. These test assemblies, known as Special Oxide Assembly Prototype (SOAP) I and II,
replaced blanket fuel assemblies. SOAP-I was placed in the core during the partial refueling for
replacement of Seed 2 with Seed 3. SOAP-II was placed in the core during the partial refueling for
replacement of Seed 3 with Seed 4. Both SOAP assemblies were removed during the final defueling
of PWR-1. (reference g)

The PWR-1 blanket fuel was made of natural uranium in the form of natural uranium dioxide pellets
clad with zircaloy tubes. Figure 3 in Attachment 1 shows the arrangement of a PWR-1 blanket
assembly. Each blanket assembly was made from seven stacked fuel bundles. Each fuel bundle was
an array of short zircaloy tubes with natural uranium oxide pellets in the tubes. PWR-1 had space for
113 blanket assemblies. Each assembly contained seven fuel bundles (total of 791) and each bundle
contained 120 short fuel rods (total of 94,920). The as-built natural uranium loading for the blanket
fuel was approximately 12,850 Kg of natural uranium. (references e,g,h)

During each seed refueling of PWR-1, some blanket fuel assemblies were removed primarily for
testing purposes to evaluate the performance of the blanket fuel. Most of the blanket fuel was not
removed during the refuelings and remained in PWR-1 through all four seeds. During the Seed 1
replacement with Seed 2, two blanket fuel bundles and one blanket assembly were replaced and sent
to ECF at NRF for testing purposes. During the Seed 2 replacement with Seed 3, three blanket
assemblies were replaced and sent to NRF. The SOAP-I test assembly replaced one blanket
assembly, while the other two blanket subassemblies were removed for testing purposes.

When Seed 3 was replaced with Seed 4, again three blanket assemblies were replaced and sent to
NRF. The SOAP-II test assembly replaced one blanket assembly and the Special Assembly of
Blanket Rod Elements (SABRE) assembly replaced another. The SABRE assembly was a natural
uranium blanket assembly where the fuel rods extended the full height of the core rather than being
subdivided into smaller stacked bundles. During the final defueling of PWR-1, all the blanket and
seed fuel was removed.

The PWR-2 core was also a seed and blanket core with 20 seed assemblies and 77 blanket
assemblies. The core had one refueling where Seed 1 was replaced with Seed 2 fuel. The first seed
operated between 1965 and 1969, while the second operated between 1969 and 1974. The as-built
U-235 loading of PWR-2 Seed 1 was 336 Kg U-235, and Seed 2 was 390 Kg U-235. The blanket fuel
had an as-built natural uranium loading of 17,100 Kg natural uranium. (references i,j)

One blanket assembly location in PWR-2 was occupied by a Multipurpose Extended Life Blanket
Assembly (MELBA). The purpose of the MELBA assembly was to determine the effect of extended
irradiation on PWR-1 blanket bundles. Eighteen PWR-1 blanket bundles were retained for use in the
MELBA. Nine bundles were inserted in the MELBA assembly and irradiated during PWR-2 Seed 1
operation. Nine bundles were retained as backup bundles. During the PWR-2 partial refueling, the
MELBA assembly was removed. Three bundles were replaced with backup bundles, and the MELBA
assembly was reinserted for operation with PWR-2 Seed 2. One regular blanket assembly also was
removed for examination and replaced during the partial refueling. All seed and blanket fuel was
removed from the Shippingport reactor following completion of PWR-2 operation in 1974.

(references i,j,k)
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lllLA.2 _Scope of the Shippingport Fuel Evaluation

Examination of spent fuel at ECF can involve the testing of small pieces that are removed from the
fuel. Some pieces may also undergo destructive evaluation, such as chemical dissolution and
measurement of the amount of individual radionuclides in those pieces. (reference p) In some cases,
these examinations resulted in waste containing small amounts of irradiated fuel materials. Prior to
1970, some of these wastes were disposed of at the RWMC at INEEL in accordance with the
radioactive waste requirements at that time.

In reference (a), the DOE-ID requested NR/IBO assistance in resolving issues associated with
characterizing the waste inventory for the RWMC. One area of particular interest in this request was
determining the amount and curie content of irradiated fuel materials from the Shippingport plant
which was disposed of at RWMC. DOE-ID requested the following information regarding the
Shippingport fuel:

(1) A complete review of shipping records and documentation of findings.
(2) An assessment of the initial Shippingport fuel mass and an accounting of its ultimate fate.
(3) A review of the Shippingport seed fuel.

I11.A.3 Receipt of Shippingport Fuel at ECF

All Shippingport PWR-1 and PWR-2 Seed fuel as well as the highly enriched uranium SOAP test
assemblies were shipped to the Expended Core Facility (ECF) following the various seed refuelings
and defuelings. Attachment 2 provides a listing of all PWR-1 seed fuel receipts at ECF.

Only a portion of the natural uranium blanket fuel assemblies from PWR-1 was sent to ECF for
examination. Attachment 3 provides a listing of all PWR-1 blanket fuel receipts at ECF. The 4330
kilograms of natural uranium in PWR-1 blanket fuel shipped to ECF were about one third of the total
12,850 kilograms of natural uranium in the PWR-1 blanket. The other two thirds of the blanket fuel
were sent directly to Hanford.

All shipments of MELBA and PWR-2 seed and blanket fuel to ECF occurred after the change in burial
requirements in 1970. (reference o) Therefore, there is no concern that any fuel materials from the
PWR-2 fuel in ECF's possession, including the MELBA bundles, were disposed of at RWMC. All
PWR-2 fuel that was not sent to the Idaho Chemical Processing Plant (ICPP, now the Idaho Nuclear
Technology and Engineering Center or INTEC) for processing or to another off-site organization for
testing and examination remains in storage at ECF. PWR-2 fuel receipts and disposition are therefore
not discussed further in this evaluation.
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IlI.A.4 Review of Waste Disposal Records

Previous record reviews by DOE-ID contractor personnel have found several "Waste Disposal and
Authorization Forms" originating from ECF that have identified irradiated PWR fuel materials in the
waste contents. A thorough review of NRF waste disposal records was performed to determine
whether any additional PWR irradiated fuel material shipments to RWMC could be found.

Several sources of information were considered in the review of irradiated PWR-1 fuel materials that
may have been sent to the RWMC. These sources included NRF RWMC shipping manifest disposal
records, past letters, and monthly disposal reports. The NRF waste shipping manifests were verified
to be nearly complete by the sequential numbering used during this time period for shipments sent
from various facilities at NRF. For example, shipments from ECF in 1960 began with the number 69
(meaning there were 68 previous shipments from ECF prior to 1960) and were sequentially numbered
to 934 through the end of 1965. In 1966, the sequential numbering was modified such that the first
shipment for the year was E-1 (“E” for ECF, “S” for S1W, etc.) and shipments were sequentially
numbered until the beginning of the next year. This numbering system helped verify the
completeness of the shipping records. PWR-1 fuel material shipments from NRF would have
originated from ECF. Beginning in 1970, those wastes defined as transuranic materials were not sent
to RWMC for disposal.

Attachment 4 provides copies of all of the Waste Disposal and Authorization Forms (waste shipping
manifests) to RWMC related to irradiated PWR fuel material. No additional irradiated fuel material
shipments were found during this latest review other than those provided by the DOE-ID contractor.
The Waste Disposal and Authorization Forms usually included descriptions, volumes, weight,
container type, estimated curies, radiation levels, and various approvals for the waste shipment. All of
the Waste Disposal and Authorization Forms manifests include a nuclear material accountability
signature (referred to as an “SS” signature on the manifest) that was signed if fuel was part of the
shipment. In general, the information provided on the manifests was accurate with the exception of
the curie totals and radionuclide content. The listed radioactivity content varied widely for similar
shipments, and thus cannot be considered reliable. The mass of nuclear material (i.e., uranium,
plutonium, etc.) is likely to be accurate since these were based on fuel accountability requirements
and were verified with signatures by those responsible for the nuclear material. Also, the listed
masses are consistent with the listed content and do not indicate the same variation and
inconsistencies as the curie content.

Attachment 5 lists the known shipments of PWR irradiated natural uranium fuel material to the RWMC
and provides an estimate of the irradiated fuel material disposed at the RWMC based on the NRF
shipping disposal manifests. A total of approximately 214 Kg of irradiated natural uranium is
estimated to have been sent to the RWMC. A small fraction of this fuel, 5.48 Kg of uranium, was in a
dissolved form absorbed in vermiculite. During testing and analysis at ECF, small quantities of
material were dissolved in nitric and hydrofluoric acid. The remainder of the irradiated fuel material
was listed as being in individual short rods or subassembly bundles of rods. While no information is
available on the integrity of the cladding in these rods, it is likely that the cladding was intact in cases
where subassembly bundles were disposed of (190 Kg uranium). In cases where individual rods were
disposed of or bundles were incomplete or partially disassembled (18 Kg uranium), it would be
appropriate to assume that the rod cladding is open to the immediate environment. Figure 4 in
Attachment 1 shows the typical configuration of a PWR-1 rod.

As noted above, no additional shipments of irradiated PWR-1 fuel were identified during this review.
In fact, the 214 Kg of irradiated natural uranium listed in Attachment 5 is approximately 16 Kg less
than the 230 Kg total listed in the preliminary evaluation forwarded by the Naval Reactors Idaho
Branch Office on March 6, 2002 (reference ). The reduction is due to the determination that a 16 Kg
shipment documented in a nuclear material inventory reconciliation report for the second half of 1969
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and first half of 1970 was actually unirradiated natural uranium rather than irradiated natural uranium.
Shipments to RWMC of unirradiated natural uranium associated with Shippingport are included in
Table 9 of Section III.C.

I1I.A.5 Material Balance for PWR-1 Seed and Blanket Fuel Received at ECF

As part of this review, a material balance was conducted to compare the amount of PWR-1 fuel that
was received at ECF with the amount that was shipped out from ECF or is still in storage at ECF.
Separate material balances were performed for the highly enriched uranium seed fuel and the natural
uranium blanket fuel. One difficulty in performing such material balances was locating the specific
fuel transfer records for PWR-1 fuel. Over its long history, ECF has received and transferred large
amounts of nuclear fuel in a very large number of transactions. In addition to the Shippingport fuel,
these transactions include the much larger amount of Naval spent fuel as well as a large number and
variety of irradiated fuel test specimens. Fuel transfer records from the 1960's are not computerized,
nor are they sorted by type of fuel such as PWR-1. Generally, these records are grouped by the site
of origin for receipts and the destination site for transfers. Records of receipt of Shippingport PWR-1
fuel at ECF were relatively easy to locate because they came primarily from the Shippingport site at
known times. Transfers of various types of fuel away from ECF went to a large number of places both
on INEEL and off-INEEL. Known locations of off-INEEL transfers include the Bettis and Knolls Atomic
Power Laboratories, Battelle Columbus Laboratory, Battelle Pacific Northwest Laboratory, other
Hanford contractors, Chalk River in Canada, Oak Ridge National Laboratory, and the Savannah River
Site. When looking for PWR-1 fuel transfer records, it has been necessary to concentrate the search
on destinations where such fuel is known to have been sent and timeframes when such transfers
were most likely to have occurred. Thus, it is possible that some records of PWR-1 transfers from
ECF may not have been located among the large number of historical records. Such cases, if they
exist, would tend to inflate the potential deficit of PWR-1 fuel in these material balances.

Another source of uncertainty in such material balances involves knowing precisely how much
uranium was in a particular piece of PWR-1 fuel. While the as-built quantities of uranium in new
PWR-1 fuel would be known within manufacturing tolerances, the amount of uranium remaining in
irradiated fuel was less well known. One of the chief reasons for examining PWR-1 seed and blanket
fuel was to determine the accuracy of calculations of how many fissions occurred in various parts of
the core. Thus, the understanding of how much uranium would have been in individual parts of the
PWR-1 core would have changed as a result of the examination. It is not clear that the amount of
uranium listed for any particular piece would be the same when that piece was transferred from ECF
as it was when that piece was shipped to ECF. As a result of these types of potential differences,
these material balances should be considered as an indication that there is not a large potential deficit
of fuel, and not an exact reconciliation.

All of the PWR-1 seed fuel was shipped to ECF from Shippingport. Attachment 2 provides a detailed
listing of each shipment of seed fuel. The highly enriched uranium SOAP test assemblies are
included in the seed fuel listing. This is summarized below. The “Element” refers to the total uranium
mass while “Isotope” refers to U-235.
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Table 1. Summary of PWR-1 Seed Fuel Received at NRF

Seed 1 32 Seed Assemblies 55,441 g Element (Total Uranium)
Received 45,322 g Isotope (U-235)
Seed 2 32 Seed Assemblies 62,256 g Element
Received 49,238 g Isotope
Seed 3 32 Seed Assemblies 63,630 g Element
Received 47,440 g Isotope
Seed 4 32 Seed Assemblies 64,746 g Element
Received 52,016 g Isotope
SOAP-I 760 g Element
477 g Isotope
SOAP-II 1,011 g Element
914 g Isotope
Total 128 Seed Assemblies 247,844 g Element

Received & SOAP-I/SOAP-II 195,407 g Isotope
Test Assemblies

Attachment 6 is a listing of the disposition of the PWR-1 seed fuel and SOAP test assemblies. Most
of the shipments were to ICPP, which is consistent with the highly enriched uranium content of this
fuel. Some SOAP fuel remains in storage at ECF today. A summary of Attachment 6 is provided
below.

Table 2. Summary of PWR-1 Seed Fuel for Which Disposition is Known

Seed 1 52,988 g Element
43,304 g Isotope
Seed 2 60,801 g Element
48,087 g Isotope
Seed 3 61,891 g Element
46,143 g Isotope
Seed 4 64,734 g Element

52,015 g Isotope

Combined Seed or
Unspecified Seed

4,781 g Element
3,744 g Isotope

SOAP 1,622 g Element
1,191 g Isotope
Total 246,817 g Element

194,484 g Isotope
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The amount of seed fuel received slightly exceeds the amount listed in the known disposition table by
1.027 Kg total uranium with 0.923 Kg U-235. None of the records of known shipment of Shippingport
fuel to RWMC included PWR-1 seed fuel or highly enriched uranium SOAP fuel. As discussed
previously, the search for PWR-1 fuel reviewed several thousand transactions and a few individual
transactions may have been overlooked during the search. Another possibility is that small pieces of
PWR-1 seed fuel were included with other highly enriched uranium shipments to ICPP. There are
records of shipments of small pieces of highly enriched fuel to ICPP for which the specific fuel type is
not recorded. As noted above, the amount of uranium in any individual part of fuel may have changed
due to different methods of estimating or calculating uranium content. Finally, it is likely that small
amounts of PWR-1 seed fuel were destructively analyzed and the material became part of the other
ECF radioactive waste streams that would have gone to RWMC. These other irradiated fuel material
waste streams are evaluated in Section Ill.C. Due to the relatively small amount of PWR-1 seed fuel
with unknown disposition, the lack of any disposal records clearly indicating disposal of PWR-1 seed
fuel at RWMC, and the ready availability of a disposition path at ICPP in the 1960s for highly enriched
uranium fuel, it is concluded that no separate RWMC source term is needed for PWR-1 seed fuel.

A separate material balance was performed for PWR-1 natural uranium blanket fuel. Attachment 3
lists the receipt of PWR-1 blanket fuel. This is summarized below.

Table 3. Summary of PWR-1 Blanket (Natural Uranium) Fuel Received at ECF

Total PWR-1 Blanket Fuel Received 4 Fuel Bundles
38 Blanket Assemblies
1 SABRE Assembly

Total (Mass) PWR-1 Blanket Fuel Received 4330 Kg U

Attachment 7 is a listing of the disposition of the PWR-1 blanket fuel. The search for sites where
blanket fuel might have been sent was much more difficult than for the PWR-1 seed fuel because
ICPP did not process natural uranium fuels and a much larger number of potential destination sites
were possible. NRF performed a search of the fuel transaction records and the shipping manifests
between 1960 and 1980 to identify any shipments that may contain PWR-1 blanket fuel. Most of the
PWR-1 blanket fuel received at ECF was shipped to Hanford. Some blanket fuel remains in storage
at ECF. Waste disposal records indicate that 214 Kg of natural uranium from PWR-1 were shipped to
RWMC for disposal. A summary of Attachment 7 is provided below.
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Table 4. Summary of PWR-1 Blanket Fuel for Which Disposition is Known

PWR-1 Blanket Fuel 214 Kg U
at RWMC
PWR-1 Blanket Fuel 3811 Kg U

Transferred to Other Sites

PWR-1 Blanket Fuel 304 Kg U
in Storage at ECF

Total Accounted for 4329 Kg U
PWR-1 Blanket Fuel

The amount of PWR-1 blanket fuel received exceeds the amount listed in the known disposition table
by one Kg. This is a very small fraction of the amount of PWR-1 blanket fuel received at ECF. Minor
differences in the quantity of PWR-1 blanket fuel shipped or in storage could be the result of various
estimation methods, such as burn up calculations, assay sampling, fuel processing recovery amounts,
etc. that could have been used to estimate the remaining fuel. Also, transfer records for natural
uranium fuel were often rounded to the nearest kilogram which could account for small differences.
Given the fact that the numbering and description of waste disposal records appears to be nearly
complete and the amount of potentially unaccounted for blanket fuel is so small, this blanket fuel
material balance does not constitute a data gap that would warrant assigning a higher value to the
amount of PWR-1 blanket fuel disposed of at RWMC.

l1I.A.6 Calculation of Curie Content of PWR-1 Blanket Fuel Materials at RWMC

Attachment 8 provides an assessment of the curie content of the PWR-1 natural uranium blanket fuel
materials sent to the RWMC. Various assumptions were used to provide an estimate of the curie
content of the fuel materials. Attachment 8 defines assumptions made and the modeling used, and
provides the results for radioisotopes of primary concern. The data in Attachment 8 provides isotopic
activities per kilogram of uranium for a selected list of isotopes. These data along with the uncertainty
discussed in the section below have been used to develop Table 5 which lists isotopic activities
associated with the 214 Kg of natural uranium fuel materials shipped to the RWMC for disposal.
(references g, m, q, r)

lII.A.7 Uncertainty

Given that the results of the material balances correlate well with the review of burial records, the 214
Kg of natural uranium fuel materials at RWMC is considered accurate. As discussed in Attachment 8,
the curie content per kilogram of natural uranium listed in Attachment 8 was calculated based on the
average power of the blanket fuel. Since most of the blanket fuel bundles disposed of at RWMC were
from locations that would be expected to have higher than average neutron flux levels, the best
estimate of fission product radionuclides was obtained by multiplying the average power concentration
from Attachment 8 by 1.5. An upper bound estimate for the fission product radionuclides is 50
percent above the best estimate, or a factor of 2.25 times the Attachment 8 concentration. For
plutonium and other actinide radionuclides, the curie content calculation is approximately three times
the values measured by actual chemical assays performed in the 1960s. Therefore, a best estimate
for plutonium and other actinides is therefore obtained by first dividing by three to account for the
known over calculation and then multiplying by 1.5 to account for the higher than average neutron flux
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levels for the specific blanket bundle locations in the same manner as with fission product
radionuclides. An upper bound estimate was obtained by multiplying by an additional factor of 1.5.
The curie content for the uranium isotopes and their decay chain radionuclides has little uncertainty
based on the expected accuracy of the 214 Kg of uranium sent to the RWMC. Therefore the best
estimate and upper bound estimate are the same for uranium isotopes and their decay chains and are
obtained without adjustment from the average power concentrations in Attachment 8.

I11.A.8 Summary of Shippingport Evaluation

NRF reviewed shipping disposal manifests, fuel transaction records, monthly disposal records, etc. to
evaluate the waste stream associated with fuel from the Shippingport Atomic Power Station. The
review concluded that approximately 214 Kg of irradiated natural uranium materials associated with
the Shippingport plant were disposed at the RWMC. Of the 214 Kg, approximately 5.5 Kg was in
dissolved form absorbed in vermiculite. Approximately 190 Kg is likely to have intact cladding while
18 Kg should be considered to be in pellet form with potentially non-intact cladding. The total curie
content for the best estimate and upper bound estimate for the dissolved and solid/pellet form of the
fuel materials is shown in Table 5 below at one year of decay.
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Table 5. Isotopic Activities for PWR-1 Irradiated Fuel Sent to RWMC (at One-year Decay)

Best Estimate  Best Estimate  Upper Bound  Upper Bound

Total Curies Total Curies Total Curies Total Curies
Isotope (Solid/Pellet) (Dissolved) (Solid/Pellet) (Dissolved)
Ac-227 3.48E-08 9.19E-10 3.48E-08 9.19E-10
Am-241 1.08E+01 2.85E-01 1.62E+01 4.27E-01
Am-243 2.34E-02 6.16E-04 3.50E-02 9.24E-04
C-14 2.84E-02 7.49E-04 4.26E-02 1.12E-03
Cm-244 3.49E-01 9.21E-03 5.24E-01 1.38E-02
Cs-137 1.06E+04 2.80E+02 1.59E+04 4.20E+02
Eu-152 2.29E+00 6.04E-02 3.43E+00 9.06E-02
Eu-154 2.55E+02 6.73E+00 3.82E+02 1.01E+01
H-3 4.62E+01 1.22E+00 6.93E+01 1.83E+00
1-129 3.90E-03 1.03E-04 5.85E-03 1.55E-04
Nb-94 1.37E-05 3.62E-07 2.06E-05 5.43E-07
Np-237 2.66E-03 7.03E-05 3.99E-03 1.05E-04
Pa-231 4.84E-07 1.28E-08 4.84E-07 1.28E-08
Pb-210 3.44E-10 9.08E-12 3.44E-10 9.08E-12
Pu-238 1.18E+01 3.12E-01 1.77E+01 4.67E-01
Pu-239 4 43E+01 1.17E+00 6.65E+01 1.75E+00
Pu-240 3.86E+01 1.02E+00 5.79E+01 1.53E+00
Pu-241 3.03E+03 8.01E+01 4.55E+03 1.20E+02
Pu-242 2.55E-02 6.47E-04 3.83E-02 1.01E-03
Ra-226 5.19E-09 1.37E-10 5.19E-09 1.37E-10
Ra-228 4.38E-13 1.16E-14 4.38E-13 1.16E-14
Sr-90 6.24E+03 1.65E+02 9.36E+03 2.48E+02
Tc-99 1.49E+00 3.93E-02 2.24E+00 5.90E-02
Th-228 7.34E-05 1.94E-06 7.34E-05 1.94E-06
Th-229 1.26E-09 3.32E-11 1.26E-09 3.32E-11
Th-230 3.63E-06 9.57E-08 3.63E-06 9.57E-08
Th-232 1.95E-12 5.15E-14 1.95E-12 5.15E-14
U-232 1.58E-04 4.16E-06 1.58E-04 4.16E-06
U-233 1.44E-06 3.80E-08 1.44E-06 3.80E-08
U-234 5.80E-02 1.53E-03 5.80E-02 1.53E-03
U-235 9.43E-04 2.49E-05 9.43E-04 2.49E-05
U-236 1.00E-02 2.65E-04 1.00E-02 2.65E-04
U-238 6.84E-02 1.81E-03 6.84E-02 1.81E-03
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I1l.B Evaluation of Disposition of Fuel Materials Associated with the First Two Cores of the
S1W Prototype and USS NAUTILUS

l11.B.1 Background on S1W Prototype and NAUTILUS

The design and construction of the S1W prototype occurred simultaneously as the design for the Mark
Il core (S1W-2), which was to be used in the first nuclear-powered submarine, USS NAUTILUS (SSN-
571). Construction of NAUTILUS began on June 14, 1952. The power plant first operated on
December 30, 1954 and reached full power on January 3, 1955. NAUTILUS set numerous speed,
distance and submergence records for submarine operations that were not possible with conventional
submarines. Among its many accomplishments was becoming the first ship to reach the North Pole.
NAUTILUS operated until May 1979 after 2500 dives and 513,000 miles.

The first two cores for both the S1W prototype and NAUTILUS were operated in the 1950s. The first
S1W prototype core (S1W-1) operated from March 1953 until September 1955. The second
prototype core (S1W-3) operated between March 1956 and November 1957. The first NAUTILUS
core (S1W-2) operated from December 1954 until February 1957. The second NAUTILUS core
(S1W-3A) operated between April 1957 and May 1959. After each refueling the NAUTILUS cores
were sent to NRF where the S1W prototype facility and ECF were located. A full description of
operations associated with ECF is provided in reference (s). The fuel from the first two cores of the
S1W prototype and NAUTILUS were examined, tested, and prepared for reprocessing at either a fuel
handling facility located within the S1W plant or at ECF.

The fuel used in the first two cores for both the S1W prototype and NAUTILUS was highly enriched
uranium. The S1W plant also operated with some removable fuel assemblies that were installed and
removed throughout the lives of the two cores. The vast majority of the spent fuel associated with the
cores, including the removable fuel assemblies, was ultimately sent to ICPP for reprocessing to
recover valuable highly enriched uranium.

11.B.2 Scope of the Early S1W and NAUTILUS Fuel Evaluation

Examination of spent fuel at ECF can involve the testing of small pieces that are removed from the
fuel. Some pieces may also undergo destructive evaluation, such as chemical dissolution and
measurement of the amount of individual radionuclides in those pieces. In some cases, these
examinations resulted in waste containing small amounts of irradiated fuel materials. Prior to 1970,
some of these wastes were disposed of at the RWMC at INEEL in accordance with the radioactive
waste requirements at that time.

In reference (a), the DOE-ID requested NR/IBO assistance in resolving issues associated with
characterizing the waste inventory for the RWMC. Of particular interest was the irradiated fuel
associated with the first two cores of the S1W prototype plant and NAUTILUS. DOE-ID requested
that early operations at NRF be reviewed to determine whether irradiated fuel material from these
cores might have been sent to RWMC prior to implementation of transuranic waste limits in 1970.
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11.B.3 Difference Between Previous and Current Assessment

NR/IBO initially evaluated this waste stream in a March 2002 letter (reference (1)), however the limited
time available for that preliminary review resulted in considerable uncertainty. The initial March 2002
review was limited to an effort to calculate how much uranium would be left in these four spent cores
at the end of core life and then compare this amount to the amount of uranium reported to have been
recovered at ICPP. The conclusion of the initial assessment, based on the limited information on
hand, was that small portions of these cores (very roughly estimated at 4.67 kilograms) might have
been disposed of at the RWMC.

There were several major uncertainties in the March 2002 preliminary evaluation. The biggest
uncertainty was the reported amount of uranium recovered at ICPP. This information attributed the
output of various ICPP processing campaigns to individual spent cores. In addition, it was uncertain
whether uranium recovery information for one of these cores (S1W-3A) was available at all.

The approach taken in this current evaluation was to perform a very detailed search and evaluation of
all fuel transfer records of this era in an attempt to definitively account for the disposition of all of the
fuel from these four spent cores. This evaluation confirmed that the uranium recovery information
from specific ICPP processing campaigns cannot reliably be used to account for all of the fuel from
these early spent cores. For example, shipments of S1W-1 fuel to ICPP started in 1956 and
continued up to as late as 1963. In any given calendar year in the late 1950s and 1960s fuel shipped
to ICPP would have come from several different spent cores. Another flaw in the approach of
comparing spent core uranium inventories to ICPP uranium recovery was that some of this spent fuel
was sent to other laboratories for evaluation. Other laboratories that received some spent fuel
specimens included Bettis Atomic Power Laboratory, Knolls Atomic Power Laboratory, Oak Ridge
National Laboratory, Battelle Memorial Institute, Argonne National Laboratory, Brookhaven National
Laboratory, and General Electric-Hanford. In addition, the actual amount of uranium recovered after
process losses at ICPP might not match the amount of uranium listed in records of shipments to
ICPP. The use of ECF accountability records provides a consistent basis for tracking this material.

Ill.B.4 Classification of Information on Early Naval Cores

Due to the military significance of Naval nuclear propulsion, much of the information specifically
associated with the S1W prototype and NAUTILUS cores is classified and cannot be discussed in
detail in publicly available documents. This report is presented in an unclassified manner. Classified
enclosures to this report provide additional detailed information and references to other documents.

1I.B.5 Availability of Records

The records reviewed in this evaluation consisted of several types of information. The most useful
records were the records of receipt of nuclear fuel at NRF and the records of transfer of spent fuel
from NRF to other organizations. For the two S1W prototype cores, S1W-1 and S1W-3, receipt
records were available for the new unirradiated fuel received at NRF. For the two NAUTILUS spent
cores, S1W-2 and S1W-3A, the receipt records were for irradiated spent fuel. Records were available
for transfer of irradiated fuel from each of these four early spent cores to a variety of organizations.
Several design reports were available to understand the construction of these early cores in terms of
how many fuel assemblies were present in each core. This information was useful in determining
whether all of the fuel assemblies for each spent core were accounted for in the fuel transfer records.
Attachment 9 is a classified summary of the receipt and disposition of these four cores and includes
references to the core layout as well as the listing of various types and identities of fuel assemblies in
each core and includes a diagram of the S1W-1 core. Finally, several documents were available
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which discussed how much residual uranium was present in the spent cores. The most important of
these records was the overall bookkeeping record of the inventory of highly enriched uranium at NRF.

I11.B.6 Disposition of S1W-1 Fuel

The first STW prototype core (S1W-1) was initially retained at NRF after refueling. The fuel was
prepared for inspection and reprocessing by removing the non-fuel structural components of the fuel
assembilies in a water pool in the S1W building. In addition, smaller portions of the fuel to be
examined for testing purposes were sent to a hot cell in the S1W building. Attachment 10 is a
classified listing of all of the shipments of S1W-1 fuel. A detailed search of fuel transaction records
associated with S1W-1 accounted for all of the U-235 in this spent core. The vast majority of the fuel
went to ICPP for reprocessing. Other transactions showed small quantities sent to the Bettis Atomic
Power Laboratory in Pittsburgh, Argonne National Laboratory-West, and General Electric in Richland,
Washington. Some fuel pieces were tracked as having been shipped from NRF to Bettis, and then on
to Battelle Columbus, back to NRF, and finally on to ICPP.

For the S1W-1 core, there were 53 different records of shipment of pieces of this core. Over 100
specifically identified line items were included in these transaction records. Over 20 of these line
items were for pieces or samples containing less than 10 grams of U-235 with some as small as
2 grams.

All of the fuel assemblies in this core were accounted for in this review. That is, the number of
specific numbered fuel assemblies in the shipment records matched the number that were in the core
according to the design references. Due to the experimental function of the prototype fuel, many of
the fuel assemblies had been disassembled (subdivided) into smaller pieces and samples. However,
traceability of the major parts of each assembly was maintained. Furthermore, the total weight of U-
235 in all of the shipping records is exactly the total amount listed in the accountability records as
having been present in this core at end-of-life.

In addition, S1TW-1 core included several removable fuel assemblies that were installed and removed
at various times during its lifetime. Attachment 11 is a classified listing of the removable fuel
assembilies, their beginning of life fuel loadings and the history of when they were installed and
removed from the core. Attachment 12 is a classified listing of the disposition of the removable fuel
assemblies. Transaction records accounted for all but 0.26 grams of U-235 being sent to ICPP or
Bettis-Pittsburgh. There were 11 different records of shipments of pieces of the S1W-1 removable
fuel assemblies. Approximately 40 specifically identified line items were included in the transaction
records with one as small as 1.27 grams of U-235. The very minor difference in quantities between
end-of-life values and the transaction records are attributed to rounding of numbers upon subdivision
and shipment as well as the possible introduction of a very small amount of fuel material into NRF
waste streams. The fuel material in these other waste streams is addressed in Section III.C.

lll.B.7 Disposition of S1W-3 Fuel

The second S1W prototype core (S1W-3) was removed from the plant in November 1957 and
transferred to the S1W water pit for disassembly, inspection, and disposition. In addition, smaller
portions of the fuel to be examined for testing purposes were sent to a hot cell in the S1W building.
Attachment 13 is a classified listing of S1W-3 fuel assemblies and their disposition. Most of the fuel
went to ICPP for reprocessing with smaller quantities transferred to Knolls Atomic Power Laboratory
and Bettis Atomic Power Laboratory in Pittsburgh. For the S1TW-3 core, there were 32 different
records of shipment of pieces of this core. Over 120 specifically identified line items were included in
these transaction records with some as small as 3.01 grams of U-235.
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The major portions of all of the fuel assemblies in this core were accounted for in this review, either as
intact fuel assemblies or identifiable major pieces of specific fuel assemblies. For one fuel assembly,
a small portion of it was not accounted for. The total weight of U-235 in all of the shipping records
was 130 grams less than the total amount listed in the accountability records as having been present
in this core. There are some unresolved discrepancies in a few of the transaction records for this
core. For one transaction record of miscellaneous sample material, the amount of U-235 was revised
from 137 grams to 40 grams without explanation. A similar revision reduced the U-235 amount in
another transaction by 18.03 grams without explanation. No specific transaction record could be
found for a portion of one fuel assembly. This discrepancy appears to be the cause of most of the
130 gram overall deficit. No records were found which indicated that specific pieces or parts of this
core were disposed of at RWMC. However, as with the other cores, it is possible that a very small
amount of STW-3 fuel was destructively analyzed and the material became part of the other NRF
radioactive waste streams that would have gone to RWMC.

During S1W-3 core lifetime, there were several removable fuel assemblies. Attachment 14 is a
classified listing of these removable fuel assembilies, their beginning of life fuel loadings and the
history of when they were installed and removed from the core. Attachment 15 is a classified listing of
the disposition of the removable fuel assemblies. There were 15 different records of shipments of
pieces of these removable fuel assemblies. The maijority of the fuel was sent to ICPP for
reprocessing with smaller quantities sent to Battelle Memorial Institute in Ohio and Bettis Atomic
Power Laboratory. Approximately 20 specifically identified line items were included in the transaction
records with one as small as 2.1 grams of U-235. A weight comparison between end-of-life values
and the values listed in the disposition transaction records had to be calculated because no
documented end-of-life residual uranium values were found for these removable fuel assemblies.
NRF performed a calculation of depletion of these fuel assemblies, based upon beginning-of-life fuel
values and the known power history that each fuel assembly experienced. Based upon this depletion,
and a review of individual disposal records of each fuel assembly, all but 87 grams were accounted
for as being sent for laboratory analysis or to ICPP for reprocessing. Each of the numbered
removable fuel assemblies is specifically accounted for in the disposition transactions either as intact
fuel assembly or the major part of the fuel assembly. Some of the relatively small difference in fuel
values may be ascribed to differences in depletion calculations and possibly to incomplete records for
some subdivided samples. Also, it is possible that a very small amount of this fuel was destructively
analyzed and the material became part of the other NRF radioactive waste streams that would have
gone to RWMC. In one specific case, 5 grams of irradiated enriched uranium in a 1962 accountability
record was specifically identified as unrecoverable uranium from some uranium bearing
thermocouples, one of which came from a removable fuel assembly. The radioactivity in these other
waste streams, including the 5 grams specifically identified as coming from the removable fuel
assembly, is addressed in Section IlI.C.

1ll.B.8 Disposition of S1W-2 Fuel

The first NAUTILUS core (S1W-2) was received at NRF in March 1957. Disassembly of the core for
inspection, sampling and disposition occurred between April and July 1957. Again the fuel was
prepared for reprocessing by removing the non-fuel structural components of the fuel assemblies in
the water pit at S1TW. Attachment 16 is a classified listing of S1W-2 fuel assemblies and their
disposition. A detailed search of fuel transaction records accounted for the entire U-235 amount
associated with S1W-2 with the majority of it going to ICPP for reprocessing. Smaller transfers were
made to Oak Ridge National Laboratory, Argonne National Laboratory, and Brookhaven National
Laboratory. For the S1W-2 core, there were 32 different records of shipment of pieces of this core.
Over 50 specifically identified line items were included in these transaction records with some as
small as 4 grams of U-235.
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All of the fuel assembilies in this core were accounted for in this review, either as intact fuel
assemblies or identifiable major pieces of specific fuel assemblies. That is, the number of specific
numbered fuel assemblies in the shipment records matched the number in the core according to the
design references. Furthermore, the total weight of U-235 in all of the shipping records was the same
as the total amount listed in the accountability records. Despite the fact that the shipping records
exactly matched the inventory records, it is possible that a very small amount of S1W-2 fuel was
destructively analyzed and the material became part of the other NRF radioactive waste streams that
would have gone to RWMC. The fuel material in these other waste streams is addressed in Section
l.C.

11.B.9 Disposition of S1W-3A Fuel

The second NAUTILUS core (S1W-3A) was received at NRF in 1959. The fuel was prepared for
reprocessing by removing the non-fuel structural components of the fuel assemblies at the ECF water
pit. Attachment 17 is a classified listing of S1W-3A fuel assemblies and their disposition. A detailed
search of fuel transaction records associated with S1W-3A accounted for almost all of the U-235 with
the entire core going to ICPP for reprocessing. For the S1W-3A core, there were 31 different records
of shipment of pieces of this core. Over 80 specifically identified line items were included in these
transaction records. Nearly all of the S1TW-3A fuel assemblies were shipped to ICPP as intact fuel
assemblies. There were relatively few smaller pieces and no very small gram quantity samples in the
S1W-3A shipments.

All of the fuel assemblies in this core were accounted for in this review, either as intact fuel
assembilies or identifiable major pieces of specific fuel assemblies. That is, the number of specific
numbered fuel assemblies in the shipment records matched the number in the core according to the
design references. The total weight of U-235 in all of the shipping records was 1.4 grams less than
the total amount listed in the accountability records as having been present in this core. Part of this
difference may have come from rounding differences in the many transactions and samples used to
disposition the core. Also, it is possible that a very small amount of S1W-3A fuel was destructively
analyzed and the material became part of the other NRF and ECF radioactive waste streams that
would have gone to RWMC. The fuel material in these other waste streams is addressed in

Section III.C.

111.B.10 Review of Waste Disposal Records

In addition to the fuel transaction review discussed above, a review of radioactive waste disposal
records and weekly facility operational reports was performed to determine if these records indicated
fuel material was sent to the RWMC from the first two S1W prototype and NAUTILUS cores. A nearly
complete set of radioactive waste disposal records were available for waste sent from NRF to the
RWMC since the beginning of waste generating operations at NRF in 1953. The early waste disposal
records were recorded on a Radioactive Shipment Monitoring Record form that provided a general
description of the material, the originator of the waste, the destination of the material, the method of
shipment, radiation readings and approval signatures. Later, disposal records were maintained on
Radioactive Shipment Record forms, which included additional information such as curie estimates
and radioisotopes of concern.

A review of the disposal records from 1953 through 1970 did not show any specific pieces or parts of
S1W prototype or NAUTILUS fuel having been sent to the RWMC. Descriptions provided on the early
disposal records were typically not very detailed. However as shown on later disposal records in the
1960s, unusual or unique disposals usually contained a specific description of the item on the record.
Also, each disposal record related to the small amounts of irradiated fuel in subassemblies of
Shippingport pressurized water reactor (PWR) Core 1 specifically included a description that included

101



PWR subassemblies. This review did not find any identifiable pieces or parts of the early S1W
prototype or NAUTILUS cores that were disposed of at RWMC.

111.B.11 Uncertainty

One potential source of uncertainty in this evaluation is the accuracy of the calculation of the residual
uranium (and thus the fission products and actinides) in the spent fuel assemblies. All of the
accountability records found during this review used uniform residual uranium concentrations across
the entire core. That is, the amount of depletion and remaining uranium was considered to be exactly
the same for each fuel region. This is clearly an oversimplification as the fuel depletion would have
varied in different regions of the core. Also, for the STW-1 core, the amount of residual uranium
recorded in the accountability records as being in the spent fuel is known to be too high. This is
known because the number of fissions necessary to reduce the fuel uranium content down to the
accountability record value is significantly less than the amount of fissions necessary to have
generated the thermal energy the core is known to have generated. However, since the accountability
records consistently assigned depletion values calculated in the manner discussed above, the
assigned end-of-life (EOL) values can be compared directly to the fuel values associated with the
disposal of the fuel material.

In addition, item identification of the individual fuel assemblies in the disposal path allows one to
conclude that the major parts of all the fuel assemblies have been accounted for, either as intact fuel
assembilies or identifiable major pieces of specific fuel assemblies. Collectively, the total amount of U-
235 listed in the shipping records was only 219 grams less than the total amount of U-235 that was
present in these cores according to the fuel accountability records. This difference is less than 0.5%
of the amount of U-235 that was in these four spent cores.

l11.B.12 Summary of S1W Prototype and NAUTILUS Fuel Evaluation

Based on the information gathered during the detailed evaluation of fuel transaction records and
waste disposal records, it is concluded that no specific identifiable pieces and parts of these four early
spent cores were disposed at RWMC. That is based on the fact that all of the fuel assemblies of each
of these spent cores could be accounted for in the disposition records, either as intact fuel assemblies
or identifiable major pieces of specific fuel assemblies. Collectively, the total amount of U-235 listed
in the shipping records was only 219 grams less than the total amount of U-235 that was present in
these cores according to the fuel accountability records. This difference is less than 0.5% of the
amount of U-235 that was in these four spent cores. Some of this material may have been shipped to
ICPP later without being specifically identified as coming from these cores. Since there were a very
large number of transactions and fuel amounts in each transaction were typically rounded to the
nearest whole gram, some of this difference may have been caused by rounding. Also, it is possible
that a small amount of fuel from these cores was destructively analyzed and the material became part
of the other NRF and ECF radioactive waste streams that would have gone to RWMC. Due to the
relatively small difference between the shipping records and the inventory records, the lack of any
disposal records clearly indicating disposal of S1W prototype or NAUTILUS fuel, and the ready
availability of a disposition path at ICPP in the 1950s and 1960s for highly enriched uranium fuel, it is
concluded that no separate RWMC source term is needed for these early Naval cores.
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I1l.C Evaluation of Potential Disposal of Other Miscellaneous Irradiated Fuel Material at RWMC

lll.C.1 Purpose of Miscellaneous Irradiated Fuel Material Evaluation

In reference (a), DOE-ID requested NR/IBO assistance in resolving issues associated with
characterizing the waste inventory for the RWMC. In addition to the particular interest in potential
disposal of irradiated fuel materials from Shippingport and early Naval cores, DOE-ID requested that
other miscellaneous irradiated fuel materials be evaluated. A possible contributor to this waste
stream would be specimens from the irradiations test program and miscellaneous fuel scrap waste
generated from core examinations. This portion of the study evaluates the possibility that such
irradiated Naval Reactors fuel material might have contributed to the RWMC waste inventory prior to
the implementation of transuranic waste limits in 1970.

l1I.C.2 Availability and Review of Records

Transfer of reportable quantities of nuclear material is normally accompanied by accountability
transaction forms. From the earliest days of the Naval Nuclear Propulsion Program to the present
time, transaction documents are on file for shipments to and receipts from other facilities. An
exception is disposal of nuclear material at the RMWC. Disposal of nuclear material at the RWMC did
not require transaction forms (equivalent to the DOE/NRF Form 741 used today). However,
accountability personnel were required to maintain a balance of all nuclear material, similar to a
checking account. Some documents are available to substantiate approved shipments of nuclear
material to the RWMC. These documents take the form of approval letters that authorize disposal of
the material and waste disposal records for shipment of radioactive material to the RWMC.

A nearly complete set of radioactive waste disposal records was available for waste sent from NRF to
the RWMC since the beginning of waste generating operations at NRF in 1953. The early waste
disposal records were recorded on a Radioactive Shipment Monitoring Record form that provided a
general description of the material, the originator of the waste, the destination of the material, the
method of shipment, radiation readings and approval signatures. Later, disposal records were
maintained on Radioactive Shipment Record forms, which included additional information such as
curie estimates and radioisotopes of concern.

A review of the disposal records from 1953 through 1971 was conducted to determine what nuclear
material NRF sent for disposal at the RWMC. The following four tables present the information found
in this review. The tables group the material by the following categories:

Irradiated Enriched Uranium (Potentially Dissolved or Finely Divided Form)
Irradiated Enriched Uranium (Solid Form)

Irradiated Natural Uranium

Unirradiated Natural Uranium
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These tables include information from the original documents that are not always clearly
understandable or consistent. For example, terminology and acronyms were used that were not
defined. In some cases, the record provided a range of uranium weights. In such cases the high end
of the range was used in adding up the total uranium weight. Also, the curie content information is
crude. Often a single number is assigned to the entire shipment without differentiating between the
fuel related curies and other radioactive material in the same shipment. Thus, for the fuel
radioactivity, the curie content has been separately calculated based on the total weight of irradiated
uranium as discussed in Section I11.C.3.

Several conclusions can be drawn from the information in the Tables 6-9. The total amount of
enriched uranium listed in the tables is very small, 205 grams. For irradiated enriched uranium fuel
materials, nearly all of the table entries were for forms other than identifiable fuel pieces or
specimens. Common entries in the solid table included items such as wires, foils, fission counters,
chips, absorbed solutions, samples, and punchings. The physical form of the material listed in these
tables provides further evidence that larger pieces of Naval spent fuel were not disposed of at RWMC.
This is consistent with the information from the material balance of the early Naval cores which
indicated that numerous small pieces of fuel, some as small as 2 grams, were sent to ICPP for
processing and uranium recovery.

For the purposes of environmental evaluation at RWMC, a conservative estimate is to assume that

approximately 80 grams of the total 205 grams of irradiated enriched uranium may be in a dissolved
or finely divided form. The remainder is in a solid form. Both the irradiated and unirradiated natural
uranium listed in the above tables is in solid form with intact cladding.

I1l.C.3 Radioactivity Content

Bettis has calculated the radioactivity content of highly enriched uranium using the Oak Ridge
National Laboratory computer code ORIGEN-S. For the enriched uranium calculation, 97.3%
enriched uranium was conservatively assumed to be irradiated such that approximately 32% of the
original U-235 remained. This depletion is typical of test reactor irradiations which test more extreme
irradiation conditions. For the wide variety of irradiated uranium listed in the above tables, this
amount of depletion would be conservative.

The following table lists the total curies (at one year of decay) as a best estimate and upper bound

amount associated with the irradiated enriched uranium for the radionuclides of concern for the
potentially dissolved or finely divided form and the solid form.
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Table 10. Isotopic Activities for Irradiated Enriched Uranium Sent to RWMC

Best Estimate Best Estimate Upper Bound Upper Bound
Total Curies Total Curies Total Curies Total Curies
Isotope (Solid) (Dissolved) (Solid) (Dissolved)
Ac-227 2.38E-09 1.52E-09 4.28E-09 2.74E-09
Am-241 2.38E-03 1.52E-03 4.28E-03 2.74E-03
Am-243 5.10E-05 3.27E-05 9.19E-05 5.88E-05
C-14 2.36E-07 1.51E-07 4.25E-07 2.72E-07
Cm-244 4 10E-03 2.63E-03 7.39E-03 4.73E-03
Cs-137 2.07E+02 1.33E+02 3.73E+02 2.39E+02
Eu-152 1.05E-02 6.75E-03 1.90E-02 1.22E-02
Eu-154 1.15E+01 7.38E+00 2.07E+01 1.33E+01
H-3 8.17E-01 5.23E-01 1.47E+00 9.41E-01
[-129 4.94E-05 3.16E-05 8.89E-05 5.69E-05
Nb-94 8.59E-08 5.50E-08 1.55E-07 9.90E-08
Np-237 9.70E-04 6.20E-04 1.75E-03 1.12E-03
Pa-231 6.16E-08 3.94E-08 1.11E-07 7.09E-08
Pu-238 3.75E+00 2.40E+00 6.75E+00 4.32E+00
Pu-239 7.74E-03 4.96E-03 1.39E-02 8.93E-03
Pu-240 2.23E-03 1.42E-03 4.01E-03 2.56E-03
Pu-241 1.14E+00 7.30E-01 2.05E+00 1.31E+00
Pu-242 7.87E-06 5.03E-06 1.42E-05 9.06E-06
Sr-90 2.06E+02 1.32E+02 3.71E+02 2.38E+02
Tc-99 2.85E-02 1.83E-02 5.13E-02 3.29E-02
Th-228 9.45E-06 6.05E-06 1.70E-05 1.09E-05
Th-229 1.76E-10 1.13E-10 3.17E-10 2.03E-10
Th-230 1.49E-07 9.52E-08 2.68E-07 1.71E-07
U-232 3.39E-05 2.17E-05 4.07E-05 2.60E-05
U-233 4.27E-07 2.73E-07 5.12E-07 3.28E-07
U-234 7.01E-03 4.49E-03 8.41E-03 5.39E-03
U-235 8.60E-05 5.50E-05 1.03E-04 6.60E-05
U-236 8.78E-04 5.62E-04 1.05E-03 6.74E-04
U-238 3.75E-07 2.40E-07 4.50E-07 2.88E-07

The 4.845 Kg of irradiated natural uranium listed in Table 8 was irradiated in one of the NRF prototype
reactors. The specific irradiation history of this material is not known. However, it would be
reasonable to assume that its irradiation was similar to the Shippingport blanket fuel and scale its
radioactivity content accordingly. Section I1I.A.8 of this report lists the calculated radioactivity content
of 214 Kg (208.5 Kg solid form and 5.5 Kg dissolved form) of irradiated natural uranium in
Shippingport blanket fuel. Multiplying the values in this table by 4.845/214 would provide a
reasonable estimate of the radioactivity in this additional 4.845 Kg of irradiated natural uranium.

Table 11 provides the best estimate and upper bound estimate total curies associated with the
irradiated natural uranium.
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Table 11. Isotopic Activities for Irradiated Natural Uranium Sent to RWMC

Best Estimate ~ Upper Bound

Isotope Total Curies Total Curies
Ac-227 4.05E-10 6.07E-10
Am-241 2.51E-01 3.76E-01
Am-243 5.43E-04 8.14E-04
C-14 6.60E-04 9.90E-04
Cm-244 8.12E-03 1.22E-02
Cs-137 2.46E+02 3.69E+02
Eu-152 5.32E-02 7.98E-02
Eu-154 5.93E+00 8.90E+00
H-3 1.07E+00 1.61E+00
1-129 9.06E-05 1.36E-04
Nb-94 3.19E-07 4.79E-07
Np-237 6.19E-05 9.27E-05
Pa-231 5.62E-09 8.43E-09
Pb-210 1.20E-11 1.80E-11
Pu-238 2.75E-01 4.13E-01
Pu-239 1.03E+00 1.54E+00
Pu-240 8.98E-01 1.35E+00
Pu-241 7.05E+01 1.06E+02
Pu-242 5.94E-04 8.90E-04
Ra-226 1.21E-10 1.21E-10
Ra-228 1.02E-14 1.02E-14
Sr-90 1.45E+02 2.18E+02
Tc-99 3.46E-02 5.19E-02
Th-228 8.53E-07 1.28E-06
Th-229 1.46E-11 2.19E-11
Th-230 4.22E-08 6.32E-08
Th-232 2.27E-14 3.40E-14
U-232 3.66E-06 3.66E-06
U-233 3.35E-08 3.35E-08
U-234 1.35E-03 1.35E-03
U-235 2.20E-05 2.20E-05
U-236 2.33E-04 2.33E-04
U-238 1.59E-03 1.59E-03

The 33.893 Kg of unirradiated natural uranium listed in Table 9 would have the normal radionuclide
content of natural uranium. This would include 1.13E-02 curies of U-238, 5.27E-04 curies of U-235,
and 1.15E-02 curies of U-234.

111.C.4 Review of Policy Documents

An important part of the overall review of irradiated fuel material disposal at RWMC was to search for
documents which discuss what the rules and policies were in the 1950s and 1960s. No
documentation was found which indicated that disposal of irradiated fuel material was prohibited prior
to the establishment of transuranic radionuclide limits in 1970. That is consistent with the observation
that some burial records clearly indicated contents which included irradiated fuel material.
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The disposal records show that the amount of irradiated natural uranium fuel materials disposed of at
RWMC (214 Kg from Shippingport and 4.845 Kg from an NRF prototype plant) greatly exceeded the
amount of irradiated enriched uranium fuel materials (205 grams). Furthermore, the Shippingport
natural uranium was disposed of in subassembly bundles as large as 16 Kg each while the irradiated
enriched uranium disposed of at RWMC consisted of very small items and finely divided or dissolved
material.

Highly enriched uranium was a valuable resource in the 1950s and 1960s. ICPP was located on the
INEEL and processed spent highly enriched uranium fuels to recover the U-235 from these fuels.
ICPP provided a ready outlet for any unneeded irradiated highly enriched uranium at NRF. Irradiated
natural uranium fuels had some residual value both in the plutonium that could be extracted by
chemical processing and the residual partially depleted uranium. However, there was no processing
capability at INEEL for irradiated natural uranium. There was capacity for natural uranium fuel
processing at Hanford. That is why the majority of Shippingport natural uranium blanket fuel was
shipped directly from Shippingport to Hanford and why, of the blanket fuel shipped to ECF for
examination, the majority was shipped from ECF to Hanford after examination.

Four documents were found during this review which confirmed that the differing availability of
processing capacity resulted in the different treatment of natural uranium and amounts of irradiated
fuel disposed of by NRF at RWMC. As discussed in Attachment 3, Shippingport blanket fuel was
received at NRF between 1960 and 1966. By 1966, most but not all of the inspection work was
completed for this fuel. In a letter dated May 12, 1966 (reference t), Bettis Atomic Power Laboratory
sent a recommendation to the Pittsburgh Naval Reactors Office. Bettis reviewed the status of
Shippingport blanket fuel at NRF and recommended shipping most of this fuel to Hanford for
processing. Some blanket fuel was recommended for retention as “library” material and some
recommended for further examination. Bettis recommended that “All residue from fuel rods retained
for Reactor Metallurgy examination be disposed of by burial at NRTS at a later date.” Burial at the
NRTS (National Reactor Testing Station, the former name of INEEL) referred to burial at RWMC. The
Bettis letter went on to explain that the recommendation to dispose of fuel rod residue at RWMC was
made because the reclamation value of the fuel would be less than the transportation and handling
costs to ship the material to Hanford. This Bettis recommendation was approved by a letter from
Naval Reactors Headquarters dated May 31, 1966 (reference u). The Naval Reactors letter
specifically reiterated the Bettis proposal that “All residue from fuel rods retained at ECF for
examination will be disposed of by burial at a later date” and approved the Bettis proposal. Consistent
with this recommendation and approval, NRF shipped two large shipping containers with Shippingport
blanket fuel to Hanford on June 22 and August 1, 1966.

These plans were confirmed in an exchange of letters between Bettis and Naval Reactors in 1967
(references v and w). Naval Reactors approved a Bettis recommendation concluding that further
examination of many of the retained PWR fuel rods was not needed, and they could be disposed of by
burial. Of the overall total of 214 Kg of Shippingport blanket fuel buried at RWMC, all but
approximately 10 Kg was shipped in 1967 and 1968.

These Bettis and Naval Reactors letters confirm several aspects about the burial of irradiated fuel
materials at RWMC. They confirm that irradiated natural uranium was treated differently than
irradiated highly enriched uranium due to the lack of INEEL processing capacity and the expense of
shipping irradiated natural uranium to Hanford. They also confirm that this specific approval for burial
at RWMC was limited to what were considered small amounts of material.

No documents were found which specifically identified policy with regard to burial of highly enriched
uranium at RWMC. Such policy can only be inferred from the documentation of what happened. That
documentation shows many shipments of highly enriched fuel to ICPP in the 1950s and 1960s,
including records of large numbers of small pieces including pieces as small as 2 grams. On the
other hand, records of shipments of irradiated highly enriched uranium to RWMC totaled only 205
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grams and were essentially all very small, finely divided, or dissolved material. When combined with
the explicit economic argument made in favor of natural uranium burial, these facts imply a policy of
burying highly enriched irradiated uranium only when it was too small to collect and place in a
container for convenient transfer to ICPP.

Three additional documents were identified as part of this review which show how the possibility of
disposing of highly enriched uranium fuel was treated at NRF. In a letter dated June 24, 1970
(reference (x)), NRF reported to the Naval Reactors Idaho Branch Office that two small pieces of
Naval spent fuel with a residual enriched uranium content of approximately 0.5 gram each were not
found in their assigned location and were thought to have been accidentally included in a cask of
irradiated non-fuel scrap sent to RWMC in January or February 1970. NRF stated that arrangements
were being made with RWMC to attempt to excavate the cask liners and retrieve this material. NRF
reported the unsuccessful results of this retrieval attempt in a letter dated July 8, 1970 (reference (y)).
One item noted by this letter was that the thin sheet metal liners broke open when retrieved by a
clamshell bucket operated by crane. Over a year later in a letter dated July 12, 1971 (reference (z)),
NRF reported that the two missing fuel pieces had been found in a different location in ECF. This
reported loss and search at RWMC for these two small fuel pieces occurred prior to imposition of the
transuranic waste limitations in 1970. This event provides further evidence that there was no routine
policy to dispose of enriched uranium fuel pieces at RWMC.

The description of this unsuccessful retrieval attempt in 1970 also shows that the irradiated waste
scrap cask liners used in the 1960s were not like the thicker steel liners used in more recent decades.
All of the irradiated PWR blanket fuel disposed of in the 1960s in the scrap cask would have been in
similar thin, crushable liners. This physical form could complicate any future attempt to investigate or
potentially retrieve this or similar material.

l1I.C.5 Nuclear Accountability Material Balances

As discussed in earlier sections of this report, NRF retains extensive noncomputerized paper files of
early nuclear material transfers to and from NRF. NRF has always performed the “balancing of the
books” required by Atomic Energy Commission (and later DOE) regulations. As part of this review, a
search was made for records which would demonstrate how such inventories were made and the
potential amount of nuclear material which was unaccounted for (and perhaps disposed of at RWMC).
Unfortunately, the reports of reconciling of nuclear material inventories from the 1950’s and 1960’s
were typically destroyed after a set number of years in accordance with specific document retention
schedules. In fact only one such report for this time period was found. This was a nuclear material
accountability audit conducted by the Pittsburgh Naval Reactors Office covering the period from

July 1, 1968 to June 30, 1969 (reference aa).

Even though this single audit report only covers a small portion of the time in question, it nonetheless
sheds light on how closely fuel was accounted for. The report stated:

“Twenty-four (24) grams of enriched uranium, 41 Kgs. of depleted uranium and 214 grams of
plutonium were discarded to the burial grounds during the period covered by this survey. The
enriched material was in the form of irradiated samples, fission counters and residues from
tests performed. The depleted uranium and plutonium were contained in spent fuel bundles
from PWR and determined to be uneconomical for recovery. All discards are reviewed and
approved by PNR prior to disposal.”

Several conclusions can be drawn from this section. All of the RWMC disposals mentioned in this
section have been documented in other sections of this report. The very small amount and
description of enriched uranium is consistent with the overall total of 205 grams and types of materials
listed in Section 11I.C.2. Furthermore, the statement about PWR depleted uranium fuel being
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“‘uneconomical for recovery” is consistent with the conclusions of Section III.C.4 of this report for why
irradiated natural uranium fuel was treated differently from enriched uranium.

This report went on to state:

“Material Unaccounted For (MUF) — Three (3) grams of enriched uranium, 1 Kg. (isotope) of
depleted uranium and 1 Kg. of thorium were reported as MUF during the survey period. This
was due to internal rounding procedures for accountability records.”

The fact that the Material Unaccounted For was so small and the reported disposals correspond well
with the other records found for RWMC disposal provides further evidence that there were not
additional unknown fuel disposals at RWMC that would not have been identified as part of this current
review.

11.C.6 Uncertainty

Uncertainty has been evaluated in two ways. The first way was an attempt to estimate the uncertainty
in the 205 gram total for miscellaneous enriched irradiated uranium. Tables 6-9 include a compilation
of all known disposal records and accountability records indicating disposed fuel material at RWMC
other than that associated with Shippingport. It is possible that items containing less than the
accounting system reportable quantity of nuclear material were disposed of, but not reported as
nuclear material. Such reports would not be required by the procedures of the time or by today’s
standards. These quantities would be less than 0.5 grams of enriched material and 0.5 kilograms of
natural or depleted uranium. To conservatively bound any such omissions, there is a 20 percent
uncertainty factor associated with the nuclear material totals. In instances where the disposal records
provided an interval of fuel values (e.g. “less than 24 grams”), NRF adopted the conservative
maximum value (24 grams, in the example). In addition, the curie distribution is estimated to have an
uncertainty of plus or minus 50%. These uncertainties were factored into the curie totals provided in
Table 10. For the irradiated natural uranium sent to RWMC, as shown in Table 11, the uncertainty
provided in Section IlI.A.7 is applicable for this waste stream as well.

From a broader perspective, NRF has attempted to evaluate the possibility that there may be some
other category of irradiated fuel disposal at RWMC that has not been identified by any of the reviews.
This uncertainty evaluation looked at the overall range of documentation found and evaluated in this
review. The totality of the evidence indicates that it is highly unlikely that there is any significant
amount of irradiated fuel material disposed of at RWMC that has not been identified in this review.
This evidence includes the following:

1. For the Shippingport PWR Core 1 and the S1W Prototype and USS NAUTILUS cores for
which material balances were performed, nearly all of the highly enriched fuel was accounted
for.

2. For the Shippingport Core 1 blanket natural uranium fuel, explicit records were found
documenting the disposal at RWMC of all of the fuel which was not sent somewhere else or
retained at NRF. Specific letters were found proposing and approving the disposal of small
amounts of this blanket fuel material at RWMC.

3. Nearly all of the known fuel material disposals at RWMC were at least mentioned in the

NRF disposal records even though the level of detail in these records was limited. Clearly,
there was no aversion to mentioning fuel material in these records.
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4. The ready outlet for highly enriched fuels at ICPP removed any need to dispose of highly
enriched fuel pieces at RWMC. The existence of numerous records of transfer of numerous
very small pieces to ICPP demonstrates that it was easy and routine to ship such material to
ICPP.

5. The Pittsburgh Naval Reactors Office nuclear material accountability audit from 1968 and
1969 showed how disposals at RWMC were accounted for and that unaccounted for nuclear
materials were extremely small and due to rounding errors.
Due to the totality of this evidence, the conclusion of this report is that no additional uncertainty factor
needs to be assigned for nuclear fuel material disposed of at RWMC.

IV. Investigation of Other NRF Waste Streams

Previous evaluations of NRF waste sent to the RWMC provided generic waste stream descriptions for
NRF generated waste. These evaluations focused on providing rough estimates of the radioactivity
content for the radionuclides that were the primary contributors. As additional assessment and
modeling was performed for the RWMC, additional information has been requested to provide more
detailed descriptions of various waste streams. Recently, of particular interest, were those waste
streams that were considered potentially mobile (i.e., liquid, sludge, irradiated saw fines and chips)
and those that may present a safety concern during investigation or remediation of the RWMC. This
section addresses those waste streams.

IV.A. Evaluation of Liquid/Sludge/Resin Waste Stream

IV.A.1 Purpose of Evaluation

The purpose of this assessment is to evaluate the waste stream associated with liquid, sludge, and
resin sent from NRF to the RWMC particularly those associated with the high radiation levels during
the 1950s and 1960s. In reference (a), DOE-ID requested NR/IBO to provide an assessment of the
liquid waste streams that had high radiation levels because of the potential mobility of the
contaminants associated with the waste stream. The vast majority of the liquid, sludge, and resin was
disposed to the RWMC between 1953 and 1971. By 1971, this waste stream was significantly
reduced. Very little liquid waste required disposal at the RWMC and that requiring disposal was
solidified. Sludge and decontamination solution wastes were much reduced with implementation of
new water processing equipment at NRF. Resins were packaged in cast concrete drums which
significantly reduced mobility concerns. Based on this information, an evaluation of waste streams
containing liquid, sludge, or resin disposed to the RWMC between 1953 and 1971 is provided below.
Sludge and resin wastes disposed of after 1971 are included in the routine waste assessment of
Section IV.D since they would have similar radionuclide characteristics and represents a small fraction
of that waste stream.

IV.A.2 Background of Liquid Radioactive Waste Generated at NRF

Various processes at NRF generated liquids, sludges, and resins that required disposal to the RWMC.

Most of the liquid waste generated at NRF was disposed to leaching ponds and beds located at NRF.

From 1953 to 1979 approximately 388,000,000 gallons of radioactive liquid containing 345 curies of

radioactivity were estimated to have been sent to the NRF ponds and beds (reference (bb)). Some of

the liquid wastes generated during early operations at NRF were sent to hold up tanks or evaporator

systems where the precipitates or concentrates were collected for disposal to the burial ground. This
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waste was not disposed to the NRF leaching ponds and beds because it would have reduced the
leaching capacity of the ponds and beds. Other waste generated during early operations included
spent resins and decontamination solutions. Some potentially contaminated oil from oil-water
separators was also sent to the RWMC for disposal.

IV.A.3 Liguid Waste Disposal Methods

Liquid waste disposal to the RWMC required approvals prior to discharge. From information provided
on the disposal records and weekly operational reports, the typical disposal method for the early NRF
liquid/slurry shipments was to send the material to the RWMC in a tanker truck. North of the S1W
prototype plant there was an area known as the Hot Waste Tanker loading area. The tanker was
likely attached to the waste disposal piping from S1W and the contents pumped to the tanker truck.
Once the liquid/slurry was transferred to the tanker truck (or possibly when certain radiation levels
were obtained), the tanker was disengaged and sent directly to the burial ground. The tanker truck
was also referred to as a portable sludge transfer tank and consisted of a steel tank on a trailer for
transport to the burial ground. At ECF, the tank was filled by a flexible hose connected to an outlet on
the west side of the ECF building and could be cleaned and flushed by a portable flushing unit. At the
burial ground, it was likely that a hose was attached and the contents emptied into an excavated
trench. The disposal records indicate that, in some instances, the tanker was flushed with fresh
water. This was likely a standard practice for this type of waste. Disposal of the liquid/slurry in the
tanker continued until 1964. Once disposal with the tanker was discontinued, absorbed or solidified
slurry and sludge type shipments increased. The slurry and sludge was typically absorbed in
vermiculite during the 1960s and was later solidified, placed in drums, often encased in concrete, and
shipped to the RWMC.

Another liquid waste stream from NRF was the water that was shipped with zirconium chips to keep
the chips wet and prevent potential combustion with oxygen in the air. From 1956 to mid-1962, the
water was discharged with the chips. After 1962, the water was sent back to NRF and was not
discharged. The water likely originated from the S1W or ECF water pools, which due to filtration
systems in place, contained very low levels of radioactivity. Because of the expected low level of
radioactivity associated with this water, it is not considered in this assessment.

Very early on, spent resin from NRF may have been discharged without containment into open
trenches. However, disposal records indicated that, by 1958, the resin was sent in sealed disposable
steel containers. The resins were associated with the prototype plants and ECF, and were used to
remove impurities in various systems. After the resin was considered spent, it was removed from the
plant or ECF and disposed to the RWMC as solid waste.

Absorbed decontamination solutions were disposed to the RWMC primarily in the 1960s. The
solutions were used to clean plant components or systems. The typical decontamination solution was
alkaline permanganate ammonium citrate (APAC). The solution was absorbed in vermiculite and sent
to the burial ground in 55 gallon containers. Disposal of absorbed APAC occurred until 1971.

Another waste stream included potentially contaminated oil. This was primarily from the A1W
prototype plant and was from an oil/water separator. The oil had very low levels of contamination,
and the burial ground was the only disposal path available for the material. Up until 1965 the oil was
collected in 55 gallon drums and disposed to the RWMC. Many of the disposal records indicated that
the oil was absorbed in vermiculite. After 1965, a reusable tank was used that allowed the oil to be
discharged directly into the trenches.
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The waste streams discussed above represent the vast majority of waste sent to the RWMC that
would be considered a mobile waste stream. There were individual disposals that included tanks
taken out of service and one time liquid shipments. These disposals were very infrequent compared
to the other disposals and likely possess the same radionuclide distribution.

IV.A.4 Volume Assessment of Liquid/Sludge/Resin Disposal

An initial assessment of the NRF waste streams that contained sludge, resin, and liquids in
vermiculite was performed in 1994 (reference (cc)). At that time the focus of the assessment was to
provide information on the volume of each waste stream and the total curies of the radionuclides that
made up the majority of the waste shipment. The assessment estimated that 624 cubic meters were
sent to the RWMC. This is equivalent to approximately 165,000 gallons. The estimate was obtained
from information provided in the INEEL radioactive waste management information system (RWMIS),
which relied on available disposal record information. Disposal records prior to 1960 may not have
been available for this effort.

An attempt was made to verify the amounts provided in reference (cc). A review of the waste disposal
records from 1953 through 1971 was performed. This represented the timeframe that most of the
waste associated with the more mobile waste streams such as liquids, sludge, and resin was sent
from NRF to the RWMC. A few disposals of solidified liquid occurred in the 1970s and 80s which
would make the contaminants immobile compared to the earlier unsolidified disposals. Most of the
liquid shipments occurred in the 1950s and early 1960s via the tanker truck. Approximately 75
shipments with a total of 160,000 gallons of water and slurry were sent to the RWMC in the 1950s and
early 1960s. Reference (dd) provides a list of specific disposal records that were used to estimate the
volume of liquid/sludge/resin type waste sent to the RWMC from NRF. The following table provides a
yearly summary of the liquid/slurry, sludge, resin, APAC solutions, oil, and miscellaneous disposals
from NRF to the burial ground.
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Table 12. Summary of Liquid/Sludge/Resin Disposal by Year from NRF to RWMC

Year Liquid/slurry* | Sludge Resin APAC 0]] Misc.
(gallons) (ft%) (ft%) (gallons) (gallons) (gallons)
1954 - - 7.5 - - -
1955 - - 26 - - -
1956 - - 20 - - -
1957 47,100 20 32 - - -
1958 38,700 - 41 - - -
1959 25,600 - 42 - - -
1960 6,000 372 58 - 55 -
1961 8,000 109 177 - 110 1,250**
1962 10,200 132 - 110 220 -
1963 13,690 107 130 6,740 3,166 -
1964 12,000 233 40 4,908 385 -
1965 - 73 306 385 4,211 -
1966 - 1,252 - 5,154 2,763 -
1967 - 644 - 15 1,339 -
1968 - 137 47 - 2,631 -
1969 - 1,670 7 - 2,003 -
1970 - 445 315 - 450 -
1971 - 465 406 2,723 660 -
Totals 161,290 5,659 1,654 20,035 17,993 1,250

*This included disposals that were primarily liquid with some diatomaceous earth or slurry-type
material.
**This was a one time shipment of 1,250 gallons of non-radioactive nitric acid to the RWMC acid pit.

Based on the information provided in the table above, the estimated volume of 624 cubic meters of

solidified liquid/sludge/resin to have been disposed between 1955 and 1983 provided in reference (cc)
is slightly underestimated. The amounts above total to approximately 960 cubic meters.

IV.A.5 Curie Content Assessment of Liquid/Sludge/Resin Disposal

Early disposal records showed that radiation readings from liquid and resin shipments were often very
high (up to 50 Rem per hour (R/hr)). These readings were likely from the highest detected spot on the
containers during shipping surveys and correspond to hot spots detected in the material. The
radiation readings do not necessarily indicate longer-lived radionuclides in the material. For example
a 25 millicurie hot spot of cobalt-60, which is a typical corrosion byproduct, would measure 50 R/hr on
contact with the container.

Although early liquid disposal records show fission products associated with the waste stream, it is
believed that listing fission products on the record was a standard practice for the time period. Most
of the other types of waste sent from NRF to the RWMC during this timeframe also listed fission
products as a constituent. The reason for listing fission products is not clear. It was not uncommon
for the liquid shipments to include analysis results for strontium-90 and cesium-137 with statements
that the liquid was well below drinking water standards.

The radioactivity in the liquid/sludge/resin waste stream is associated primarily with crud generated
during normal plant operations. Crud primarily contains activated wear products from plant
components that can enter the plant systems and collect in reactor core components. The crud can
also be entrained into plant filter material and ion exchangers. The typical crud profile includes a
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small amount of fission products and transuranic elements from tramp uranium impurities found in
various metals.

The generic crud profile assumed a two week shutdown time which is the time from when the plant
was shutdown until the waste was disposed to the RWMC. The two week shutdown was based on
the frequency of shipments from NRF to the RWMC and the anticipated amount of time that was
required to collect the waste and ship it to the RWMC. Two situations were modeled that would most
closely represent early shipments of this type of waste. One was a tanker truck that was half-filled.
This scenario was used since most of the large quantity shipments from NRF in the 1950s and early
1960s was in a tanker. The tanker used at NRF was shown on several disposal records as being 20
foot by 7 foot in size. This would represent a 5700 gallon tank. Most of the shipments that used the
tanker showed the volume as being between 1500 and 3000 gallons. The tanker truck scenario
represents the greatest volume of liquid sent to the RWMC. The other scenario considered was a 7
foot by 2 foot steel tank used to dispose of resin. This was an early reoccurring waste stream and
disposal records provided radiation levels that could be used for curie estimates for these shipments.

The generic crud profile and radiation readings from the disposal records allowed an estimate of the
curies per gallon for the liquid waste or curies per cubic foot for the resin/sludge waste. The curie
amount per gallon is used to provide a total curie amount for the liquid/slurry, APAC solutions, and oil
shipments. The curie amount per cubic foot is used to provide a total curie amount for the resin and
sludge waste streams. The curie estimates are considered conservative (upper bound amounts)
since generally the highest radiation readings observed in the shipping records were used for
calculation purposes. A best estimate of curie totals would be 50 percent of the upper bound
amounts. Tables 13 and 14 provide a summary of the total curie amounts for each radionuclide for
these waste streams.

Carbon-14 (C-14) was not included in the generic crud profile, since it was evaluated as part of the
1998 assessment provided in reference (ee). The assessment concluded that 41 curies of C-14 was
sent to the RWMC from NRF in waste streams other than activated metal associated with core
structural material. Assuming the entire 41 curies was only from the liquid/sludge/resin waste
streams, which is a very conservative assumption, and assuming the same ratio as the other
radionuclides shown in the table below, an estimated 8.1 curies of C-14 would be from the liquid
waste stream and an estimated 32.9 curies of C-14 would be from the sludge/resin waste stream.
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Table 13. Isotopic Activities for the Liquid/APAC/Oil Waste Stream

Best Estimate Upper Bound
Isotope Total Curies Total Curies
Co-60 5.05E+02 1.01E+03
Fe-55 1.01E+03 2.01E+03
Co-58 1.77E+03 3.53E+03
Cr-51 8.90E+01 1.78E+02
Fe-59 1.02E+02 2.04E+02
Zr-95 4.36E+01 8.71E+01
Nb-95 9.60E+01 1.92E+02
Mn-54 4.92E+01 9.83E+01
Ni-63 1.52E+02 3.04E+02
Ni-59 1.52E+00 3.04E+00
Sb-125 5.00E+00 1.00E+01
Te-125m 1.16E+00 2.31E+00
Nb-93m 7.60E+00 1.52E+01
Nb-94 1.02E-01 2.03E-01
Hf-181 4.03E+01 8.06E+01
Tc-99 5.05E-03 1.01E-02
Zn-65 2.44E+01 4.87E+01
Zr-93 1.01E-03 2.02E-03
Cs-134 1.00E-01 2.00E-01
Cs-137 2.03E-01 4.05E-01
Ba-137m 2.03E-01 4.05E-01
Kr-85 1.01E-02 2.02E-02
Sr-90 2.03E-01 4.05E-01
Y-90 2.03E-01 4.05E-01
1-129 2.03E-05 4.06E-05
Se-79 7.60E-07 1.52E-06
Sn-126 2.28E-06 4.56E-06
Th-232 4.82E-10 9.64E-10
U-232 7.60E-06 1.52E-05
Np-237 1.52E-08 3.04E-08
Pu-238 1.27E-03 2.53E-03
Pu-239 2.03E-04 4.06E-04
Pu-240 1.27E-04 2.53E-04
Pu-241 5.05E-02 1.01E-01
Pu-242 1.52E-06 3.04E-06
Am-241 1.78E-03 3.55E-03
Am-242m 1.02E-05 2.03E-05
Am-243 1.52E-05 3.04E-05
Cm-242 3.11E-02 6.21E-02
Cm-243 1.27E-05 2.53E-05
Cm-244 1.77E-03 3.54E-03
Cm-245 1.27E-07 2.54E-07
Ru-106 4.89E-01 9.78E-01
Ce-144 4.66E-01 9.31E-01
Pm-147 1.56E-01 3.11E-01
U-233 1.37E-06 2.74E-06
U-234 1.52E-06 3.04E-06
U-235 1.07E-10 2.13E-10
U-236 5.60E-09 1.12E-08
U-238 2.49E-08 4.97E-08
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Table 14. Isotopic Activities for the Sludge/Resin Waste Stream

Best Estimate Upper Bound
Isotope Total Curies Total Curies
Co-60 2.54E+03 5.08E+03
Fe-55 5.05E+03 1.01E+04
Co-58 8.90E+03 1.78E+04
Cr-51 4.50E+02 8.99E+02
Fe-59 5.15E+02 1.03E+03
Zr-95 2.20E+02 4.39E+02
Nb-95 4.83E+02 9.66E+02
Mn-54 2.48E+02 4.95E+02
Ni-63 7.65E+02 1.53E+03
Ni-59 7.65E+00 1.53E+01
Sb-125 2.53E+01 5.06E+01
Te-125m 5.80E+00 1.16E+01
Nb-93m 3.83E+01 7.65E+01
Nb-94 5.10E-01 1.02E+00
Hf-181 2.03E+02 4.06E+02
Tc-99 2.56E-02 5.11E-02
Zn-65 1.23E+02 2.45E+02
Zr-93 5.10E-03 1.02E-02
Cs-134 5.05E-01 1.01E+00
Cs-137 1.02E+00 2.04E+00
Ba-137m 1.02E+00 2.04E+00
Kr-85 5.10E-02 1.02E-01
Sr-90 1.02E+00 2.04E+00
Y-90 1.02E+00 2.04E+00
1-129 1.01E-04 2.04E-04
Se-79 3.84E-06 7.67E-06
Sn-126 1.15E-05 2.30E-05
Th-232 2.43E-09 4.85E-09
U-232 3.83E-05 7.66E-05
Np-237 7.65E-08 1.53E-07
Pu-238 6.40E-03 1.28E-02
Pu-239 1.02E-03 2.04E-03
Pu-240 6.40E-04 1.28E-03
Pu-241 2.55E-01 5.10E-01
Pu-242 7.65E-06 1.53E-05
Am-241 8.95E-03 1.79E-02
Am-242m 5.10E-05 1.02E-04
Am-243 7.65E-05 1.53E-04
Cm-242 1.57E-01 3.13E-01
Cm-243 6.40E-05 1.28E-04
Cm-244 8.95E-03 1.79E-02
Cm-245 6.40E-07 1.28E-06
Ru-106 2.47E+00 4.93E+00
Ce-144 2.35E+00 4.69E+00
Pm-147 7.85E-01 1.57E+00
U-233 6.90E-06 1.38E-05
U-234 7.70E-06 1.54E-05
U-235 5.35E-10 1.07E-09
U-236 2.81E-08 5.62E-08
U-238 1.25E-07 2.50E-07
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IV.A.6 Uncertainty

The uncertainty associated with these waste streams is large (estimated at 100%); but that
uncertainty is already factored into the conservative nature of the evaluation so that the curie amounts
are considered upper bound estimates. The curie per gallon and curie per cubic foot were based on
high radiation readings on shipments in the early 1950s and 1960s, which were identified as the
primary shipments of concern. Later shipments did not show radiation readings as high as the early
shipments. Plant chemistry improved through the years and would have resulted in less crud in plant
systems and, more than likely, less radioactivity in most of these waste streams. Accordingly, the
difference in best estimate and upper bound numbers in Tables 13 and 14 are based solely on the
100% uncertainty in the waste streams.

IV.A.7 Summary Liquid/Sludge/Resin Waste Stream

Determining the curie content and makeup of material sent to the RWMC for disposals as long ago as
40 to 50 years is difficult. The processes and operations have changed through the years. Most
liquid disposal in the 1950s and 1960s went to NRF leaching beds and ponds. A much smaller
amount went to the burial ground and was usually associated with slurry/sludge from plant systems.
The liquid/sludge/resin type disposal from the 1950s and 60s primarily contained corrosion products
or crud. Fission products and transuranic elements would not be expected in significant quantities.
There is a large amount of uncertainty associated with the waste stream that drives the difference
between best estimate and upper bound numbers in Tables 13 and 14. The calculated curie totals
are considered upper bound estimates because the modeling assumed all liquid, sludge, and resin
shipments have similar radiation levels and curie content, and the highest radiation readings were
used for the scenarios considered. Liquid shipments with high radiation readings were discontinued
in 1964. This appears to be the timeframe that free liquid discharges to open burial ground trenches
were discontinued. Disposals after this time period were slurry or sludge that was absorbed in
vermiculite or solidified. This would have reduced the migration potential of this waste stream. Resin
disposals from at least 1958 and later were in sealed steel containers.

IV.B. Evaluation of Irradiated Saw Fines and Chips

IV.B.1 Purpose of Evaluation

The purpose of this assessment is to evaluate the irradiated saw fines and chips, commonly referred
to as zirconium chips, waste stream sent from NRF to the RWMC. Reference (a) requested an
evaluation of the more mobile waste streams associated with NRF waste sent to the RWMC and
specifically identified irradiated metal fines as a potential mobile waste stream. The primary concern
associated with this waste stream was the curie distribution particularly for activation products such as
technicium-99, iodine-129, carbon-14, and chloride-36. Also of concern was the potential for
significant chip oxidation as well as the possibility of groundwater dispersion and the combustible
nature of finely divided zirconium. Finally, the disposal methods used to send it to the RWMC were
assessed to determine their possible impact on dispersion through the environment.

IV.B.2 Background

Irradiated metal fines or zirconium chips are generated during the preparation of fuel assemblies for
examination and long-term storage, and in the past, during the preparation of fuel for reprocessing. A
saw or milling machine is used to partition the non-fuel material and, due to this operation, saw fines
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and chips of zirconium and zirconium alloy (Zircaloy) are generated. NRF began milling operations in
1955 in the S1W water pool and hot cells. The first shipment of saw fines and chips to the RWMC
was in early 1956. Sawing and milling operations were shifted to the Expended Core Facility (ECF) in
approximately 1958. Disposal of the zirconium chips to the RWMC occurred from 1955 through 1975
when it was discontinued.

IV.B.3 Disposal Method

Special handling methods were needed for the zirconium chips and fines because of the potential
combustible nature of the waste. The handling and disposal methods varied through the years, but
the primary objective remained the same; keep the zirconium chips wet to prevent combustion and to
cover the material as soon as it was discharged into the burial ground trench to prevent them from
drying out. At NRF, the chips were collected in a basket or bucket from the water pits and placed into
lead shielded containers for transfer to the burial ground. During early operations in 1956 and 1957
these containers were small and were sometimes referred to as a “lead pig” on the disposal records.
In 1958, larger containers referred to as a “trash cask”, “chip carrier”, or simply “cask” on the disposal
records were used to transfer the chips. Because of the larger containers, chips were often sent to
the burial ground with other core component debris. Disposal records in 1959 indicated that a
disposable galvanized metal insert was placed inside the shielded cask, which was used to transfer
the chips. Between 1956 and mid-1962, the chips were shipped with water, likely from the water pits,
that was discharged into the RWMC trenches. The water prevented “spontaneous combustion”,
“zirconium fire”, or “explosion hazard” as noted on early disposal records. Up until 1960, the disposal
method was to discharge the chips with the water (usually between 100 to 300 gallons) into a trench,
spread the chips out, and cover as soon as possible with three feet of soil. In late 1960, the disposal
method changed in that the water was disposed at a location separate from the zirconium chips,
however, the chips were still spread out and covered with three feet of soil.

Beginning in mid-1962, it became a standard practice to return the water to NRF after disposal of the
chips. By this time, the zirconium chips were collected in five gallon square tin cans that were
perforated at the bottom and loaded into a disposable cask inserts and transferred in a reusable
shielded cask to the RWMC for burial. The shielded cask was filled with enough water to cover the
zirconium chips during transport. At the burial ground the disposable insert was hoisted out of the
water in the shielded cask, allowed to drain for a short period, placed in an open trench, and spread
out by tipping the insert on its side. The material was covered with earth as soon as possible after
discharge. These operations were performed with a boom crane and bulldozer. In 1965, disposal
records specify covering the chips with six feet of soil instead of three feet.

Early in 1967, an assessment was made of the disposal method used for the zirconium chips
(reference (ff)). During disposal operations, contamination was being spread to unintended areas due
to wind or water splashing during removal of the cask insert. An improvement of the process was
needed. The suggested disposal method was to keep the zirconium chips together in a small mass of
less than 75 pounds, not spread it out like previously done, and to keep the material wet rather than
moist or dry. To meet this suggested method, the chips were to be collected under water in a
cylindrical five gallon container and would be sealed with lug-type fasteners to keep the chips covered
in water. The containers were loaded into a disposable insert underwater and when the insert was
raised out of the water, it would be drained. The zirconium chips, which remained in a closed five
gallon container, would remain wet, but they could be handled and disposed of to the burial ground
without excess water leakage or spread of contamination. Since the chips were in closed five gallon
containers, the chips were disposed in scrap casks with other waste. Disposal of zirconium chips
continued until 1975 when it was discontinued. Since 1975, zirconium chips have been stored in the
ECF water pit.
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IV.B.4 Volume Assessment of Zirconium Chip and Fines

An initial assessment of this waste stream was provided in reference (cc). At that time the focus of
the assessment was to provide information on the amount (weight or volume) of each waste stream
and the curie totals of the radionuclides that made up the majority of the waste shipment. That
assessment estimated the amount of saw fines and chips disposed between 1955 and 1975 to be
about 13,000 pounds. The estimate was obtained from information provided in the INEEL radioactive
waste management information system (RWMIS), which relied on available disposal record
information.

Estimating the weight of zirconium disposed to the RWMC from NRF is difficult since past disposal
practices differed as stated above and the information contained on the disposal records varied
through the years. During the early disposal period in 1956 and 1957, the zirconium chips appeared
to be disposed of separately from other waste. This was more likely the result of small containers
used for disposal rather than a concerted effort to keep the waste stream segregated. After 1957, the
zirconium chips were often listed with other non-fuel structural material. This was probably the result
of larger casks being available to ship larger quantities of debris. In mid-1965, it became apparent
that the zirconium chips were once again shipped separately from other waste. At this time, additional
information was included with the disposal records specifying the size of the chips and fines, and
providing specific disposal directions. The zirconium chips were probably separated from the other
waste streams because of their special disposal requirements, which included specifying disposal of
the chips in an isolated section of the RWMC trench.

An attempt was made to verify the quantity of zirconium chips, 13,000 pounds, estimated to have
been disposed to the RWMC as provided in reference (cc). Disposal records from 1966 and 1967
showed the weight of chips and fines sent to the RWMC as being approximately 3,500 pounds for
each year for a total of about 7,000 pounds. This represents over half the estimated 13,000 pounds
sent to the RWMC. The 1966 and 1967 amounts could be associated with a few years of higher
shipping totals associated with specific projects at ECF such as the expansion of the water pits or
operations requiring significant core structural cutting. A review of the data available for 1956 and
1957, which was the only other timeframe when the zirconium chips were separate from other waste
streams permitting a simple estimation of weight, showed approximately 30 to 40 baskets or buckets
of zirconium chips were sent to the RWMC. Assuming the baskets were five gallons in volume, which
is similar to the volume of containers used in later years, each basket would weigh approximately 30
pounds when full, which was the approximate weight of the filled five gallon containers from 1966-67.
Therefore, one would estimate about 1000 pounds were disposed for each year. Because of the
large quantity of zirconium chips shipped in 1956-57 and 1966-67, they were probably associated with
one-time efforts where significant milling and sawing operations occurred. Shipments of zirconium
chips for other years do not appear to have the same quantity.

Shipments of zirconium chips from 1958 through mid-1965 were included with other core components
scrap. Itis assumed that when a basket or two of zirconium chips were filled, they were loaded in the
casks with other scrap material. Between 1958 and mid-1965, forty shipments referenced zirconium
chips or something similar in the material description. It is estimated that each shipment contained
about two baskets of chips, which is similar to the amount sent with each shipment in 1956-57.
Assuming two baskets with each shipment and assuming each basket weighed approximately 30
pounds would result in a total of 2,400 pounds of zirconium chips sent to the RWMC between 1958
and mid-1965. In late 1965, two shipments were made that appeared to contain only zirconium chips
with a description similar to shipments in early 1966. Since the shipments in early 1966 each
contained an estimated 445 pounds of zirconium chips, these two shipments in late 1965 would have
approximately 900 pounds of chips.

After 1967, the quantity of chips sent to the RWMC appears to have dropped off significantly.
Zirconium chips disposals after 1967 were again, on occasion, included with other structural material
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waste. Estimating the amount attributable to zirconium chips based on the information provided on
the disposal records after 1967 is not possible, because the records did not typically list the chips in
the description of the material. In order to estimate the amount of chips sent from 1968 to 1975,
process knowledge is used. After discontinuing shipments of chips in 1975, NRF collected the chips
on site. From 1975 to 1986, it was estimated that 1500 pounds of chips were collected at NRF
(reference (gg)). This would represent approximately 125 pounds per year. Assuming the process
did not significantly change after 1975, this amount can be used as an estimate of the yearly total
from 1968 to 1975. In addition, one disposal in 1970 specifically listed six cans, each with a five
gallon capacity (total estimated weight of 150 pounds). Since it was specifically identified on the
records, it was added to the estimated annual total for 1970. Reference (dd) provides a list of
disposal records from 1956 to 1970 that specifically reference zirconium chips or other source
documents (weekly operational reports) that referred to zirconium chip disposal. A summary of the
amount of zirconium chips sent to the RWMC between 1955 and 1975 is summarized in Table 15.
The table is based on disposal record information, weekly operational reports, and assumptions as
discussed above.

Table 15. Zirconium Chip Disposal to RWMC

Year Shipments Weight
1956 25 1200
1957 15 900
1958 2 120
1959 5 300
1960 3 180
1961 8 480
1962 4 240
1963 8 480
1964 5 300
1965 7 1200
1966 9 3500
1967 14 3500
1968 Unknown 125
1969 Unknown 125
1970 Unknown 275
1971 Unknown 125
1972 Unknown 125
1973 Unknown 125
1974 Unknown 125
1975 Unknown 125
Totals 110 13,550

The 13,550 pounds shown in the above table closely corresponds with the estimated amount provided
in reference (cc). Based on this assessment, the 13,550 pound estimate is considered accurate
within plus or minus 50%, which is considerably less than the +100% and —80% estimated accuracy
provided in reference (cc). Of the 13,550 pounds, it is estimated that 7%, or 900 pounds, is in the
form of fines. The vast majority of the zirconium waste was in the form of larger chips. This
information is based on disposal records from 1966-67 that indicated the estimated weight of both the
fines and the chips. This would result in approximately 1000 pounds being attributable to fines and
the remainder being attributable to chips. The 1966-67 disposal records indicate that the fines were
no larger than 2 mils x 15 mils x 60 mils and the chips were no larger than 2 mils x 187 mils x

250 mils.
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IV.B.5 Assessment of Corrosion Potential

The corrosion rate information for zirconium was provided in reference NR:IBO-98/034 letter dated
February 27, 1998, “Additional Information on Past and Projected Future Radioisotope Inventory From
the Naval Reactors Facility and Comments on the Assumptions Used in the Radioactive Waste
Management Complex Performance Assessment” (reference (ee)). Zirconium, like stainless steel,
immediately forms a protective, invisible oxide film on its surface upon exposure to air. This oxide film
is composed of zirconia (ZrO,) and is on the order of only 50 to 100 angstroms in thickness. This
ultra-thin oxide prevents the reaction of the underlying zirconium metal with virtually any chemical
reagent under ambient conditions. The only reagent that will attack zirconium metal at room
temperature is hydrofluoric acid (HF). HF will dissolve the thin oxide layer off of the surface of the
metal and thus allow HF to dissolve the metal itself, with the concurrent evolution of hydrogen gas.
However, it would require a fairly concentrated solution of HF to cause this attack, which is not
typically found in significant concentrations in natural water sources.

The size of the zirconium chips can be used to determine a surface area-to-volume ratio. Disposal
records indicated that the maximum size of the fines were 2 mils by 15 mils by 60 mils and the
maximum size of the chips was 2 mils x 187 mils x 250 mils. The fines were estimated in the disposal
records to make up 7% of the total zirconium chip weight.

IV.B.6 Assessment of Curie Distribution and Uncertainty

A curie estimate was made using ORIGEN-S computer codes and typical neutron activation fluxes for
the zircaloy structure. The radionuclides contributing the largest curie amounts at the time of disposal
are typically those associated with relatively short half-lives (such as cobalt-60, zirconium-95, etc).
Table 16 provides the curie amounts (best estimate and upper bound estimate) at a 6 month decay
time for potential radioisotopes of concern associated with the zirconium chip waste stream based on
an estimated weight of 13,550 pounds sent to the RWMC. The upper bound includes an uncertainty
of 50 percent on the weight of material and an additional 50 percent on the curie estimate.
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Table 16. Isotopic Activities for Zirconium Chips Sent to RWMC

Best Estimate Upper Bound
Isotope Total Curies Total Curies
H-3 6.70E+00 1.51E+01
Ni-63 4.97E+00 1.12E+01
C-14 3.28E+00 7.38E+00
Cs-137 4.49E-01 1.01E+00
Pu-241 3.13E-01 7.04E-01
Sr-90 2.72E-01 6.12E-01
Ni-59 3.93E-02 8.84E-02
Pu-239 1.35E-02 3.04E-02
Eu-154 6.57E-03 1.48E-02
Cl-36 4.95E-03 1.11E-02
Pu-240 4.72E-03 1.06E-02
Nb-94 2.74E-03 6.17E-03
Pu-238 2.37E-03 5.33E-03
Am-241 1.78E-03 4.01E-03
Eu-152 6.06E-04 1.36E-03
U-232 1.67E-04 3.76E-04
Th-228 1.17E-04 2.63E-04
Tc-99 9.02E-05 2.03E-04
U-233 8.79E-05 1.98E-04
U-234 7.87E-06 1.77E-05
U-238 7.07E-06 1.59E-05
Cm-244 7.07E-06 1.59E-05
Pa-231 4.44E-06 9.99E-06
Np-237 1.16E-06 2.61E-06
Pu-242 9.77E-07 2.20E-06
Am-243 7.68E-07 1.73E-06
Ac-227 6.58E-07 1.48E-06
U-236 6.08E-07 1.37E-06
K-40 3.18E-07 7.16E-07
U-235 2.00E-07 4.50E-07
1-129 1.73E-07 3.89E-07
Th-232 1.33E-07 2.99E-07

IV.B.7 Summary

The assessment of the zirconium chip waste stream shows an estimated amount of 13,550 pounds of
zirconium chips and fines were sent to the RWMC between 1956 and 1975. This estimate has a 50%
uncertainty on both the curie estimate and the weight of material that is reflected in the difference
between best estimate and upper bound numbers in Table 16. NRF has not sent chips or fines to the
RWMC since 1975.
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IV.C. Evaluation of Activated Structural Metal

IV.C.1 Purpose of Evaluation

One waste stream that has been generated at NRF and disposed of at the RWMC since the 1950s is
activated structural metal which was removed from Naval spent fuel assemblies in preparation for
examination and long-term storage, and in the past, during the preparation of fuel for reprocessing.
The curie content of this waste stream was evaluated in detail most recently in 1997. As a follow up
to request made in reference (a), additional information was requested for an evaluation of the
radionuclide, CI-36, that has not been evaluated before for this waste stream. Thus, as part of this
evaluation, the 1997 calculations of the curie content of activated structural metal were reviewed to
calculate CI-36 as well as other potential nuclides of interest.

IV.C.2 Background

Activated structural metal pieces are removed during preparation of Naval spent fuel assemblies in
preparation for examination and long-term storage, and in the past, during the preparation of fuel for
reprocessing. These activated metal pieces do not contain fuel. Being close to the fuel assemblies in
the reactor, these structural metal pieces are exposed to high neutron flux and thus become highly
radioactive by neutron activation. Much of the radioactivity in these metal pieces comes from
activation of the metals that make up the key constituents of the metal alloy. These radionuclides
include nickel-63, nickel-59, and iron-55. Other radionuclides come from activation of elements which
are present as trace impurities in the metals. These nuclides include cobalt-60 (from activation of
trace cobalt), niobium-94 (from activation of trace niobium), and carbon-14 (from activation of trace
nitrogen). In addition, trace impurities of uranium and thorium in metals result in production of small
amounts of fission product radionuclides and transuranic radionuclides. The radioactivity in the
activated structural metals is formed within the matrix of the metal itself. It can only be released when
the surface of the metal is corroded. The activated metal waste stream has the largest number of
curies of any of the NRF radioactive waste streams disposed of at the RWMC.

IV.C.3 Disposal Method

Due to the high radiation levels coming from the activated structural metal waste, these metal pieces
have always been delivered to the RWMC in shielded casks. The metal pieces were loaded in a
disposable liner that was discharged from the reusable shielded cask at RWMC. The liners used in
the 1960’s were relatively thin sheet metal liners that only provided sufficient structural strength to
make the transfer to the burial location. These liners would not retain their shape under burial loads
and would not provide any long term structural rigidity. Since the 1970s, the activated structural metal
pieces have been disposed of in a thicker metal liner.

IV.C.4 Assessments of Curie Content

Consistent with other NRF radioactive waste streams in the 1950’s and 1960s, methods used to
calculate the curie content of the activated structural metal were inconsistent and inaccurate.
Although a consistent method was in place from the mid-1970s to 1989, this method was based on an
erroneous formula for converting radiation levels measured underwater at ECF to curie content. In
1989, this method was discovered to give erroneous results which were too low by a factor of up to
1000. In reference (hh), NRF provided recalculated curie contents for activated metal shipments from
1976 through 1989. The isotopes calculated in 1989 only included the major radionuclides such as
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Co-60, Ni-63, Fe-55, Co-58, Sh-125, Zr-95, and Sn-119. In reference (ii), NRF provided information
on the activated structural metal waste stream back to 1955.

In 1997, NR/IBO was requested to review this waste stream to determine the curie content of long-
lived radionuclides of potential importance to the Performance Assessment of the RWMC. C-14 was
of particular interest since it was thought to be limiting for the Performance Assessment. Other
radionuclides specifically requested to be calculated were 1-129, Tc-99, K-40, Sr-90, and Ni-59. The
Bettis Atomic Power Laboratory near Pittsburgh, Pennsylvania performed this assessment since they
had design cognizance for most of the Naval spent fuel types. The number of spent fuel cores and
fuel assemblies of each core type was known with good certainty. Similarly, the metals used and their
dimensions were also known with good certainty. Using this information and the neutron fluxes
previously calculated for each core type, activation calculations were made. An effort was made in
this 1997 review to gather all available information on key trace element contents of various structural
alloys. Particular emphasis was placed on getting the best available information on trace nitrogen
content in order to reduce excess conservatism in the calculation of C-14. Similar effort was made to
collect all available information on niobium content for calculation of Nb-94. The results of this review
were provided in reference (ee).

In 2001, NRF contracted with Argonne National Laboratory to measure the curie content of three
actual pieces of irradiated structural material. This was done in order to obtain an indiction of how
actual results would compare with the calculated curie content. For the three items, the calculated
curie content was higher than the measured amount by factors of approximately 3, 7, and 40. Thus,
even though considerable effort was made in the 1997 calculations to remove excess conservatism,
particularly in trace element content, considerable conservatism likely remains in the neutron flux
levels calculated for the structural pieces.

As noted above, it was requested that chlorine-36 be calculated as part of this review. Previously, a
CI-36 source term has not been calculated for Naval waste streams. CI-36 is formed from activation
of naturally occurring CI-35. Chlorine is generally considered to be a detrimental material in reactor
coolant systems and reactor structural material, and considerable measures are taken to keep
chlorine out of both metals and reactor coolant systems. Thus, chlorine has generally been assumed
not to be present in Naval materials. In view of the recent request to specifically consider CI-36, a
review was performed of structural material specifications and actual past measurements of chlorine
content in structural metals. While all of these past measurements have not indicated any
measurable chlorine content in Naval materials, a calculation has been made for activated metals
based on an assumed chlorine impurity of 1 part per million (ppm) in Naval structural materials. Using
the same methods as the 1997 evaluation, CI-36 was calculated for some types of materials and
extrapolated for the rest of the activated metals sent to RWMC. The total estimated curie amount
calculated for CI-36 in activated metal is 0.41 curie. Due to the immeasurable amount of chlorine in
reactor coolant and crud, the presence of CI-36 in the more mobile liquid/waste/resin waste form
would be negligible. Since no actual chlorine has been measured in Naval materials, the CI-36
calculation for activated structural metals should be considered an upper bound estimate.

While CI-36 was specifically requested to be calculated as part of this review, DOE-ID also requested
that transuranic radionuclides, uranium isotopes, Co-60, and some additional fission products be
calculated if feasible. These radionuclides were not specifically calculated in the 1997 effort.
However, recent calculations of activated structural metals do include the full range of radionuclides.
Thus, ratios of these additional radionuclides to Nb-94 were obtained from more recent calculations
and applied to the 1997 Nb-94 historical total in order to obtain an estimate of these additional
radionuclides. This extrapolation method has some additional uncertainty since the mixture of
structural metals in the recent calculations would not exactly match the historical mixture. However,
since the ratios Nb-94 to the other nuclides calculated in 1997 matched the ratios for these same
nuclides in the more recent calculation within a factor of two, it is considered that using Nb-94 ratios to
calculate the other radionuclides provides a reasonable result. For Co-60, this scaling method would
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have produced an estimate of 6.2E+05 curies. Since references (hh), (ii), and (jj) have estimated the
Co-60 total to be 1.3E+06 curies, this higher value was used for Co-60.

All of these values are considered upper bound estimates based on the previously reported assay of

three actual pieces of structural waste which demonstrated substantial overestimation in the activation
calculations.

IV.C.5 Uncertainty

As noted above, the 1997 curie contents were originally considered to be best estimate calculations.
However, subsequent actual measurements of the curie content in three pieces of activated structural
metal found that the calculated curie content was higher than the measured amount by factors of
approximately 3, 7, and 40. Thus, the 1997 calculations substantially overstate the actual curie
content. The relatively wide range of the over calculation factors indicates that there is still a
substantial amount of uncertainty in these calculations.

Also, the 1997 calculations have not been updated to include the activated structural metals disposed
of since 1997. This is considered to be a relatively small percentage of the total since the more highly
activated scrap pieces have been retained in storage at ECF since the discovery of the curie
calculation error in 1989. Given the demonstrated over conservatism of the 1997 calculations, these
values should still be considered an upper bound estimate even with the additional material disposed
of since 1997.

It is difficult to provide a true best estimate for this waste stream given that the over calculation for the

three pieces ranged from 3 to 40. A reasonable best estimate would be half of the upper bound
estimates in the following table.
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IV.C.6 Curie Content Total

The total curies for the activated structural metal waste stream are provided in the following table.

Table 17. Isotopic Activities for Activated Metal Sent to RWMC

Best Estimate Upper Bound

Isotope Total Curies Total Curies
Co-60 6.1E+05 1.2E+06
Ni-63 1.7E+05 3.4E+05
Ni-59 1.5E+03 2.9E+03
H-3 1.4E+02 2.7E+02
C-14 4 9E+01 9.8E+01
Pu-241 1.1E+01 2.2E+01
Cs-137 9.1E+00 1.8E+01
Sr-90 4.8E+00 9.6E+00
Nb-94 6.5E+00 1.3E+01
Pu-239 2.1E-01 4.2E-01
Cl-36 2.0E-01 4.1E-01
Am-241 1.4E-01 2.8E-01
Pu-240 1.3E-01 2.6E-01
Pu-238 8.9E-02 1.8E-01
Tc-99 2.6E-02 5.2E-02
U-238 1.5E-04 3.0E-04
U-234 1.4E-04 2.8E-04
1-129 4.9E-05 9.7E-05
U-236 1.3E-05 2.6E-05
U-235 4.0E-06 8.0E-06

IV.D Evaluation of Routine and Other Miscellaneous Waste

IV.D.1 Purpose of Evaluation

Since the 1950s, NRF has disposed of routine low level radioactive waste to the RWMC. The curie
content of this waste stream was evaluated previously in references (ii) and (jj) and is summarized
below.

IV.D.2 Background

Routine low level waste was generated as part of normal plant operations, maintenance, repair, and
refueling associated with the NRF prototype plants and ECF. The majority of this waste included
blotting paper, rubber gloves, rags, plastic bags, etc. with very low levels of radioactivity. In addition
to this compactable and largely incinerable waste, there have also been occasional plant components
that are not compactable and that contain higher quantities of radioactivity. Other routine waste
included scrap wood and metal. Miscellaneous waste included bulk items such as concrete, empty
tanks, contaminated soil, and, on limited occasion, items such as a reactor core barrel and spent
radioactive sources.
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IV.D.3 Disposal Method

Routine waste was typically packaged in poly bags and placed in cardboard or wooden boxes. In
later years (after 1970), waste was sometimes compacted, if compatible, prior to disposal. The boxes
were placed into trenches at the RWMC. Larger items were usually covered in plastic to prevent
potential contamination spread prior to disposal.

IV.D.4 Assessment of Curie Content

This waste stream was evaluated in references (ii) and (jj) and published in references (cc) and (kk).
The evaluation included reviewing past disposal records and databases that provided information on
past disposals from NRF to the RWMC. Additional evaluation of this waste stream was not requested
in reference (a) and is not included in this report. The estimates provided in the above references
included only those radionuclides that contributed the largest percentages to the curie totals.
Therefore, only Co-60, Ni-63, and Fe-55 were considered which are the primary radionuclides
associated with routine waste generated at NRF.

Using the same ratio of radionuclides as shown in Section IV.A above, an estimate can be made for
other radionuclides that may be present. In Section IV.A, the radionuclide distribution was based on a
typical generic crud profile. Although this profile, has changed through the years as material
technology has improved, it provides the best available conservative assumption of radionuclide
distribution for the routine waste. The crud profile is based on a ratio to curies of Co-60. Although Ni-
63 and Fe-55 are part of the crud profile, the curies provided in the above references for Ni-63 and
Fe-55 are used instead of the crud profile ratio.

IV.D.5 Uncertainty

The previous assessments (references (ii) and (jj)) provided best estimate curie totals and have a high
uncertainty. The uncertainty associated with the curie totals would be similar to that provided for the
liquid/sludge/resin waste stream, which indicated an uncertainty of 100%. The upper bound estimate
would therefore be twice the best estimate.

The best estimate and upper bound estimate of curies for the routine and miscellaneous waste stream
are provided in Table 18.
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Table 18. Isotopic Activities for Routine and Other Miscellaneous Waste Sent to RWMC
Best Estimate  Upper Bound

Isotope Total Curies Total Curies
Co-60 1.21E+05 2.42E+05
Co-58 4.23E+05 8.46E+05
Cr-51 2.18E+04 4 .36E+04
Fe-59 2.42E+04 4.84E+04
Zr-95 1.04E+04 2.08E+04
Nb-95 2.30E+04 4 .60E+04
Mn-54 1.17E+04 2.34E+04
Fe-55 5.97E+04 1.19E+05
Ni-63 1.93E+04 3.86E+04
Ni-59 3.63E+02 7.26E+02
Sb-125 1.20E+03 2.40E+03
Te-125m 2.78E+02 5.56E+02
Nb-93m 1.81E+03 3.62E+03
Nb-94 2.42E+01 4.84E+01
Hf-181 9.55E+03 1.91E+04
Tc-99 1.21E+00 2.42E+00
Zn-65 5.80E+03 1.16E+04
Zr-93 2.42E-01 4.84E-01
Cs-134 2.42E+01 4 .84E+01
Cs-137 4.84E+01 9.68E+01
Ba-137m 4.84E+01 9.68E+01
Kr-85 2.42E+00 4.84E+00
Sr-90 4.84E+01 9.68E+01
Y-90 4.84E+01 9.68E+01
[-129 4.84E-03 9.68E-03
Se-79 1.81E-04 3.62E-04
Sn-126 5.44E-04 1.09E-03
Th-232 1.15E-07 2.30E-07
U-232 1.81E-03 3.62E-03
Np-237 3.63E-06 7.26E-06
Pu-238 3.02E-01 6.04E-01
Pu-239 4.84E-02 9.68E-02
Pu-240 3.02E-02 6.04E-02
Pu-241 1.21E+01 2.42E+01
Pu-242 3.63E-04 7.26E-04
Am-241 4.23E-01 8.46E-01
Am-242m 2.42E-03 4 .84E-03
Am-243 3.63E-03 7.26E-03
Cm-242 7.38E+00 1.48E+01
Cm-243 3.02E-03 6.04E-03
Cm-244 4.23E-01 8.46E-01
Cm-245 3.02E-05 6.04E-05
Ru-106 1.16E+02 2.32E+02
Ce-144 1.11E+02 2.22E+02
Pm-147 3.75E+01 7.50E+01
U-233 3.27E-04 6.54E-04
U-234 3.63E-04 7.26E-04
U-235 2.54E-08 5.08E-08
U-236 1.33E-06 2.66E-06
U-238 5.93E-06 1.19E-05
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V. Summary

The following tables provide best estimates and upper bound estimates for the specific radionuclides
of concern identified by DOE that are associated with NRF waste streams. Table 19 provides the
best estimate curie totals while Table 20 provides the estimated upper bound. These estimates are
for the time of disposal and have not been decay corrected to the present time.

Table 19. Summary of Curies for Radionuclides of Concern Associated with NRF Waste Streams
(Best Estimate)

Waste Stream C-14 Tc-99 1-129 Cs-137 Sr-90
(in Curies) | (in Curies) | (in Curies) | (in Curies) | (in Curies)
Shippingport Natural 2.84E-02 1.49E+00 3.90E-03 1.06E+04 6.24E+03
Uranium Fuel
Material (Solid)
(1960-68)
Shippingport Natural 7.49E-04 3.93E-02 1.03E-04 2.80E+02 1.65E+02
Uranium Fuel
Material (Dissolved)
(1960-68)
Miscellaneous 2.36E-07 2.85E-02 4.94E-05 2.07E+02 2.06E+02
Enriched Fuel
Material (Solid)
(1953-71)
Miscellaneous 1.51E-07 1.83E-02 3.16E-05 1.33E+02 1.32E+02
Enriched Fuel
Material (Dissolved)
(1953-71)
Miscellaneous 6.60E-04 3.46E-02 9.06E-05 2.46E+02 1.45E+02
Natural Uranium Fuel
Material (Solid)
(1953-71)
Unirradiated Natural -- -- -- -- --
Uranium
(1963-70)
Core Structural 4.9E+01 2.6E-02 4 9E-05 9.1E+00 4 .8E+00
(1953-1997)
Zirconium Chips 3.28E+00 9.02E-05 1.73E-07 4.49E-01 2.72E-01
(1953-75)
Liquid/APAC/Qil 4.05E+00 5.05E-03 2.03E-05 2.03E-01 2.03E-01
(1953-71)
Sludge/Resin 1.65E+01 2.56E-02 1.01E-04 1.02E+00 1.02E+00
(1953-71)
Routine/Misc. -- 1.21E+00 4.84E-03 4.84E+01 4.84E+01
(1960-93)
Total 7.28E+01 2.88E+00 9.19E-03 1.15E+04 6.94E+03
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Table 19 (continued)

Waste Stream

U-233
(in Curies)

U-234
(in Curies)

U-235
(in Curies)

U-236
(in Curies)

U-238
(in Curies)

Shippingport Natural
Uranium Fuel Material
(Solid)

(1960-68)

1.44E-06

5.80E-02

9.43E-04

1.00E-02

6.84E-02

Shippingport Natural
Uranium Fuel Material
(Dissolved)

(1960-68)

3.80E-08

1.53E-03

2.49E-05

2.65E-04

1.81E-03

Miscellaneous
Enriched Fuel Material
(Solid)

(1953-71)

4.27E-07

7.01E-03

8.60E-05

8.78E-04

3.75E-07

Miscellaneous
Enriched Fuel Material
(Dissolved)

(1953-71)

2.73E-07

4.49E-03

5.50E-05

5.62E-04

2.40E-07

Miscellaneous Natural
Uranium Fuel Material
(Solid)

(1953-71)

3.35E-08

1.35E-03

2.20E-05

2.33E-04

1.59E-03

Unirradiated Natural
Uranium
(1963-70)

1.15E-02

5.27E-04

1.13E-02

Core Structural
(1953-1997)

1.4E-04

4.0E-06

1.3E-05

1.5E-04

Zirconium Chips
(1953-75)

8.79E-05

7.87E-06

2.00E-07

6.08E-07

7.07-06

Liquid/APAC/OIl
(1953-71)

1.37E-06

1.52E-06

1.07E-10

5.60E-09

2.49E-08

Sludge/Resin
(1953-1971)

6.90E-06

7.70E-06

5.35E-10

2.81E-08

1.25E-07

Routine/Misc.
(1960-93)

3.27E-04

3.63E-04

2.54E-08

1.33E-06

5.93E-06

Total

4.25E-04

8.44E-02

1.66E-03

1.20E-02

8.33E-02
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Table 19 (continued)

Waste Stream

Np-237
(in Curies)

Pu-238
(in Curies)

Pu-239
(in Curies)

Pu-240
(in Curies)

Pu-241
(in Curies)

Am-241
(in Curies)

Shippingport
Natural Uranium
Fuel Material
(Solid)
(1960-68)

2.66E-03

1.18E+01

4.43E+01

3.86E+01

3.03E+03

1.08E+1

Shippingport
Natural Uranium
Fuel Material
(Dissolved)
(1960-68)

7.03E-05

3.12E-01

1.17E+00

1.02E+00

8.01E+01

2.85E-01

Miscellaneous

Enriched Fuel

Material (Solid)
(1953-71)

9.70E-04

3.75E+00

7.74E-03

2.23E-03

1.14E+00

2.38E-03

Miscellaneous
Enriched Fuel
Material (Dissolved)
(1953-71)

6.20E-04

2.40E+00

4.96E-03

1.42E-03

7.30E-01

1.52E-03

Miscellaneous
Natural Uranium
Fuel Material
(Solid)
(1953-71)

6.19E-05

2.75E-01

1.03E+00

8.98E-01

7.05E+01

2.51E-01

Unirradiated
Natural Uranium
(1963-70)

Core Structural
(1953-1997)

8.9E-02

2.1E-01

1.3E-01

1.1E+01

1.4E-01

Zirconium Chips
(1953-75)

1.16E-06

2.37E-03

1.35E-02

4.72E-03

3.13E-01

1.78E-03

Liquid/APAC/OIl
(1953-71)

1.52E-08

1.27E-03

2.03E-04

1.27E-04

5.05E-02

1.78E-03

Sludge/Resin
(1953-1971)

7.65E-08

6.40E-03

1.02E-03

6.40E-04

2.55E-01

8.95E-03

Routine/Misc.
(1960-93)

3.63E-06

3.02E-01

4.84E-02

3.02E-02

1.21E+01

4.23E-01

Total

4.39E-03

1.87E+01

4.68E+01

4.07E+01

3.21E+03

1.19E+01
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Table 19 (continued)

Waste Stream

Co-60
(in Curies)

Ni-63
(in Curies)

Ni-59
(in Curies)

Nb-94
(in Curies)

Cl-36
(in Curies)

H-3
(in Curies)

Shippingport
Natural Uranium
Fuel Material
(Solid)
(1960-68)

1.37E-05

4.62E+01

Shippingport
Natural Uranium
Fuel Material
(Dissolved)
(1960-68)

3.62E-07

1.22E+00

Miscellaneous

Enriched Fuel

Material (Solid)
(1953-71)

8.59E-8

8.17E-01

Miscellaneous
Enriched Fuel
Material (Dissolved)
(1953-71)

5.50E-08

5.23E-01

Miscellaneous
Natural Uranium
Fuel Material
(Solid)
(1953-71)

3.19E-07

1.07E+00

Unirradiated
Natural Uranium
(1963-70)

Core Structural
(1953-1997)

6.1E+05

1.7E+05

1.5E+03

6.5E+00

2.03E-01

1.4E+02

Zirconium Chips
(1953-75)

4.97E+00

3.93E-02

2.74E-03

4.95E-03

6.70E+00

Liquid/APAC/OIl
(1953-71)

5.05E+02

1.52E+02

1.52E+00

1.02E-01

Sludge/Resin
(1953-1971)

2.54E+03

7.65E+02

7.65E+00

5.10E-01

Routine/Misc.
(1960-93)

1.21E+05

1.93E+04

3.63E+02

2.42E+01

Total

7.34E+05

1.90E+05

1.87E+03

3.13E+01

2.08E-01

1.97E+02
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Table 20. Summary of Curies for Radionuclides of Concern Associated with NRF Waste Streams

(Upper Bound)

Waste Stream

Cc-14
(in Curies)

Tc-99
(in Curies)

1-129
(in Curies)

Cs-137
(in Curies)

Sr-90
(in Curies)

Shippingport
Natural Uranium
Fuel Material
(Solid)
(1960-68)

4.26E-02

2.24E+00

5.85E-03

1.59E+04

9.36E+03

Shippingport
Natural Uranium
Fuel Material
(Dissolved)
(1960-68)

1.12E-03

5.90E-02

1.55E-04

4.20E+02

2.48E+02

Miscellaneous
Enriched Fuel
Material (Solid)
(1953-71)

4.25E-07

5.13E-02

8.89E-05

3.73E+02

3.71E+02

Miscellaneous
Enriched Fuel
Material (Dissolved)
(1953-71)

2.72E-07

3.29E-02

5.69E-05

2.39E+02

2.38E+02

Miscellaneous
Natural Uranium
Fuel Material
(Solid)
(1953-71)

9.90E-04

5.19E-02

1.36E-04

3.69E+02

2.18E+02

Unirradiated
Natural Uranium
(1963-70)

Core Structural
(1953-1997)

9.8E+01

5.2E-02

9.7E-05

1.8E+01

9.6E+00

Zirconium Chips
(1953-75)

7.38E+00

2.03E-04

3.89E-07

1.01E+00

6.12E-01

Liquid/APAC/OIl
(1953-71)

8.10E+00

1.01E-02

4.06E-05

4.05E-01

4.05E-01

Sludge/Resin
(1953-1971)

3.29E+01

5.11E-02

2.04E-04

2.04E+00

2.04E+00

Routine/Misc.
(1960-93)

2.42E+00

9.68E-03

9.68E+01

9.68E+01

Total

1.46E+02

4.97E+00

1.63E-02

1.74E+04

1.05E+04
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Table 20 (continued)

Waste Stream

U-233
(in Curies)

U-234
(in Curies)

U-235
(in Curies)

U-236
(in Curies)

U-238
(in Curies)

Shippingport Natural
Uranium Fuel Material
(Solid)

(1960-68)

1.44E-06

5.80E-02

9.43E-04

1.00E-02

6.84E-02

Shippingport Natural
Uranium Fuel Material
(Dissolved)

(1960-68)

3.80E-08

1.53E-03

2.49E-05

2.65E-04

1.81E-03

Miscellaneous
Enriched Fuel Material
(Solid)

(1953-71)

5.12E-07

8.41E-03

1.03E-04

1.05E-03

4.50E-07

Miscellaneous
Enriched Fuel Material
(Dissolved)

(1953-71)

3.28E-07

5.39E-03

6.60E-05

6.74E-04

2.88E-07

Miscellaneous Natural
Uranium Fuel Material
(Solid)

(1953-71)

3.35E-08

1.35E-03

2.20E-05

2.33E-04

1.59E-03

Unirradiated Natural
Uranium
(1963-70)

1.15E-02

5.27E-04

1.13E-02

Core Structural (1953-
1997)

2.8E-04

8.0E-06

2.6E-05

3.0E-04

Zirconium Chips
(1953-75)

1.98E-04

1.77E-05

4.50E-07

1.37E-06

1.59E-05

Liquid/APAC/OIl
(1953-71)

2.74E-06

3.04E-06

2.13E-10

1.12E-08

4.97E-08

Sludge/Resin (1953-
1971)

1.38E-05

1.54E-05

1.07E-09

5.62E-08

2.50E-07

Routine/Misc.
(1960-93)

6.54E-04

7.26E-04

5.08E-08

2.66E-06

1.19E-05

Total

8.71E-04

8.72E-02

1.69E-03

1.22E-02

8.34E-02
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Table 20 (continued)

Waste Stream

Np-237
(in Curies)

Pu-238
(in Curies)

Pu-239
(in Curies)

Pu-240
(in Curies)

Pu-241
(in Curies)

Am-241
(in Curies)

Shippingport
Natural Uranium
Fuel Material
(Solid)
(1960-68)

3.99E-03

1.77E+01

6.65E+01

5.79E+01

4.55E+03

1.62E+1

Shippingport
Natural Uranium
Fuel Material
(Dissolved)
(1960-68)

1.05E-04

4.67E-01

1.75E+00

1.53E+00

1.20E+02

4.27E-01

Miscellaneous
Enriched Fuel
Material (Solid)
(1953-71)

1.75E-03

6.75E+00

1.39E-02

4.01E-03

2.05E+00

4.28E-03

Miscellaneous
Enriched Fuel
Material (Dissolved)
(1953-71)

1.12E-03

4.32E+00

8.93E-03

2.56E-03

1.31E+00

2.74E-03

Miscellaneous
Natural Uranium
Fuel Material
(Solid)
(1953-71)

9.27E-05

4.13E-01

1.54E+00

1.35E+00

1.06E+02

3.76E-01

Unirradiated
Natural Uranium
(1963-70)

Core Structural
(1953-1997)

1.8E-01

4.2E-01

2.6E-01

2.2E+01

2.8E-01

Zirconium Chips
(1953-75)

2.61E-06

5.33E-03

3.04E-02

1.06E-02

7.04E-01

4.01E-03

Liquid/APAC/OIl
(1953-71)

3.04E-08

2.53E-03

4.06E-04

2.53E-04

1.01E-01

3.55E-03

Sludge/Resin
(1953-1971)

1.53E-07

1.28E-02

2.04E-03

1.28E-03

5.10E-01

1.79E-02

Routine/Misc.
(1960-93)

7.26E-06

6.04E-01

9.68E-02

6.04E-02

2.42E+01

8.46E-01

Total

7.07E-03

3.05E+01

7.04E+01

6.11E+01

4.83E+03

1.82E+01
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Table 20 (continued)

Waste Stream

Co-60
(in Curies)

Ni-63
(in Curies)

Ni-59
(in Curies)

Nb-94
(in Curies)

Cl-36
(in Curies)

H-3
(in Curies)

Shippingport
Natural Uranium
Fuel Material
(Solid)
(1960-68)

2.06E-05

6.93E+01

Shippingport
Natural Uranium
Fuel Material
(Dissolved)
(1960-68)

5.43E-07

1.83E+00

Miscellaneous
Enriched Fuel
Material (Solid)
(1953-71)

1.55E-07

1.47E+00

Miscellaneous
Enriched Fuel
Material (Dissolved)
(1953-71)

9.90E-08

9.41E-01

Miscellaneous
Natural Uranium
Fuel Material
(Solid)
(1953-71)

4.79E-07

1.61E+00

Unirradiated
Natural Uranium
(1963-70)

Core Structural
(1953-1997)

1.2E+06

3.4E+05

2.9E+03

1.3E+01

4.05E-01

2.7TE+02

Zirconium Chips
(1953-75)

1.12E+01

8.84E-02

6.17E-03

1.11E-02

1.51E+01

Liquid/APAC/OIl
(1953-71)

1.01E+03

3.04E+02

3.04E+00

2.03E-01

Sludge/Resin
(1953-1971)

5.08E+03

1.53E+03

1.53E+01

1.02E+00

Routine/Misc.
(1960-93)

2.42E+05

3.86E+04

7.26E+02

4.84E+01

Total

1.45E+6

3.80E+05

3.64E+03

6.26E+01

4.16E-01

3.60E+02
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Attachment 1

Shippingport PWR-1 Figures

145



This Page Intentionally Left Blank

146



PWR - |
SCHEMATIC CORE CROSS SECTION

|1|z|3|4|5|sl7[slls||o|u[lz[salmlusl

(miEl Pt :

| _ 4,0 JhlJHlJl_;ll_.«Hn , _ \_ 2

! lupn ur“| ,“er.mw T x

b d bd, I L bobolJt m

“ “;F_W f T ._.:1“ | @

" oL, oo L Z1 o
| | = Z

i i i | L_r.; o i > ]

| s | “hi2hpgl2hi2iz ] @

il l— “ fugnl | ol I

_ "r:.“ I ool

[ LWEg[ I I 1=i=H It

i—t LLOHL =L _:lLu “ _

P T ! FO B[ 1

_ (als aoll L JL AL I Fhobol h

I Mmoo g og oair "

L nododbohb h o bd!

_“ﬁA._B_ (3} _ a

N
wlulelz]-]-f«]af=]=]<]

o}
0.
0

A —BLANKET REGION NO.
8 —BLANKET REGION N
C —BLANKET REGION N
D — BLANKET REGION NO.

Cross-Section of Shippingport PWR-1 Core

Figure 1.

147



1

fee— 0.1125"

30" -

16875"

Tr. ST TTYE. PRIVS VYRR TYTE | T, T, ,..-'r.\-_!‘q_..,-_!

SOOI

N\Q\X\\&AR‘L\TL_\K\’
h \\\\\\'T\\Y\\\\\\(‘1
\S\\\K‘Xr\\ﬁ\n\\\\f{\
\; X\M\&\T\\T\\\E’)\\
\(L;X\X\\\ A N . \\L}Q
\( L&\L\mT\\\\\B\
BN \\\*\\\;\r\x\x)\
T N N A N U N
NN N N \\X\‘T)
ALY \;\\;\—x\\ij

\(Y\\\Y\\R\ \\\\\\\‘TS‘)\
S&A\\\\‘(\\X\\\\\L)\
BN ., . . VN Y

\(\T\\\\\\‘i\&\\\\\‘x
S AN S AN SNISITONSTS

t&\“*\\\i\\\\\i\\\\§\\’>

e d—" — — — — —  —m—— re— —— ——

Figure 2. Cross-Section of PWR-1
NOTE: DIMENSIONS ARE

148

!

0.25"

«X]:Tha

L -!‘ _J EP RE3I7?-2

I

FUEL PLATE

—— —— — ——

1/2 CHANNEL

00I5~wm 7 7 7 T T 7
0.039 4w FyEL

|

I

!

|

l

l

| oo .
i 00— 7 7 7 777
|

\

|

|

:

|

4

0.069" 0.138"

1/2 CHANNEL

Seed Subassembly
IN INCHES



oVl

Alquiessy 19xuelg L-4Md "€ @inbi-

A1BWISSY 1304 L3IXNNYI8

370NN

_ ﬂmﬂ%%ﬂ i

A
e Y

028 Qi

-z
Lo
k-4
b-4
¢ Pour
0’1
£
o
B
Y
~

* 3

o R o

0ee0
i 000"
o
TS 20

! T

OO na
pu
- G- N

>

212843



Nl—
'+ ’
m

z

o

(24

>

o

.4u"°°’-—l ' ' § ' ,35I7_5 %2514,
[
1 PELLET- 3494 NOM.

n'zﬁ-PELLETS~\\\\§'

a—— CLADDING

o

Hf~-

8-—— END Cap
PWR-1 U0, FUEL ROD

NOTE: DIMENSIONS ARE IN INCHES

Figure 4. PWR-1 Fuel Rod

150



Attachment 2

Shippingport Core 1 Seed Fuel and SOAP Assemblies
Received at ECF
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SHIPPINGPORT CORE 1 SEED FUEL AND SOAP ASSEMBLIES RECEIVED AT ECF

All Shippingport PWR seed fuel was received at ECF from the Duquesne Light Company. Core 1
included four refuelings where all seed fuel was replaced. There were 32 assemblies of seed fuel
associated with each refueling. Each assembly contained four subassemblies. Each subassembly
contained 15 fuel elements. The SOAP-I and SOAP-II were special seed fuel test assemblies.
“Element” quantities refer to the total mass of uranium. “Isotope” quantities refer to total mass of

Uranium-235. The serialized fuel accountability transfer transactions are referenced.

Date

5/5/60

7/22/60

2/20/61

3/31/61

11/16/61

12/15/61

3/13/63

6/6/63

7/25/63

5/25/64

12/23/64

3/8/65

3/26/66

Fuel Received at ECF

1 Expended Seed assembly from Core |, Seed 1 of the
Shippingport Atomic Power Station (SAPS)

1 Expended Seed Assembly from Core I, Seed 1 of
SAPS.

16 Expended Seed Assemblies from Core |, Seed 1 of
SAPS.

14 Expended Seed Assemblies from Core |, Seed 1 of
SAPS.

16 Expended Seed Assemblies from Core |, Seed 2 of
SAPS.

16 Expended Seed Assemblies from Core |, Seed 2 of
SAPS.

16 Expended Seed Assemblies from Core |, Seed 3 of
SAPS.

14 Expended Seed Assemblies from Core |, Seed 3 of
SAPS.

2 Expended Seed Assemblies from Core 1, Seed 3 of
SAPS

Receipt of PWR-1 SOAP Il fuel from Duquesne.

4 Expended Seed Assemblies from Core 1, Seed 4 of
SAPS.

SOAP-I| (Subassembly No. x)

12 Expended Seed Assemblies from Core 1, Seed 4 of
SAPS.

16 Expended Seed Assemblies from Core 1, Seed 4 of
SAPS.

153

Quantity

1,732 g Element
1,416 g Isotope

1,732 g Element
1,416 g Isotope

27,720 g Element
22,661 g Isotope

24,257 g Element
19,829 g Isotope

31,128 g Element
24,619 g Isotope

31,128 g Element
24,619 g Isotope

31,815 g Element
23,720 g Isotope

27,838 g Element
20,755 g Isotope

3,977 g Element
2,965 g Isotope

1,011 g Element
914 g Isotope

8,093 g Element
6,502 g Isotope

760 g Element
477 g Isotope

24,280 g Element
19,506 g Isotope

32,373 g Element
26,008 g Isotope

Reference

DUQ-WEI-4

DUQ-WEI-5

DUQ-WEI-6

DUQ-WEI-7

DUQ-WEI-11

DUQ-WEI-13

DUQ-WEI-15

DUQ-WEI-16

DUQ-WEI-18

DUQ-WEI-20

PAB-PZB-1

PAB-PZB-2

PAB-PZB-3



Summary Core 1 Received at ECF

Seed 1

Seed 2

Seed 3

Seed 4

SOAP-|

SOAP-II

Total

32 Seed Assemblies
Received

32 Seed Assemblies
Received

32 Seed Assemblies
Received

32 Seed Assemblies
Received

128 Seed Assemblies
Received & SOAP-I/SOAP-II
Test Assemblies

55,441 g Element
45,322 g Isotope

62,256 g Element
49,238 g Isotope

63,630 g Element
47,440 g Isotope

64,746 g Element
52,016 g Isotope

760 g Element
477 g Isotope

1,011 g Element
914 g Isotope

247,844 g Element
195,407 g Isotope

154



Attachment 3

Shippingport Core 1 Blanket Fuel (Natural Uranium) Received at
ECF
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SHIPPINGPORT CORE 1 BLANKET FUEL (NATURAL URANIUM) RECEIVED AT ECF

Shippingport PWR irradiated blanket fuel was primarily received at ECF from the Duquesne Light
Company. Core 1 included three refuelings where portions of the blanket fuel were replaced. A final
defueling included all the blanket fuel being replaced. There were 113 blanket assemblies contained
in Core 1. Each blanket assembly contained seven fuel bundles. Each fuel bundle contained 120 fuel
rods. “Element”’ quantities refer to the total mass of uranium. “Isotope” quantities refer to total mass
of Uranium-235. The serialized fuel accountability transfer transactions are referenced.

Date Fuel Received at ECF Quantity Reference
2/4/60 Receipt of one Irradiated Fuel Bundle from Reactor at 16 Kg Element DUQ-WEI-1
Shippingport Atomic Power Station (SAPS). Bundleis  0.081 Kg Isotope
from Original Blanket Assembly No. 031. 37 g Plutonium
2/12/60 Receipt of 1 Irradiated Blanket Assembly from Reactor 112 Kg Element DUQ-WEI-2
at SAPS. 1 Kg Isotope®
261 g Plutonium
2/15/60 Receipt of 1 Irradiated Fuel Bundle from Reactor at 16 Kg Element DUQ-WEI-3
SAPS. 0.081 Kg Isotope
37 g Plutonium
9/22/61 Receipt of 1 Irradiated Blanket Assembly from Reactor 112 Kg Element DUQ-WEI-8
at SAPS. 0.372 Kg Isotope
501 g Plutonium
10/16/61 Receipt of 1 Irradiated Blanket Assembly from Reactor 112 Kg Element DUQ-WEI-9
at SAPS. 0.372 Kg Isotope
501 g Plutonium
11/24/61 Receipt of 1 Irradiated Blanket Assembly from Reactor 112 Kg Element DUQ-WEI-12
at SAPS. 1 Kg Isotope®
501 g Plutonium
1/21/63 Receipt of Irradiated Blanket Assembly from Reactor at 111 Kg Element DUQ-WEI-14
SAPS. 0.339 Kg Isotope
525 g Plutonium
6/6/63 Receipt of 2 Irradiated Blanket Assemblies from 223 Kg Element DUQ-WEI-17
Reactor at SAPS. 1 Kg Isotope'®

208 g Plutonium

4/3/64 Receipt SABRE Assembly 87 Kg Element DUQ-WEI-19
1 Kg Isotope'
208 g Plutonium

7/121/64 Receipt of two PWR Core 1 fuel bundles from Bettis. 31.6 Kg Element PZA-PZB-1

(ref. values from DUQ-WEB-16) 0.08 Kg Isotope
165 g Plutonium
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12/23/64 Receipt of 10 irradiated Blanket Fuel Assemblies with 7 1204 Kg Element® PAB-PZB-1

3/8/65

6/18/66

Notes:

original Fuel Bundles and1 irradiated Blanket Fuel 3 Kg Isotope”

Assembly with 6 original Fuel Bundles and 1 6263g Plutonium

unirradiated Fuel Bundle containing Normal Uranium.

Receipt of 4 irradiated Blanket Fuel Assemblies 412 Kg Element PAB-PZB-2
containing depleted Uranium and Plutonium. 1 Kg Isotope(g)

2143g Plutonium

Receipt of 16 PWR-1 irradiated Blanket Fuel 1,781 Kg Element PAB-PZB-4
Assemblies containing Depleted Uranium and 6 Kg Isotope
Plutonium from Duquesne Light Co. 9392¢g Plutonium

Value was likely rounded up. A more likely quantity is 0.567 Kg (based on 0.081 Kg per fuel bundle and
each assembly containing 7 bundles — see 2/4/60 shipment)

Value was likely rounded up. A more likely quantity is 0.372 Kg (see 10/16/61 shipment)

Value was likely rounded up. A more likely quantity is 0.678 Kg (based on 0.339 Kg per fuel bundle -
see 1/21/63 shipment)

Value was likely rounded up. If same ratio of “Isotope” to “Element” as 2/60 shipments is used (which is
the highest such ratio), the quantity would be 0.44 Kg.

Total does not include unirradiated fuel bundle.

Total was likely rounded down. A more likely quantity is 3.08 Kg (based on same ratio of “Isotope” to
“Element” as 7/21/64 shipment).

Total was likely rounded down. A more likely quantity is 1.043 Kg (based on same ratio of “Isotope” to
“Element” as 7/21/64 shipment).

Summary PWR-1 Blanket (Natural Uranium) Fuel Received at ECF

Total (Mass) PWR-1 Blanket Fuel Received 4329.6 Kg Element

15.325 Kg Isotope
20.742 Kg Plutonium

Best Estimate Total Mass of Isotope (based on notes on table) 13.505 Kg Isotope
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Attachment 4

Copies of Waste Manifests Containing PWR-1 Irradiated Fuel
Material
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D110 . . - TUgEe  Cose
(R11-58) s WASTE DISPOSAL REQUEST AND AUTHORIZATION

v LTS

SECTION I - (TO BE COMPLETED BY ORIGINATING ORGANIZATION)
ORIGINATING ORGANIZATION _ ECF Operations
DESCRIPTION OF WASTE: (Complete applicable parts)

Liquid Solid___ X Volume_1 cu,yd Weight_m

Radioactive: Yes__ X No Curies ,

Mr/hr at container surface MM e Wff A 7 g5 /7/9’/

SS Material Type 21r¢ clad rods Amount: Net_Le 0]4 Kgs. Isotope__Pu239

Classification: Secret_None Confidential None Category: I 11 III

Composition:__Dissolved PWR rods‘ fgfm Bdl. #0551 absarbed in vermiculite for
disposal = & -/716 - 1047 ¢ prma S.5. ST smeo [V kil

Capital Equipment No.
Associated Hazards: /a6 <l fL7 4 Fatd _Deitra/c- JH sy 47 £

fairr CA5A J fossasis  LMila Lozl L Srremve

CONTAINER: Type Galvanized metal Destroy To_be buried Save
MODE OF TRANSPORTATION__ Phillips ARC Truck

APPROVAL:\ (
Originator__ .\ f;ﬁ.\/'L/\"\.\c;oH‘

SS Acc%Rep.”
HP Reph. 2

(Signature)

SECTION II - (TO BE COMPLETED BY IDO SS MATERIALS SECTION IF SS MATERIALS
ARE INVOLVED IN DISPOSAL OPERATION)

Authorization Number

(Signature) (Title) (Date)

SECTION III - (TO BE COMPLETED BY IDO HEALTH AND SAFETY DIVISION)

Method of Disposal: 7 s .. / <O £ - ‘/e o il
Prescribed Precautions: ,/l’ o F— Zd. /‘/q/ ) 1

o 4 L 23 }Lé

APP;?eVé:I;;’ey - /',zfe\_,‘—v W /// 1// s

Analytical Brgnch
S&FP Branch

(Signature) (Date)

SECTION IV - (TO BE COMPLETED BY PERSON WITNESSING DISPOSAL)

Disposal was made by means of (/s
at_ THHNCE F2o Gt 5O on___ [/~ 22-G o
(Location)~ * (Date)

_MM?@————- -2 PG
(Signature) (Date)
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D110 CTIO IR 1243 oaeso .
(R11-58) . . AND .Emmnrzarmll
i e H A AN

el CFSA -

SECTION I - (TO BE COMPLETED BY ORIGINATING QRGANIZ npmi X
ORIGINATING ORGANIZATION &L C. A BorwvmZ7ons '
. . = —
DESCRIPTION OF WASTE: (Complete applicable parts) } P H
Liquid "Solid__ X Volume gﬂ*‘-"wt 1
Radicactive: Yes__ X No Curies PO, costurs i
Mr/hr at container surface, L2 agplae (T * ¥ 3 lde meter = aﬂ;
SS Material Type Z4E (492 sborAmount: 8l ¢ otope_ /s €4
Classification: Wm oppt ! g B
Cmmnﬂunn /2 .: s oy
=y S e s T T

Assoclated Hazards:_ g7 AF82 77 bt e | A T
. !

SECTION II - (TO BE COMPLETED BY IDO S5 MA' SECTION IF SS MATERIALS
ARE INVOLVED IN DISPOSAL OPERA ] f ;:11, N | P
{ﬁﬂ-hﬂ"} l % _{.ﬁilﬂ ]

—_—
SECTION IO - (TO BE COMPLETED BY IDO HEALTH gND SAFETY DIVISION) .-

Method of Disposal: '?;-T.--,,,{ =go & ol s
Preseribed Precautions: 3! £ __.,[,l
APPHD?AL.&' y
Site Survey Branch '! I?’ —/7-4/
Analytical Branch
S&FP Branch !
{Signature) «2 | (Date)
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' NREGP Sro oyles/ec deo v é 143 ‘o460

" ID-110
;‘1'17531 WASTE DISPOSAL REQUEST AND AUTHORIZATION 3 ¢*» 2
SECTION 1 - (TO BE COMPLETED BY ORIGINATING _ TR
ORIGINATING ORGANIZATION____EC¥ Orcntuu : 5 !:_a,t == R
DESCRIPTION OF WASTE: (Complete applicable n-rt-l; ; AR i = :
Liquid_ Sofid__X___ Volme 1 Y& wi i 1008 :;i...: = 3
Radioactive: Yes__ X No Curies curdes (0 - -7 . =

Mr/hr at container surface 70 = /hr ﬂ"—“mmw
SS Material Type 217 €123 ¥od8 Toafipg: ni_ 520 grams jeotope
Classification; SecretNone _ Confiden ‘Category: 1-___IT__ ‘@
Composition: Dissolved FWR rods from Blds JHO109 & 6E0551 nnﬁu‘.u T
ver=lculite - 1. m—

|~ Capltal Equipment No, PUA/FLI PR AT

, . Associated Hazards: Direct nd:l..:lu dur remov k

i high level contamination spread. .o

cumum Type Galvanized metal inserPestroy_ To he huried Save_
‘r‘/‘%r'
oS
s/ s/ér
 (Date)

: — ]
SECTIONII - WEMHMHMMWEEH&M

ARE INVOLVED IN DISPOSAL OPERATION) e oyt '
s O

Authorization Number o alas
. : ,-.’::lr“‘lz ny
(Signature) ., (Title) % ‘i%j .1 A
' 72 o e

I'r_--iI
e ﬁ
SECTION IIT - (TO BE COMPLETED BY IDO mmmnsmnwmg .

Htt!mdol'thnn] 7",44" 2o { ol il

SECTION IV - {mnmmmnvmmmmnm 11

!
[
|
i
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WRFLID W M e

DISPOSAL LOCITION: TRENCY . . |
1D:110 n 243 08460

(R11-58) WASTE DISPOSAL REQUEST AND AUTHGORIZATION' * o
#1957

SECTION I - (TO BE COMPLETED BY ORIGINATING
ORIGINATING ORGANIZATION ECF Operations

DESCRIFTION OF WASTE: (Compiete applicable parts)
3
Liquid Solid__X Vnuml Y4 Weight

Radioactive: Yes x :
Mr/hr at container surface I.'t -ﬂu'ji" lhhldndﬂ.,w /he .
tope__Puer

SS Material Typire clad rods lopdiagnt:

Classification: Secrct_HNope |

Duﬂldenﬁﬂ__mw
Com Dissolved PWR rods from bdls. 3HO109
gﬂr:;.:t"l for disposal - 1. o4 gme—t

Capital Equipment No.

high level :nﬂt-thld
CONTAINER: Type Galvanized -I‘-ll inserf o iroy To be Save
MODE OF TRANSPORTATION AE
Originator il N #A’AI
S8 Account. Rep. o wewc ¥, e ls

SEE.'I."IONH (TO BE COMPLETED BY [IDO S§ MATERIALSSSECTION IF S5 MATERIALS
ARE INVOLVED IN DISPOSAL OFERA'I'I'DHI

Authorization Number

" {Signature) (Title) (Date)
SECTION Il - (TO BE COMPLETED BY IDO HEALTH AND SAFETY DIVISION)
Method of Disposal: *ap & /
Prw:rihld A gy ECF -Tad. Hw m
AP AL: re sown e d fa - 2 f.r*..rl.:# :
Site Survey Branch - 45 ,!,,_4':- YeT=G /

Anmalytical Branch .
S&FP Branch '
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WRFALD SRO O3/04/42 B10 10000 2%
ID-110 SISPOSAL LOCATION: TREXCH 24

% (R11-38) WASTE DISPOSAL REQUEST

_—— . '
SECTION I - {(TO BE COMPLETED BY GHIGIN&TWG nmmnm ’ I
ORICINATING ORCANIZATION WV LCF - £¢ <~ pari mﬂ‘/i o .5

DESCRIPTION OF WASTE: (Complete applicable parts) , _&,
. H

- Je o

Liquid_ X" Solid___x
Radioactive: Yes_ X No

Mr/hr at contalner ﬂn‘hn_la‘#r_-

SS Material T)r‘pe | H

(Signature) (Title) 4 ; (Date)

—_— — |

SECTION IT - (TO BE COMPLETED BY IDO SS MATERIALS ‘IF 88 MATERIALS
ARE INVOLVED IN DISPOSAL OPERATION) :

i '
Authorization Number____ 1 ;
' i

(Signature) (Titke) T f‘l m-uf

 —
mmm-immmmwmmmmnwmw l 3
Method of Disposal; Ziz o 22 & _ et ’
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-

E—  WEOmMRDIIN
NP LICATION: TROEN 2 ¥y 120
. ID-120 i3

(R11-58) WASTE DISPOSAL REQUEST

S

e — : -
SECTION I - (TO BE cnm.r:rm BY ORIGINATING mm]

ORIGINATING ORGANIZATION ,d:‘f:'é ECL ﬂém*’f*f

DESCRIPTION OF WASTE: (Complete applicable parts) ?

SECTION II - (TO BE COMPLETED BY IDO S8 HATEBIM.S mcm:m IF 85 MATERIALS
ARE INVOLVED IN DISPOSAL OPERATION)

Authorization Number - {"

(Signature) Mooy © 7 (Daw
: 1

SECTION I - mmmnm mmmmm

Disposal was made by means 1 4"(-34
a3 * > = - %
(Location) /’ s v g e}
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WL 0 e e 1w

DISPOSA. LOCATIMG TRENCH 24 :

D110 .
(R11-58) WASTE DISPOSAL REQUEST AND'

ORIGINATING ORGANIZATION A /C £ — é’_’ =

Radioactive: Yes__ X No Curies” /3%

Classification: Secret
Compesifion:

L]

SECTION I - (TO BE COMPLETED BY ORIGINATING iw:mmmnm . .

DESCRIPTION OF \WASTE: (Complete applicable pl.ﬂ.l]l gt '

Liquid Solid__X, vw-.&.ﬁ,.ﬂg'fgm_&mﬂ.&&mé

Mr/hr at container surface R 5O At ofe .
58 Material n-p.,dﬂr _Amount: Nut_”?"__hup
- *a

Capital

Associated Harards:

.|
(Signature) m_&r
£
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IFLLD S0 WMV e 10 13
DIPORAL LOCATION: TRENDH 24

ID-110 '
{R11-58) WASTE DISPOSAL REQUEST AND A

P T T o e Sl
ORIGINATING nmamum#gr_-af_--m
DESCRIPTION OF WASTE: (Complete applicable parts)

Liquid Solid__X vnhmuﬂ,}_‘ﬁ_w«im

Radicactive: Yes__ X No e SR '
Mr/hr at container t one meter e i 437
- 5
A |

SS Material Type_(/ Amount: Nﬂwﬁll’:._-d”"
Confidential ___ Category: 14 I e Pl

APPROVAL
Originator, L2/
E ‘-mt- Rﬂ. ﬁ o 61’/
HP . - s A dﬁz
{Signature) {Tlth;l i (Date)

SECTION II - (TO BE COMPLETED BY TDO SS MATERIALS SECTION IF SS MATERIALS
ARE INVOLVED IN DISPOSAL OPERATION)

Authorization Number,

" (Signature) (Title) (Date)
=—.-|-|—- *I
SECTION III - (TO BE comzrﬁ: BY IDO W
Method of Disposal: Zreme f : om lood = 53/ }
Prescribed - i 7/ . 3

APPROVAL: gre. snWelos cf,

Site Survey Branch A 4" ML

Analytical Branch =
S&FFP Branch 3
(Signature) . (Date)
SECTION IV - (TO BE COMPLETED BY PERSON WITNESSING g

Dhul}nf:md;hrm ’ Zz 26

at >3 p : . ]

e f Ol Sy
Signature) - )
[y :
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ID-110
(R11-58)

SECTION T - (TD BE m BY DH.IGI.HA.TIHG GRGANIZA“OH}
ORIGINATING amwmnm—iﬂ&&%

DESCRIPTION OF WASTE: (Complete applicable p;rm

Liquid smm_ )( Volume D, 3 #1\
Radioactive: Yes _Curt r_}"‘m

Mr/hr at container surf
SS Material Type_(/ * 3 m: Ne
Classification: Secret

CONTAINER: Type ¥ 24 /=
MODE OF TRANSPORTATION XA

e ————— — —_———
SECTION 11 - ITDBECDHPLBI'EDBYIDOSS MATERIALS SECTION IF SS MATERIALS
MMOLVEMDMMWI

Authorization Number .

t one meter. . Fu
WL o

(Signature) (Tite} (Date) _

[SecTion 1 - ( mmmnmmmmmmn
H-thudumlq_l m/ 26 |s

170

azs



1D-110 ” g i ’ - o T
(R11-58) WASTE . DISPOSAL REQUEST m‘amﬁ-mnm

e

_
SECTION I - I"l“':.TJI BE COMPLETED BY ORIGINATING ORGANIZATION)

ORIGINATING ORGANIZATION_/Y £ £ - < ¢ L~ 5% 2e E

DESCRIPTION OF WASTE: (Complete applicable parts)
N
Liquid Solid__X_ vw'm-?;_
_Cur bl adele

Radioactive: Yes_ X No :
Mr/hr at container surface___ /.25 I%&': at one meter. .. g P
SS Material Type ¢/ 22 Amount: Ne il .z.; zo 285

. A o -
Capital Equipment No,
Associated MMMML
CONTAINER: Typey” - —
MODE OF TRANSPORTATION . .
APPROVAL: : .

e Lk €
(Signature) ('nth} . (Date)

SECTION 11 - (TO BE COMPLETED BY IDO SS MATERIALS SECTION IF S5 MATERIALS
ARE INVOLVED IN DISPOSAL OPERATION)

Authorization Number, =

(Signature) (Titke) (Date) _
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a0 NeER mmm o ,E]J‘

;{Rn-ﬂl WASTE DISPOSAL ml‘

DESCRIPTION OF WASTE: (Complete applicable parts) _
Liquid__ Solid_X vm.f_'ﬁwum i

Mr/hr at container surface_ /.70, at one
SS Material Type_¢ 237 . Amount: N

Radicactive: Yes__ X  No Curies_ /50 1 .

wum_m/".f; o- 727 g1

" ARE INVOLVED IN DISPOSAL OPERATION) J kg
it B : ¥

(Signature) ' (Title) " i1 (Date) I

:i‘ g [ ]

. '
SECTION III - (TO BE COMPLETED BY IDO mmmmma! 3

l-
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ERFALD 5RO LL/29/42 000 1% B
ID-110  pIsPosaL LOCATION: TREXCN 77

(R11-58) WASTE DISPOSAL W
- o= =
i g & |
e
k-
g i
t:r
. ; - ;.
DESCRIPTION OF WASTE: (Complete applicable pr;l]:‘ 11
Liquid Sobd__ X ___V Weight_ | B : N
Radicactive: Yes__X _ No —— SO, - I T
Mr/hr at container surface 0, at one meter ' P ST - . ;
SS Material Type L ¥ Amount:

(Title) *

(Signature) fsig; I_'[!Dm; _
SECI'IWII-{TDBECMBYIDOBS MATERIALS SECTIO MATERIALS
1] i!%

mmmmnmmpom

Authorization Number A

(Signature) °, : i
| *i i ﬁllﬂl
SECTION II - (TO BE COMPLETED BY -IDO HEALTQ : ETGRIVISIO
Method of Disposal: ZZvac £ *w27 LRI L
ac L pegs = T P

EﬁE

Prescribed Precautions; W / i A

%L.bx,u.u/ ey . _HE IS I
Site Survey Branch = fm M@’!&'i
Analytical Branch 3 e KL T E:.I .

” m ’ .I.“-' _J'.
SECTION IV - (TO BE COMPLETED B} -I-.}.._-' W 1

'..'!!*;'ib!

L= T= ] e

ey

AR

g (15

Disposal was made by means ¢ 4 5 i
at___P4+0? ! i I
; E Nl !

)
Iy

..
[
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AL 5RO M/LAGA | 108 3
! NSPOSAL mm-r mn s e =
D-110 - lﬁﬂm CASK

(R11.58) WASTE Dmn 1243 ﬂﬂm JTHORIZATION .

SECTION I - (TO BE COMPLETED BY ORIGINATING ORGANIZATION)
ORIGINATING ORGANIZATION___yuy oy cPmmiryoms

. |

Liquid__ Solid_g v £4 wu:hw;_n m"-' S Senhes:
Radioactive: Yes_y _ No —AFRICT, 60, Tobal—
Mr/hr at container surface______A/2# at one meter > -

55 Material MWL Net Jeotope

.o - (P
L0 N PEEEIning 15 aallardia
il Jut it I o oA b b TR SAAE AR i (1 oAty

SECTION IT - (TO BE COMPLETED BY IDO 85 MATERIALS SECTION IF SS MATERIALS
ARE INVOLVED IN DISPOSAL OFERATION)

Authorization Number

- tﬂmml " (Title) (Date) 3
' AT :
E‘B’:ﬂﬂﬂm mnmwm HEALTH AND SAFETY DIVISION)

NEF -

DESCRIPTION OF WASTE: (Complete applicable parts) llll!h'l-hl-lﬂ-h:

L

-—M.ﬁﬂ.‘!
dinele ¥l PRCO.,

174
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-

WRFELD SRO 04/04/43 820 3000 400 .
DISPOSAL LOCATION: TRENCH 34 '
FORM 10 = 110 U. 8. ATOMIC ENERGY COMMISSION +
(11 =64) IDAMNO OPERATIONS OFFiIcEY 7 '5-, tom- osoo—v

WASTE DISPOSAL REQUEST AND AUTHQRIZATIONY i|* - |

1_ i ;1.'

SECTION | ¥ O

CAPITAL EQUIPMENT NO, - DISPOSAL NO,

’ X s z ..'i '
ORIGINATING ORGANIZATION ‘_@F__gd.gu._é_eﬁ T i

DESCRIPTION OF WASTE: (ORIGINATING ORGANIZATION COMPLETE APPLICABLE PARTS), ' ]

CONTAINER: wv:&#%mﬁuﬂqxﬂ- T
MODE OF TRANSPORTATION - et -

. te S U S O
b
FOME L " 0N VY T

Liauin [} soLIp ﬂ voLUMK WEIGHT i .
rRaDlOACTIVE: YES [X] no [ CURIES __AaIIL : =3 %
MR/HR AT CONTAINER SyF T ONE METER ‘8
&
COMPOSITION: ? .
, » ‘, 'y -'.'
o
ASGO‘Cl -rn‘ HAZARDS - A
R 4 - .’;' : . z . > .
1 T
SS MATERIAL TYPE AMOUNT: NET ltoror-x Bnlen. 33
H o » ’
CLASSIFICATION: SECRET [] conrFipEnTIAL ] - CATEGORY: ' 1 lj,_._,.m § e
. o .

e AR SNSRI (L

(SIGNATURE) = & . (TITLE).. ;- (DATE) |, I

Y 3 stk ,‘.,' :
. i 1 . . . ¢
APPROVAL.; ' SRR P & B
i . ™ KB 353
ORIGINATOR % _v - o & ;_
SS ACCOUNT, atr.f&“g_éw_, ’ ; 9 & I
e =0 AR - . / ] Oy A
HP REP, o A i HE AT
% T . ’ . 2 P
(SIGNATURE) : CRITRR) L2t g, ;_';(tl.!) {. 4K
SECTION Il - (0 8 COMALETED BY 1D 88 MATEKRIALS OFFICKN, ONLY (¥ 88, matemiacs |5 40 i
ARK INVOLVED) 5 T }‘ . .
AUTHORIZATION NUMBER : S st \1_ :$. g
. .= R . p " . . : e i
«

W*

.

8.
L

T o . ey nn-v;u-‘u g TGy .'.",!ﬂ“‘.";".e’"“:,'

175

SECTION 1l - (ror usk OF 10 HEALTH AND SAFETY.DIVISION) i: i < ° ;4 A
: ' i "y ¢ SE Thntip B &
] ! i N
METHOD OF DISPOSAL: TRENCH [] mr[] orHER : - = J ,_I. 5
PRESCRIBED PRECAUTIONS: . o
Xgd o i Py o 1 ¥ () ’ : il
: ¢ EI
' TN T f-‘.';.’ 'i."" : P
APPROVAL D BOL 4 dhe i }‘-; i{ TS
- . _ih - . .1 1 ) ~‘
WASTE MANAGEMENT BN, : : i
(81GNATURK) ey F -'b! *,}'.-'1.(94\1':) g i
ANALYTICAL BR, o W i 3
(BIGNATURK) ST L , §(DA'") i ; 1
HAZARDS GONTROL BR, . ¥
(BIGNATURE) . T T AR (DM'I) ¥ i
SECTION [V - (To sk COMPLETED 8Y FERSON WITNESSING ouroun.) s eyl i M i N %
T #E:" PRI T
DISPOSAL WAS MADE BY MEANS OF ,JLG_E_. 3“ 4 ] .
AT + O IR 1. T I SEREERR
LOCATION) ° . g o (nA‘rl)l . (3 &
) ™ " ¥ ; e ", - ot .' | H : ; '
7 L R T €), . 1
s T s T ST
. ' T Y ) {

.
raACes wi



N RF&/8 5R0 06/.&61&-7 820 s (.
BrxLatz B

FOoRM 1D =110 U, 8, ATOMIEC ENERGY COMMIBSBION REFCACNCE
LR} IDAMD OFPERATIONS OFFICE DM o0 =7

WASTE DISPOSAL REQUEST AND AUTHORIZATION

———

SECTICN |

ORIGINATING ORGANIZATION _NRTS- NRF-ECF-OPERATIONS

DESCRIPTION OF WASTE: (omiainATING CRGANIZATION COMPLETE APPLICABLE PARTS)
wawe [J sowo ;,;uu:‘lﬁ Cu. ft, —— P 1 [

LY. T] IVEs > o maFURIER _@ -
mg.ﬁfzﬁfm‘ﬁ‘m AT ONE METER L

COMPORITION:

Jdess Jteel container, '
(] ] -~
ASSOCIATED MAZTARDS memmm—h—

exent of 3 apill,
ss maremiac Tvee LALUrAl  amount: wer _ﬂfﬂaﬁ. i1soTorE _P.R_LP ;

cLassiFiCATION: BsEcacT [] conrFioenTiAL [ CATESOMY: |

CAFITAL EQUIPFMENT NO DISFOBAL MO,

CONTAINER; vvrex _&d and stoel cask oestmov [] save [[]
MODE OF TRANSPORTATION __1HC truck. 7
o
APPROVAL: “R~€7v @“ Dorr LL2H2
EeFep o /o7

OmIGINATOR
55 ACCOU

- r'-z’. EME (TITLE) (DAT

——

SECTION Il = (70 pE COMPLETED oY 1D B8 MATERIALS OFFICER ONLY IF 85 MATEAIALS
ARE INVOLVED) p

AUTHORIZATION NUMBER

(BIGHATUAL) (TITLE) (DATE)

SECTION Il = (roa uSE oF 1D HEALTH AND BAFETY DIVISION)

METHOD OF DISPOBAL] TRENCH E mir [ OTHER
Lt 1
APPROVAL:
T WASTE MANASEMENT BN, é/2
IBIGHATURE) T
ANALYTICAL BA,
ISIGHATURE]) (DATE)
HAZARDS CONTROL B8R,
i (BIGHATURE)} (DATE)
—

SECTION IV = (to sE comeLETED iv PEASON WITHNESSING DISFOBAL)

ois L WAS MADE BY MEANS OF ] EHTL_* ﬂ...
+ (5

AT
(LDCATIOMN) (DATE)
M (2587
(SIgMATURE) (DATE)

176



WRF518 BRO 04/10/68 830 125 13 .

SPOSAL LOCATION:  TRENCH 47 . t

. S . 1243 08463 ﬁ!
P 2

‘--—wx-—-A
FORM iD =110 U. 8, ATOMIC ENERGY COMMISSION REFERENCE
(11 -64) IDAHO OPERATIONS OFFICE 1OM 0800 =7

WASTE DISPOSAL REQUEST AND AUTHORIZATION = /03—":

SECTION |
ORIGINATING ORGANIZATION ECE UATERPITS, SCQUILLE IDAHQO
DESCRIPTION OF WASTE: (ORIGINATING ORGANIZATION COMPLETE APPLICABLE PARTS)

viauio [ souio [ voLUME __1.6%'__9_ wtmu'r_Zﬁ,Qﬂ.Q_lha..

raptoacTives ves K] no [ CuRIES

MR/HR AT CONTAINER SURFACK 2S5 AT ONE METER P -3
composiTion: —SCRAPE TNSERT #83 CONTAINING PWR BUNDLES # 0291,
_AND # 0381, AMD MISC CORE HARTWARE

ASSOCIATED HAZARDS

Each Rundle contains 15,8l KG Natural, .Oh KB U 235, 82 grams Pu,

ss mareriaL Tyre _ NATURAL _ AmounT: NET _______________1SOTOPK
cLassiFicaTion: szcreT [] conriornTIAL [] CATEGORY: 1 T "
-~
CAPITAL ZQUIPMENT NO. NA oisrosaL no. £ =224
CONTAINER: vvex _ SCRAP CASK pxsTrov [] save [X

MODE OF TRANSPORTATION INC TRICK

APPROVAL: S’CAM* / 77
ORIGINATOR E : yf - 4 f

88 ACCOUNT. R Z = t
HP REP.

. 7o &e
S1GNATUSK) (TiTLE) (DATK)

SECTION [l - (TO A& COMPLETED BY 10 88 MATERIALS OFFICER ONLY IF 88 MATZRIALS
ARE INVOLVED)

AUTHOR|ZATION NUMBSER

(SIGNATURKE) (TITLE) (DATX)

SECTION Il - (ror USE OF 1D HEALTH AND BAFETY DIVISION)

METHOD OF DISPOSAL! 'rnlucu'ﬂ mT [J oTHER
r 2 £ £

PRESCRIBED PRECAUTIONS: Z L ! : f

APPROVAL: J _
-~ e
£ Y il
< - -, . e/

" (SIGNATURK) DATE)

ANALYTICAL lll
— (SIGNATURK) (DATE)

HAZARDS CONTROL BR.

(SIGNATURK) (DATEK)

SECTION IV - (TO BE COMPLETED 8Y FERSON WITNESSING DISPOSAL)

DISPOSAL WAS MADE BY MEANS OF
Avw lotian ' on__é;[#._‘.‘_____,___

(DATE)

(LOCATION)
__LM-«L lo—(f-08
(SIGNATURK) (DATE)

177



URF618 SRO 06/19/58 810 130 40

PISPOSAL LOCATION: TRENCH 47 . -
S avis 7 e B, - ATOMIC ENERGY COMMISSION REFERENCE
(11 —-64) IDAHO OPERATIONS OFFICEK {DM 0800 =7
WASTE| DISPOSAL REQUEST AND AUTHORIZATION .
£ 22F 4
SECTION |

ORIGINATING ORGANEZATION ECF WATER PITS, SCOVILLE, IDAHO

DESCRIPTION OF WABSTE: (ORIGINATING ORGANIZATION COMPLETE AFPLICARLE PARTS)

vieuio [J soun [[J vorume 16 Cubic Feet. w::cm_._;w_].bs.

comPOSITION: —8 IN THIN

AND MISC CORE AND IOQP HARDWARE,

rapioacTive; ves [Y] ~vo [ curiEs - 710)
MR/HR AT CONTAINER SURFACK P <) AT ONE METER ___¥O.

ASBOCIATED HAZARDS X 1
#TACH B L0l KG U=2 R2 pms Pu
ss materiaL Tyee NATURAL  amounT: nET isoTorE
cLassiFicaTiON: secreT [] conripanTiAL [] CATEGORY: | 1 i
CAPITAL EQUIPMENT NO, “A DIBPOSAL NO,
CONTAINER: Ttvee SCRAP CASK oxsTrov [] save £F
MODE OF TRANSPORTATION —INC TRUCK
APPROVAL: ve Qd\(@w-«-&!{m ENG INEER 6-19 —68
ORIGINATOR SHTFT ENGINEER. 6-19-68
e 88 ACCOUNT =88 S &~ \\-
HP REP, _Wm_';seg__ 6-19=68
TITLE (DATE)

ARE INVOLVED)
AUTHORI ZATION NUMBER

SECTION il - (TO BE COMPLETED BY ID 88 MATERIALS OFFICER ONLY IF 88 MATERIALS

(SIGNATURE) (TITLE) (DATE)
SECTION Ill - (ror USK OF ID HEALTH AND SAFETY DIVISION)
METHOD OF DISPFOSAL: TRENCH [ ] mr [J OTHER
PRESCRIBED PRECAUTIONS)
APPROVAL.:
WASTE MANAGEMENT SR,
; (SIGNATURK) (DATE)
ANALYTICAL SR,
(SIGNATURK) (DATK)
HAZARDS CONTROL BR.
(SIGNATURK) (DATE)

SECTION [V - (TO 3K COMPLETED 8Y PERSON WITNESSING DISPOSAL)

' DISFOSAL 4&. MADE BY MEANS OF

Teswebh - F1

e * (LOCA . (DA )
L TION) TE
S - PP, S C L & 4 i
(BIGNATURKE) {DATE)

178




41D S0 0020/ e
VISPOSAL LocAT 0w u.:':,"'

s

FOARM 1D =118 U, B, ATOMILC ENIENGY COMMIBBION AEFERENCE n
(10 =ga) IDAHD OPERATIONS OFFICE O even =¥
WASTE DISPOSAL REQUEST AND AUTHORIZATION 5—//&
— —_ — —
SECTION |

ORIGINATING ORGANIZATION ~F _WATE!R PITS, SCrV1W1E, IDAWO

DESCRIPTION OF WASTE: (onigiNATING ORGANIZATION COMPLETE APRLICABLE FPARTS)

- v wiowo ] souio [ vorume 10 Cubic Fock  weigwr p.0nn )
A b maDiCACTIVE,  vES E O Q cunics d L2 curisg af fuel)
£ Ly -___,.- kAR S AT CONTAINER BUNFACE e T AT ONE METEW™ TN

Ce”  commosirion: ____SCRP TUSERT # 72 COUTALILIG It J'DLES # 0044 and # C4R8
Jand 554 10SC [ASDYARE . _ ==

ASSOCIATED WARARDS

S-mLES cormaTy 35,600 EG NATIRAL ol e i 235 "> -

88 MATERIAL TYPE i IOAL _ amousT: mET isoToRE
CLASBIFICATION] SECAELT D CM'I&‘“IALE T T G O vy '] wi i
CAPITAL EQUIFMENT MO, NA DIBBOBAL WO,
CONTAINER: +vee SCOAL 1TSEAT oesTnov [] save 3
MODE OF TRANSPORTATION LG TIUCK
APPROVAL: CAFIBL: STIFT EGITER £=20-06 R
ORICINATOR .- 5ﬂm 5!!'-1!'!'.'53

B 268
RGF S8 bl AD i

an Ac:m
WE AEE, ke s

; : TeCll =208
(SIBRATURE ) L (TITLE) (DATE)
— — ——

SECTION Il = (T BE COMPLETED BY ID B8 MATERIALS OFFICER ONLY IF BE MATENIALS
ARE 1WVDLVED) .

AUTHOMI ZATION NUMBER

IBIGMATUSNE) (TITLE) IDATE)
_ —*

———
SECTION Il = irom uSE oF 1D HEALTH AND SAFETY DIVISION)

METHOO OF DISFOSAL: TeeEmcH [ ] mr. [ oTHEn
FRESCHIBED BAECAUTIONS]

APPROVAL:
WABTE Al T e,
WA TUNE ) IDATE)
A LYTICAL R, z
ISIGNATLINE ) IDATED

HATARDE CONTROL BN,

IS IOsATUAE ) (DATE)
["SECTION IV - tv0 5 CoumaTas av seast Wt

"'"Mu' MADE BY MEANS OF I I'l" fﬂ"-“lr +7
}H: M‘A\—%__ ? j 4 J 1

(BIGMATURR) -

i
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WFLLL 5RO /2460 B 000 230
BISPOSAL LOCATION: TRENCN &7 !
[ 1243 msa
FOmM 1D = 118 U. 8, ATOMIC ENERGY COMMISSION - mErEnEncE
(i =) IDAHMD OFERATIONS OFFICE s SR0E =7
WASTE DISPOSAL REQUEST AND AUTHORIZATION f !/) r

SECTION | ‘
ORIGINATING orRGANIZATION ECF WATER £'ts, Scourlde o4

DESCRIPTION OF WASTE: (cmiainATING ORGANIZATION COMPLETE AFPLICABLE PARTS)
wawe [J Mu? VOLUME _{fé e/ ;f. P — w
vES wo [J

RADIDACTIVES
S AT um&luln SURFACKE

o8 maTEmiAL TyellATINAL_____ Asousr: weT ——
CATEDD® ¥i ] m (111

CLABBIFICATION] SECRET D CONFIDENTIAL D

CAPITAL EGUIFPMENT MO, fﬂ DISFOBAL NO,
CONTAINER; m_:ﬁ_a.&_@.zg_?_. mov [}  save [
MODE OF TRANSPORTATION —_ JINC TRuc k.

APPROVAL: SAFETT : c-a3v-eF
OmIGI AT s b} Tupe = bl X |
HE REP, s =
(BIONATUMKE) (TITLE) (DATE)
e ———

SECTION [l = (7O sE COMPLETED BY 1D 88 MATERIALS OFFICEA ONLY IF B8 MATERIALS
ARE I1WVOLVED)
AUTHO®I TATION HUMBER

(BIa=ATUNE) ITITLE) IDATE)
— e —
SECTION Il = trom ust oF 1D HEALTH AND SAFETY DIVISION)
METHOD OF DisrosALs TREmes [] mr [ oTHER
FAEECE|BED PAECALTIONE]
APPROVAL:
WASTE AMASEwNEST BN,
(B IRmAT N E ) (DA TE)
ANALYTICAL BN,
(BI@HATUNE) (DATE)
HATARDE CONTROL BN,
(BIBNATURE} (DaATE)
— — — e — ﬁ
SECTION IV - (To sE COMPLETED BY FEASON WITHESSING DISFOBAL)
Tratucw Nl.l\-‘l
DIREORAL WAS HADE BY HMEANE OF
AT _S A oW -
(L OCATION) (DATE)
BATE

(B AT L )
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WRF618 SRO 04/25/68 B0O 2000 200 x . "
DISPOSAL LOCATION: TRENCH 47 | 1243 | 08463 ‘m
N A il 1 ¥ :

’

FORM 1D = 110 U, S, ATOMIC ENERGY COMMISSION REFERENCK
(11 —-64) . IDAHNO OPERATIONS OFFICE . 1IDM 0S00 =7

WASTE DISPOSAL REQUEST AND AUTHORIZATION | ~_,/¢

SECTION |
ORIGINATING ORGANIZATION ___ECF WATER PITS SCOVILLE IDAHO

DESCRIPTION OF WASTE: (ORIGINATING ORGANIZATION COMPLETE APPLICABLE PARTS)

riauio [] soLIp vorume 16 CUI FT. WEIGHT LBS
rapioacTive: veEs [} NO CURIES Ly
MR/HR AT CONTAINER SURFACE 22000 AT ONE METER 2o

SO0 _TWO PWR ROD

COMPOSITION:

ASSBOCIATED HAZARDS Wz_mmmmmu_m;m.
MWMWML&_@ Pu

S8 MATERIAL TYPE AMOUNT: NET 1S0TOPE
cLassiFicaTion: secrET [] AAonripenTiaL [  ~Eeffaorvy: 1 " n

CAPITAL EQUIPMENT NO, _N/a CISPOSAL NO, £-175"
CONTAINER: vvee ___ _SCRAP TNSEAT oxsTrov [} savz [
MODE OF TRANSPORTATION __INC_TRICK
APPROVA/FS/O,%(»@&_M“ S hefi dvpr. 6-2¢-¢c&
ng-r Shift Bvpv. ¢~-25-¢c¥
88 ACCOUNT. REP. ﬁ&_;(_m&(\ b~ 3{~64¢
HP REP. _%/J%z_— e - &~2 s~ Gp-
(SIGRATURE) (TITLE) (DATE)

SECTION 1l - (TO BE COMPLETED 8Y ID 88 MATERIALS OFFICER ONLY IF S8 MATERIALS
ARE INVOLVED)

AUTHORIZATION NUMBER

(SIGNATURE) (r17LE) (DATE)

SECTION Il - (ror uSE OF 1D HEALTH AND SAFETY DIVISION)

METHOD OF DISPOSAL: TRENCH [] miv [ oTHER
PRESCRIBED PRECAUTIONS:

APPROVAL.:
WASTE MANAGEMENT BR.
S (SIGNATURE) (DATK)
ANALYTICAL 8R.
5 (SIGNATURE) (DATEK)
HAZARDS CONTROL BR.
(S1GNATURK) (DATE)

SECTION IV - (70 B& COMPLETED BY PERSON WITNESSING O1SPOBAL)

DISPOSAL WAS MADE BY MEANS OF I M:Mi‘r

AT 'é\ Lo OonN

(LOCATION) (DATE)
B OO WA~ IS
(SIGNATURK) TE)
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msxsmmummm 2 4£C (b0 HE .
: 1243 | 08463 Z

DISPOSAL LOCATION: TRENCH 48 : i
3 . —l' ";‘-:T'wﬂr'w-——E;f

FORM 1D — 110 U. S. ATOMIC ENERGY COMMISSION REFERENCK

iDM O8O0 -7

IDAHMO OPERATIONS OFFICE

(11 —84)
WASTE DISPOSAL REQUEST AND AUTHORIZATION

SECTION 1
ORIGINATING ORGANIZATION ECF. waAleR PiIs Scoville , tdake

DESCRIPTION OF WASTE: (CRIGINATING ORGANIZATION COMPLETE APPLICABLE PARTS)

wiauio [ souio X VOLUME .Lé_d&.ﬁl.&—éﬁ.ﬁ— wnamw

CURIES

so AT ONE METER _ 210

RADIDACTIVE:  YES m NO D
MR/HR AT CONTAINER SURFACE
‘7

COMPOSITION!?

L

BM aTion a'nd Can Izztugo

ASSOCIATED HAZARDS

By k. 3 o3 :
o8 mareriaL Tyre NATVR AL amount: Nnev_____ 1soToek
CLASSIFICATION: SECRET [ conFipenTIAL ] CATEGORY: | " 1)

CAPITAL EQUIPMENT NO. DISPOSAL NO.

CONTAINER: Tvre SCR &p 0As K ozsTroy [ sAvE m

MODE OF TRANSPORT TAT) ON INnC TRiCEK

APPROVAL. A S i
ORIGINATOR m jﬂd{y *-C_%l R‘jz:_ép
83 ACCOUNT SS Aelss F-r2-€6F
HP REP. '/T f S _M:éz_

(TiTLE) (DATE)

(SIGNATURK)

SECTION [ — (TO BE COMPLETED BY ID 88 MATEKRIALS OFFICER ONLY IF S8 MATERIALS
ARE INVOLVED)
AUTHORIZATION NUMBER

(S1GNATURK) (TITLE) (DATE)
SECTION Ill - (*or USKE OF 1D HEALTH AND SAFETY DIVISION)
~
METHOD OF DISPOBAL: TRENCH [ ] mr [ OTHER »
PRESCRIBED PRECAUTIONS:
APPROVAL.:
WASTE MANAGEMENT BR.
- (SIGNATURK) (DATK)
ANALYTICAL BR.
2 . (SIGNATURK) (DATE)
HAZARDS CONTROL BR.
(S1GNATURE) (DATE)

SECTION IV - (To 8K COMPLETED 8Y PERSON WITNEZSSING DISPOSAL)
Tl - 43

DISPOSAL W2.°MADK BY MEANS OF
ON

AT e 3
(LOCATION) (DATE)
(BIGNATURE) (DATE

182



|

) i -

..
DISPOSAL LOCATION: TRENCH 48 . AR b -
FORM ID — 40 U. 8, ATOMIC ENERGY COMMISSION REFERENCE
(11 ~64) IDAHMO OPERATIONS OFFICE 1DM 0800 -7

WASTE DISPOSAL REQUEST AND AUTHORIZATION 197

SECTION |

ORIGINATING ORGANIZATION ___ECE WATER PITS, SCOVTLLE, IDAHO

DESCRIPTION OF WASTE: (ORIGINATING ORGANIZATION COMPLETE APPLICABLE PARTS)

viauts [} souio [3X vorume .16 CUBIC FEET  wreiawr _26,0001bs,

rRapioacTive:  ves X no [J vmes Z/x1e> [ 4“&!&.4:()‘
MR/HR AT CONTAINER SURFACE ..m:.‘hn_ AT ONE METER P
composiTion: 724_EACH PWR FULL RODS CONTAINING 10,33 KG NATURAL +Ceke HDuk

66 (SEE ATTACHED LIST
As8OCIATED HAzARDS — RADATTION AND CO'TAMINATION

88 MATERIAL Tvrz___N_AI_m_A_L_ AMOUNT: NET _______________ ISOTOPK

cuassiFicaTion: secreT [] /4 oenTiAL [] caTxaopAZ 12 11 "
cAPITAL EQUIPMENT NO, — NONE. DISPOSAL NO, & Y7
CONTAINER: Tvee _SCRAR-CASK oxsTrov [] save K3

MODE OF TRANSPORTATION

Q. t oot SHY Se- f//é' W

APPROVAL:  SAR

ORIGINATOR
88 ACCOUNT., R

#
Pl

(TITLE) (DATE)

|
o»_ ol
/v AL
// (SIGNATURK)

HP REP,

SECTION ll - (TO BE COMPLRTED BY ID 88 MATERIALS OFFICER ONLY I¥ 88 MATERIALS
ARE INVOLVED)

AUTHORIZATION NUMBER

(SIGNATURE) (TITLE) {DATE)

SECTION Ill - (*Or USE OF 1D HEALTH AND SAFETY DIVISION)

' METHOD OF DISPOBAL: TRENCH [] e [ oTHER
PRESCRIBED PRECAUTIONS:

APPROVAL.;
WASTE MANAGRMENT SR,
& (SIGNATURK) (DATE)
ANALYTICAE BR.
(SIGNATURK) (DATEK)
HAZARDS CONTROL BR, -
(SIGNATUREK) (DATEK)

SECTION IV - (TO BE COMPLETED BY PERSON WITNESSING DISPOSAL)

DISPOSAL WAS MADE BY MEANS OF l | ond ‘ Ig‘ L S & K
9+ 70 m

AT

(LOCATION) _____ (DATE)
} - M&g_/Q_hﬁ__ ZZIG(Q‘E

(SIGNATURK) (DATE)
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Attachment 5

Summary of Shipping Records to RWMC Related to Irradiated
Shippingport Fuel Material
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Attachment 6

Shippingport Core 1 Seed Fuel and Soap Assemblies
Transferred to Off-Site Locations or in ECF Storage
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Attachment 6
Page 191 of 7

SHIPPINGPORT CORE 1 SEED FUEL AND SOAP ASSEMBLIES TRANSFERRED TO OFF-SITE

LOCATIONS OR IN ECF STORAGE

Shippingport Core 1 (PWR-1) seed fuel was primarily sent to the ldaho Chemical Processing Plant

(ICPP) for reprocessing although small quantities were also sent to other facilities. Each seed assembly

contained four subassemblies (S/A). Each subassembly contained 15 fuel elements. “Element”
quantities refer to the total mass of uranium. “Isotope” quantities refer to total mass of Uranium-235.
The serialized fuel accountability transfer transactions are referenced.

Date Fuel Transferred Quantity Reference
6/3/60 Transfer of 15 element samples from PWR-1 54g Element 449 Isotope WEI-WEB-22
Seed Assembly 1 to Bettis.
9/11/61 Transfer of 1 PWR-1 Seed 1 Assembly to ICPP. 1733g Element 14169 Isotope WEI-CPI-78
9/18/61 Transfer of 1 PWR-1 Seed 1 Assembly to ICPP. 1733g Element 14169 Isotope WEI-CPI-79
9/20/61 Transfer of 1 PWR-1 Seed 1 Assembly to ICPP. 1733g Element 14169 Isotope WEI-CPI-80
9/25/61 Transfer of 1 PWR-1 Seed 1 Assembly to ICPP. 1733g Element 14169 Isotope WEI-CPI-81
9/28/61 Transfer of 1 PWR-1 Seed 1 Assembly to ICPP. 1733g Element 14169 Isotope WEI-CPI-82
9/11/61 Transfer of 1 PWR-1 Seed 1 Assembly to ICPP. 1733g Element 14169 Isotope WEI-CPI-83
10/4/61 Transfer of 1 PWR-1 Seed 1 Assembly to ICPP. 1733g Element 14169 Isotope WEI-CPI-84
10/5/61 Transfer of 1 PWR-1 Seed 1 Assembly to ICPP. 1733g Element 14169 Isotope WEI-CPI-85
10/11/61 Transfer of 1 PWR-1 Seed 1 Assembly to ICPP. 1733g Element 14169 Isotope WEI-CPI-86
10/20/61 Transfer of 1 PWR-1 Seed 1 Assembly to ICPP. 1733g Element 14169 Isotope WEI-CPI-87
10/25/61 Transfer of 1 PWR-1 Seed 1 Assembly to ICPP. 1733g Element 14169 Isotope WEI-CPI-88
10/26/61 Transfer of 1 PWR-1 Seed 1 Assembly to ICPP. 1733g Element 14169 Isotope WEI-CPI-89
11/1/61 Transfer of 1 PWR-1 Seed 1 Assembly to ICPP. 1733g Element 14169 Isotope WEI-CPI-90
11/2/61 Transfer of 1 PWR-1 Seed 1 Assembly to ICPP. 1733g Element 14169 Isotope WEI-CPI-91
11/3/61 Transfer of 1 PWR-1 Seed 1 Assembly to ICPP. 1733g Element 14169 Isotope WEI-CPI-92
11/7/61 Transfer of 1 PWR-1 Seed 1 Assembly to ICPP. 1733g Element 14169 Isotope WEI-CPI-93
11/8/61 Transfer of 1 PWR-1 Seed 1 Assembly to ICPP. 1733g Element 14169 Isotope = WEI-CPI-94
11/9/61 Transfer of 1 PWR-1 Seed 1 Assembly to ICPP. 1733g Element 14169 Isotope WEI-CPI-95
2/23/62 Transfer of 1 PWR-1 Seed 1 Assembly to ICPP. 1733g Element 14169 Isotope WEI-CPI-100
2/23/62 Transfer of 1 PWR-1 Seed 1 Assembly to ICPP. 1733g Element 14169 Isotope WEI-CPI-101
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2/26/62

2/27/62

3/1/62

3/2/62

3/6/62

3/7/62

3/12/62

3/19/62

3/22/62

5/29/62

5/31/62

6/4/62

6/5/62

6/7/62

6/8/62

7/3/62

7/5/62

7/5/62

7/9/62

7/11/62

7/13/62

7/26/62

7/26/62

8/1/62

8/3/62

8/7/62

8/9/62

8/10/62

Transfer of 1 PWR-1 Seed 1 Assembly to ICPP

Transfer of 1 PWR-1 Seed 1 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 1 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 1 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.

Transfer of 1 PWR-1 Seed 2 Assembly to ICPP.
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1733g Element 14169 Isotope
1733g Element 14169 Isotope
19469 Element 1539g Isotope
1733g Element 14169 Isotope
19469 Element 1539g Isotope
19469 Element 15399 Isotope
19469 Element 1539g Isotope
19469 Element 1539g Isotope
1733g Element 14169 Isotope
19469 Element 1539g Isotope
19469 Element 15399 Isotope
19469 Element 1539g Isotope
19469 Element 1539g Isotope
19469 Element 1539g Isotope
19469 Element 1539g Isotope
19469 Element 1539g Isotope
19469 Element 15399 Isotope
19469 Element 1539g Isotope
19469 Element 1539g Isotope
19469 Element 1539g Isotope
19469 Element 1539g Isotope
19469 Element 1539g Isotope
19469 Element 15399 Isotope
19469 Element 1539g Isotope
19469 Element 1539g Isotope
19469 Element 1539g Isotope
19469 Element 1539g Isotope

19469 Element 15399 Isotope
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WEI-CPI-102

WEI-CPI-103

WEI-CPI-104

WEI-CPI-105

WEI-CPI-106

WEI-CPI-108

WEI-CPI-110

WEI-CPI-111

WEI-CPI-113

WEI-CPI-116

WEI-CPI-117

WEI-CPI-118

WEI-CPI-119

WEI-CPI-120

WEI-CPI-121

WEI-CPI-122

WEI-CPI-123

WEI-CPI-124

WEI-CPI-125

WEI-CPI-126

WEI-CPI-127

WEI-CPI-128

WEI-CPI-129

WEI-CPI-130

WEI-CPI-131

WEI-CPI-132

WEI-CPI-133

WEI-CPI-134



8/17/62

1/30/63

1/31/63

2/4/63

2/8/63

2/11/63

3/25/63

3/26/63

3/26/63

3/28/63

3/28/63

3/29/63

4/3/63

4/3/63

4/4/63

5/29/63

5/31/63

6/3/63

6/4/63

6/10/63

6/11/63

6/12/63

Transfer of 1 PWR-1 Seed 2 Assembly to ICPP. 19369 Element 1532g Isotope

Transfer of 1 PWR-1 Seed 1 Assembly to ICPP. 1732g Element 14169 Isotope

Transfer of 1 PWR-1 Seed 1 Assembly to ICPP. 1733g Element 14169 Isotope

Transfer of 4 PWR-1 Seed 1 S/As to ICPP.
Transfer of 4 PWR-1 Seed 1 S/As to ICPP.
Transfer of 3 PWR-1 Seed 1 S/As to ICPP.
Transfer of 4 PWR-1 Seed 2 S/As to ICPP.
Transfer of 4 PWR-1 Seed 2 S/As to ICPP.

Transfer of 2 PWR-1 Seed 2 S/As and 16
fuel elements to ICPP.

Transfer of 3 PWR-1 Seed 2 S/As to ICPP.
Transfer of 4 PWR-1 Seed 2 S/As to ICPP.

Transfer of 15 PWR-1 Seed 1 fuel elements
and 1 PWR-1 Seed 2 fuel element to ICPP.

Transfer of 15 PWR-1 Seed 1 fuel elements
to ICPP.

Transfer of 14 PWR-1 Seed 1 fuel elements
to ICPP.

Transfer of 4 PWR-1 Seed 2 S/As to ICPP.
Transfer of 1 PWR-1 Seed 2 S/A to ICPP.
Transfer of 1 PWR-1 Seed 2 S/A to ICPP.

Transfer of 16 PWR-1 Seed 1 fuel elements
to ICPP.

Transfer of 1 PWR-1 Seed 1 S/A and
12 fuel elements to ICPP.

Transfer of PWR-1 Seed section & fuel
element to ICPP.

Transfer of 15 PWR-1 Seed 1 fuel elements
to ICPP.

Transfer of 14 PWR-1 Seed 1 fuel elements
to ICPP.

193

1733g Element 14169 Isotope
17329 Element 14169 Isotope
1299¢g Element 10629 Isotope
19469 Element 1539g Isotope
19469 Element 1539g Isotope

1431g Element 11319 Isotope

1459¢g Element 11549 Isotope
19469 Element 1539¢ Isotope

460g Element 3769 Isotope

433g Element 3549 Isotope

402g Element 3309 Isotope

19469 Element 1539g Isotope
4869 Element 385¢g Isotope
4869 Element 385¢g Isotope

462g Element 378g Isotope

780g Element 6379 Isotope

385g Element 3149 Isotope

452g Element 3729 Isotope

402g Element 3309 Isotope
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WEI-CPI-138

WEI-CPI-151

WEI-CPI-154

WEI-CPI-158

WEI-CPI-161

WEI-CPI-165

WEI-CPI-188

WEI-CPI-191

WEI-CPI-195

WEI-CPI-197

WEI-CPI-199

WEI-CPI-201

WEI-CPI-206

WEI-CPI-207

WEI-CPI-210

WEI-CPI-232

WEI-CPI-233

WEI-CPI-236

WEI-CPI-237

WEI-CPI-240

WEI-CPI-241

WEI-CPI-242



6/13/63

6/17/63

6/18/63

6/20/63

6/21/63

6/25/63

6/27/63

6/28/63

7/1/63

7/2/63

7/3/63

7/8/63

7/8/63

7/9/63

7/9/63

7/10/63

7/12/63

7/16/63

7/19/63

7/22/63

7/23/63

7/23/63

8/8/63

8/9/63

8/12/63

8/14/63

2/3/64

2/4/64

Transfer of 1 PWR-1 Seed 3 Assembly to ICPP

Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.

Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.

Transfer of PWR-1 Seed 1 elements to ICPP

Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.

Transfer of 1 PWR-1 Seed 3 Assembly to ICPP.
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1988¢g Element 14829 Isotope
1988g Element 1482g Isotope
1988g Element 1482g Isotope
1988¢g Element 14829 Isotope
1988¢g Element 14829 Isotope
1988¢g Element 14829 Isotope
19889 Element 1482g Isotope
1988g Element 1482g Isotope
1988g Element 1482g Isotope
1988¢g Element 14829 Isotope
1988¢g Element 14829 Isotope
1988¢g Element 14829 Isotope
1988g Element 1482g Isotope
95.86g Element 77.91g Isotope
1988g Element 1482g Isotope
1988¢g Element 14839 Isotope
19889 Element 14839 Isotope
1988¢g Element 14839 Isotope
1988g Element 1483g Isotope
1988g Element 1483g Isotope
1988g Element 1483g Isotope
1988¢g Element 14839 Isotope
1988g Element 14829 Isotope
1988¢g Element 14829 Isotope
1988g Element 1482g Isotope
1988g Element 1482g Isotope
1988¢g Element 14829 Isotope

1988¢g Element 14829 Isotope
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WEI-CPI-243

WEI-CPI-244

WEI-CPI-245

WEI-CPI-247

WEI-CPI-248

WEI-CPI-249

WEI-CPI-250

WEI-CPI-252

WEI-CPI-254

WEI-CPI-255

WEI-CPI-257

WEI-CPI-259

WEI-CPI-261

WEI-CPI-251

WEI-CPI-264

WEI-CPI-265

WEI-CPI-266

WEI-CPI-267

WEI-CPI-268

WEI-CPI-269

WEI-CPI-270

WEI-CPI-271

WEI-CPI-274

WEI-CPI-275

WEI-CPI-276

WEI-CPI-277

WEI-CPI-284

WEI-CPI-285
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2/5/64 Transfer of 1 PWR-1 Seed 3 Assembly to ICPP. 19889 Element 14829 Isotope WEI-CPI-286

2/6/64 Transfer of 1 PWR-1 Seed 3 Assembly to ICPP. 19889 Element 14829 Isotope WEI-CPI-288

2/7/64 Transfer of 1 PWR-1 Seed 3 S/A to ICPP. 4979 Element 3709 Isotope WEI-CPI-289

8/28/64 Transfer of 3 PWR-1 Seed 3 S/As and 8 fuel 17259 Element 12869 Isotope PZB-JZA-7
elements to ICPP.

8/31/64 Transfer of 15 PWR-1 Seed 3 fuel elements 438g Element 3279 Isotope PZB-JZA-8
to ICPP.

9/1/64 Transfer of 15 PWR-1 Seed 3 fuel elements to  439g Element 3269 Isotope PZB-JZA-9
ICPP.

9/2/64 Transfer of 11 PWR-1 Seed 3 fuel elements to  322g Element 2399 Isotope PZB-JZA-10
ICPP.

9/2/64 Transfer of 13 PWR-1 Seed 3 fuel elements to  380g Element 2839 Isotope PZB-JZA-11
ICPP.

4/26/65 Transfer of 3 PWR-1 Seed 4 assemblies 60699 Element 48789 Isotope PZB-JZA-39
to ICPP.

4/30/65 Transfer of 4 PWR-1 Seed 4 S/As to ICPP 2023g Element 16269 Isotope PZB-JZA-41

5/5/65 Transfer of 3 PWR-1 Seed 4 assemblies 6069g Element 48789 Isotope PZB-JZA-42
to ICPP.

5/20/65 Transfer of 3 PWR-1 Seed 4 assemblies 60699 Element 48789 Isotope PZB-JZA-46
to ICPP.

5/27/65 Transfer of 2 PWR-1 Seed 4 assemblies 40469 Element 3252g Isotope PZB-JZA-49
to ICPP.

6/14/65 Transfer of 2 PWR-1 Seed 4 assemblies 40469 Element 32529 Isotope PZB-JZA-51
to ICPP.

7/30/65 Transfer of PWR-1 Seed 3 elements to ICPP. 1759 Element 131g Isotope PZB-JZA-58

1/21/66 Transfer of PWR-1 SOAP element to ICPP. 0.114g Element 0.103g Isotope PZB-JZA-79

1/27/66 Transfer of PWR-1 SOAP Il fuel to ICPP. .097g Element .082g Isotope = PZB-JZA-79

12/2/66 Transfer of 2 PWR-1 Seed 4 assemblies 40469 Element 32509 Isotope PZB-JWA-13
to ICPP.

12/9/66 Transfer of 4 PWR-1 Seed 4 assemblies 8092g Element 65009 Isotope PZB-JWA-14
to ICPP.

12/16/66 Transfer of 4 PWR-1 Seed 4 assemblies 8092g Element 65009 Isotope PZB-JWA-15
to ICPP.

12/30/66 Transfer of 3 PWR-1 Seed 4 assemblies 60699 Element 48759 Isotope PZB-JWA-16
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1/6/67

6/9/67

11/17/67

7/31/69

10/31/69

11/30/69

2/27/70

5/28/71

7/6/71

7/13/71

1/24/72

1/25/72

1/26/72

1127172

1/31/72

211172

211172

8/17/90

N/A

N/A

to ICPP.

Transfer of 2 PWR-1 Seed 4 assemblies
to ICPP.

Transfer of PWR-1 Seed 4 fuel to ICPP.
Transfer of PWR-1 Seed 4 fuel to ICPP.
Transfer of PWR-1 SOAP Il Assy. To ICPP
Transfer of PWR-1 SOAP Il Assy. To ICPP

Transfer of PWR-1 SOAP Il To ICPP
Transfer of PWR-1 SOAP | To ICPP

Transfer of PWR-1 SOAP To ICPP
Transfer of PWR-1 Seed 4 To ICPP
Transfer of PWR-1 Seed 4 To ICPP
Transfer of PWR-1 Seed 4 To ICPP
Transfer of PWR-1 Seed 4 To ICPP
Transfer of PWR-1 Seed 1 S/A to ICPP

Transfer of PWR-1 Seed 1 S/A to ICPP
Transfer of 2 PWR-1 Seed 4 S/As to ICPP

Transfer of 2 PWR-1 Seed 4 S/As to ICPP

Transfer of 2 PWR-1 Seed 4 S/As to ICPP

Transfer of PWR-1 Seed 3 Assembly to ICPP
Transfer of PWR-1 Seed 2 Assembly to ICPP

Transfer of PWR-1 Seed 4 Assembly to ICPP
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40469 Element 32509 Isotope PZB-JWA-17

10g Element 89 Isotope PZB-JWA-34
19g Element 16g Isotope PZB-JWA-56
4869g Element 358¢ Isotope PZB-JWA-91
487g Element 3339 Isotope PZB-JWA-94
61g Element 529g Isotope PZB-JWA-95
171g Element 103g Isotope

320g Element 2749 Isotope PZB-JWA-99
1g Element 1 g Isotope PZB-JWA-116
1g Element 1 g Isotope PZB-JSA-1
1469 Element 117 g Isotope PZB-JSA-1

832.98g Element 669.50g Isotope PZB-JSA-51
433g Element 3549 Isotope PZB-JSA-52

433g Element 3549 Isotope PZB-JSA-53

1011g Element 812.5¢g Isotope

1011.5g Element 812.5¢g Isotope PZB-JSA-54
1011.5g Element 812.5¢g Isotope PZB-JSA-56
1988g Element 14829 Isotope PZB-JSA-58
19469 Element 1539g Isotope PZB-JSA-59

2023g Element 16269 Isotope PZB-JXI-601

PWR-1 SOAP-I fuel in storage at ECF (from inventory reports):

Enriched Uranium from PWR-1 SOAP-I

459 Element

279 Isotope

PWR-1 SOAP-2 fuel in storage at ECF (from inventory reports):

Enriched Uranium from PWR-1 SOAP-II

196

52g Element 449 Isotope
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Summary PWR-1 (Irradiated) Seed Fuel Transferred from NRF or in ECF Storage

Seed 1

Seed 2

Seed 3

Seed 4

Combined Seed or
Unspecified Seed

SOAP-|

SOAP-II

Unspecified SOAP

Total

26 Assemblies
13 S/As

74 Elements
misc. elements

26 Assemblies
21 S/A

30 Assemblies
1S/A

54 Elements
misc. elements
29 Assemblies
10 S/As

misc. elements

Misc. assemblies and elements

Misc. fuel

Misc. assemblies and fuel

Misc. fuel

197

52,988 g Element
43,304 g Isotope

60,801 g Element
48,087 g Isotope

61,891 g Element
46,143 g Isotope

64,734 g Element
52,015 g Isotope

4,781 g Element
3,744 g Isotope

216 g Element
130 g Isotope

1,086 g Element
787 g Isotope

320 g Element
274 g Isotope

246,817 g Element
194,484 g Isotope
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Shippingport Core 1 Blanket Fuel (Natural Uranium) Transferred
to Off-Site Locations (Other than RWMC) or in ECF Storage
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SHIPPINGPORT CORE 1 BLANKET FUEL (NATURAL URANIUM) TRANSFERRED TO OFF-SITE

LOCATIONS (OTHER THAN RWMC) OR IN ECF STORAGE

Shippingport Core 1 (PWR-1) blanket fuel (natural uranium) was primarily sent to the Hanford site for
reprocessing. Some blanket fuel was sent to ECF for testing purposes or prior to being shipped to
Hanford. In addition to the majority that was sent to Hanford, smaller quantities were sent to the Bettis-
Pittsburgh and Oak Ridge National Laboratory. The PWR-1 contained 113 blanket subassemblies.
Each subassembly contained 7 fuel bundles (total of 791). Each fuel bundle contained 120 fuel rods
(total of 94,920). “Depleted” or “Normal U” typically refers to natural uranium. Serialized transfer
transactions are given.

Date Fuel Transferred Quantity Reference
2/19/60 Transfer of 2 rods from PWR blanket bundle .62 g Pu WEI-WEB-16
#0551 to Bettis. (Values per DUQ-WEI-1) 24 Kg U
.001 Kg U 235
4/15/60 Transfer of 2 rods from PWR blanket bundle .62 g Pu WEI-WEB-19
#0551 to Bettis. (Values per DUQ-WEI-1) .26 Kg U
.001 Kg U 235
5/22/61 Transfer of 3 rods from PWR fuel bundles to 19 Pu WEI-SGE-11
Knolls Atomic Power Laboratory. 390 Kg U
2gU 235
9/27/61 Transfer of rod #110 from PWR blanket bundle 133 Kg U WEI-WEB-48
#035 to Bettis. (Values per DUQ-WEI-8) .0004 Kg U 235
.597g Pu
11/2/61 Transfer of rod #111 from PWR blanket bundle 133 Kg U WEI-WEB-52
#0545 to Bettis. (Values per DUQ-WEI-8) .0004 Kg U 235
.597g Pu
12/8/61 Transfer of 2 rods from PWR blanket bundle .266 Kg U WEI-WEB-55
#0485 Assy #035 to Bettis. .0008 U 2351
(Values per DUQ-WEI-8) 192 gPu
5/25/62 Transfer of rod #23 from PWR blanket bundle 133 Kg U WEI-WEB-62
#0671 Assy #047 to Bettis. 442 g U 235
(Values per DUQ-WEI-9) .596 g Pu
8/27/62 Transfer of 1 fuel rod from PWR blanket bundle 133 Kg U WEI-WEB-68
0558 to Bettis. (Values per DUQ-WEI-8) 442 g U 235
.596 g Pu
8/31/62 Transfer of 1 fuel rod from PWR blanket bundle 133 Kg U WEI-WEB-70
0558 to Bettis. (Values per DUQ-WEI-8) 442 g U 235
.596 g Pu
3/22/63 Transfer of 3 fuel rods from irradiated PWR 3975 Kg U WEI-WEB-83
blanket Assy. 041. (Per DUQ-WEI-14 values) 1.2g U235
to Bettis. 1.9gPu
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10/25/63

11/19/63

3/20/64

5/25/64

2/11/66

2/18/66

3/11/66

4/22/66

6/22/66

8/1/66

7/7/67

10/27/67

7/3/68

10/3/69

Transfer of 4 fuel rods from PWR Blanket
Assy 041, Bundle 0079 to Bettis
(As per values from DUQ-WEI-14).

Transfer of 6 PWR Rods from Assembly 50
(Shippers values per DUQ-WEI-17 and WEB-
WEI- 114, 170, & 172) to Bettis.

Transfer of 2 PWR Rods containing depleted
U and Pu (Rods 2,5 from Bundle 0386)

Transfer of 2 fuel rods from LCSR “SABRE”
Assembly to Bettis. (Rods 239 & 304)
(Values as per DUQ-WEI-19CC)

Transfer of 8 irradiated PWR-1 Blanket Subassembly
Fuel Rods to Oak Ridge National Laboratory.

Transfer of 2 PWR-1 Blanket Subassembly Rods
to Bettis-Pgh.

Transfer of 2 PWR-1 Blanket Subassembly Rods
to Bettis-Pgh.

Transfer of 54 irradiated PWR-1 Blanket Subassembly
Rods to Bettis-Pgh.

Transfer of 14 irradiated PWR-1 Blanket Fuel
Subassembilies to Isochem., Inc. in Richland, Wash.
In container, M-130 #10.

Transfer of 16,288 irradiated PWR Core 1 Blanket
Subassembly Fuel Rods to Isochem in M-130 #10.

Transfer of 10 irradiated PWR-1 Blanket Subassembly
Rods to Bettis-Pgh.

Transfer of 8 irradiated PWR-1 Blanket Subassembly
Rods to Bettis-Pgh.

Transfer of 2 irradiated rods from the Sabre
Test Assembly to Bettis-Pgh.

Transfer of 29 irradiated PWR-1 Blanket Subassembly
Rods to Bettis-Pgh.
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530 Kg U WEI-WEB-107CC2
.0016 Kg U 235
25gPu
.8KgU WEI-WEB-111CC1
24 gPu
3KgU WEI-WEB-118
U 235 (listed as negligible)
19 Pu
3.632 Kg Depleted U~ WEI-WEB-124
.02 Kg U 235
8.6 g Pu
5gPu PZB-FZC-1
1 Kg Depleted U
.003 Kg U 235
1gPu PZB-PZA-49
264 Kg U
.001 Kg U235
1gPu PZB-PZA-5
264 Kg U
.001 Kg U235
37 gPu PZB-PZA-54
7KgUu
.02 Kg U235
8218 g Pu PZB-HWA-1
1558 Kg Normal U
5Kg U 235
10,382 g Pu PZB-HWA-2
2,139 Kg Depleted U
7 Kg U 235
7gPu PZB-PZA-76
1KgU
U 235 (Listed as negligible)
6 gPu PZB-PZA-83
1KgU
U 235 (Listed as negligible)
9gPu PZB-PZA-101
3.64 Kg U
U 235 (Listed as negligible)
9gPu PZB-PZA-83
4KgU
.02 Kg U235
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2/14/74 Transfer of 47 PWR-1 Fuel Elements to Battelle, 32gPu PZB-YDZ-1
Pacific NW Laboratories. 6KgU
U 235 (Listed as negligible)
717178 Transfer of one PWR-1 blanket rod to Bettis-Pgh. 1gPu PZB-PZA-216
A3 KgU
U 235 (Listed as negligible)
7/7/80 Transfer of one 8-rod bundle section and one 7-rod 4 gPu PZB-CAF-74
bundle section of PWR-1 blanket fuel to Battelle 2KgU
Memorial, Columbus, Ohio U 235 (Listed as negligible)
9/16/87 Transfer of 1 PWR-1 rod and 44 rods from SABRE 178 g Pu PZB-JXI-517
test assembly to ICPP 80.06 Kg U

In Storage at ECF

Depleted Uranium Blanket Fuel 304Kg Element
Plutonium from PWR-1 Blanket Fuel 1,227g Plutonium

Summary Core 1 Blanket Fuel Transferred from NRF or in ECF Storage
Total PWR-1 blanket fuel transferred and in ECF Storage 4,114.8 Kg U
20.139 Kg Plutonium
12.1 Kg U-235@
(a) The total for U-235 is not likely to be accurate due to rounding and some transfers not including U-235

amounts. The reporting quantity for U-235 in Depleted Uranium is 1 Kg. As a result, values less than 0.5
Kg were not required to be listed.
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Curie Content of PWR-1 Blanket Fuel

Bettis-Pittsburgh personnel performed a detailed evaluation of existing information on the
calculated and measured burnup and radionuclide content for PWR-1 blanket fuel. This core
was designed by Bettis-Pittsburgh and analyzed analytically before operation. A key objective
of the core examination program at ECF was to obtain data for comparison to calculations in
order to assess the capability of analytical tools.

The parameters of most interest in the 1960's were burnup as well as uranium and plutonium
concentrations. Therefore, the reports of the day deal almost exclusively with these parameters. In
core examination programs, burnup was typically determined based on Cs-137 gamma
measurements. Plutonium and uranium were determined based on dissolution of a relatively small
number of blanket fuel rods. The large number of fission product and actinide radionuclides typically
calculated today for environmental analyses were neither calculated nor measured by Bettis-
Pittsburgh and ECF in the 1960's. Therefore, Bettis-Pittsburgh has performed new calculations using
the Oak Ridge National Laboratory ORIGEN-S computer code.

Nearly all of the PWR-1 blanket fuel disposed of at RWMC was fuel that had been irradiated
throughout all four seed lives. Therefore, Bettis-Pittsburgh focused on four seed life calculations.
Thermal and fast neutron flux values from reference (a) were used as input along with time
information for each seed operation. Each seed was treated as one time interval in a four time step
calculation. ORIGEN-S provides output in both burnup (in MwD/Kg U) and radionuclide
concentrations (in Ci/Kg U).

For the ORIGEN-S average burnup calculations, Bettis-Pittsburgh compared the calculated burnup
with the average burnup reported in references (b) and (c). These results agreed within ten percent.
In order to compare plutonium concentrations with plutonium measurements that were made for rods
with only one and two seed lives, Bettis-Pittsburgh performed some ORIGEN-S calculations for one
and two seed lives. The ORIGEN-S calculated values were higher than the measured plutonium
isotope values by a factor of approximately three. Adjusting the flux information to force the ORIGEN-
S calculated plutonium to match the measured plutonium resulted in burnup values that did not match
the measured burnup information. Thus, it was not possible to get the ORIGEN-S program to
adequately duplicate both the burnup and the plutonium. For these calculations, Bettis-Pittsburgh
elected to slightly adjust the ORIGEN-S input parameters so that the calculated burnup closely
matched the measured burnup. Since the burnup information is based on number of fissions, this
would indicate that other fission product concentrations should be reasonably accurate. Other
actinide concentrations are likely to be high similar to the plutonium. Therefore, a factor of three
reduction was applied to the ORIGEN-S results for plutonium and other actinides based on the
measured plutonium values from the 1960s.

Interestingly, the 1960's Bettis-Pittsburgh reports generally reported good agreement between
calculation and measurement, usually within 10 percent, for both burnup and plutonium
concentrations. These calculations used detailed core modeling and Bettis-Pittsburgh computational
methods of that era. A primary reason for the difference in results is due to the fact that ORIGEN-S
treats the fast neutron spectrum with two energy groups rather than a large number of groups, as is
usually done for core physics calculations. Even though new ORIGEN-S do not appear to be as
accurate as the detailed core model burnup and plutonium calculations of the 1960's, it is necessary
to use the new calculations to obtain the full range of radionuclides.
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Bettis-Pittsburgh reports from the 1960's indicate that neutron fluxes, and therefore burnup, varied
widely within the PWR-1 core blanket. Blanket fuel closest to the seed assemblies had higher neutron
flux and higher burnup. The individual rods with the highest measured burnup were approximately 3
times higher than the blanket average burnup. Individual rod bundles could also have burnup
approximately 2.5 times the blanket average. In addition to radial variation within the core, the burnup
of blanket bundles would vary axially over the seven bundle heights in each blanket assembly.

Most of the fuel disposed of at RWMC consisted of intact bundles. The disposal records have bundle
numbers for these intact bundles. Specific subassembly locations have been found for the 12 intact
bundles. Most of the subassembly locations (11) were adjacent to seed assemblies, and one was
from the outer ring of the blanket. Thus, radially, the bundles disposed of at RWMC would have had
greater than average fluxes. The 12 bundles had a variety of height locations within the reactor.
Thus, axially, the bundles were not as biased toward higher flux locations as they were radially. The
best estimate was obtained by multiplying the average depletion calculations (adjusted for the actinide
overprediction) by a factor of 1.5. The upper bound estimate was then obtained by multiplying by
another factor of 1.5, or a combined factor of 2.25. Given the reported factor from the 1960s that
individual rod bundles could have burnup 2.5 times the blanket average and the fact that the 12
disposed of bundles were biased toward higher fluxes radially, but not axially, this worst case estimate
is considered to be reasonable and conservative.

ORIGEN-S calculated radionuclide concentrations for various isotopes are presented in the following
table. These values are for the average four seed burnup of 10.86 MwD/kg of natural uranium.
Values for one year and five years after shutdown are provided. For fission product radionuclides, the
best estimate concentrations used in this report are 1.5 times these average burnup concentrations,
and the upper bound estimate concentrations are 2.25 times the average burnup concentrations. Due
to the known overcalculation of plutonium and actinides by a factor of approximately three, the
actinide concentrations used in this report are reduced by a factor of three from the concentrations in
this table and then multiplied by 1.5 and 2.25 to obtain the best estimate and upper bound estimate
respectively. For the uranium isotopes and their decay chain radionuclides, the curie content has little
uncertainty based on the known amount of uranium disposed to the RWMC, therefore the best
estimate and upper bound estimates use the average burnup concentrations listed in this table.
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Table 1. ORIGENS-S calculated activity concentrations for decayed fission products,
actinides, and daughter products in the Shippingport natural uranium blanket
elements based on 10.86 MwD/kg natural U.

1 Years Decay 5 Years Decay

Isotope Cil/kg Ci’kg
Ac-227 1.67E-10 4.47E-10
Am-241 1.04E-01 2.73E-01
Am-243 2.24E-04 2.24E-04
C-14 9.07E-05 9.07E-05
Cm-244 3.35E-03 2.87E-03
Cs-137 3.40E+0 3.08E+0

1 1
Eu-152 7.32E-03 5.94E-03
Eu-154 8.16E-01 5.92E-01
H-3 1.48E-01 1.18E-01
1-129 1.25E-05 1.25E-05
Nb-94 4.39E-08 4.39E-08
Np-237 2.55E-05 2.59E-05
Pa-231 2.32E-09 2.71E-09
Pb-210 1.65E-12 6.51E-12
Pu-238 1.14E-01 1.15E-01
Pu-239 4.25E-01 4.25E-01
Pu-240 3.71E-01 3.71E-01
Pu-241 2.91E+0 2.40E+0

1 1
Pu-242 2.45E-04 2.45E-04
Ra-226 2.49E-11 6.39E-11
Ra-228 2.10E-15 6.84E-15
Sr-90 1.99E+0 1.81E+0

1 1
Tc-99 4.78E-03 4.78E-03
Th-228 3.52E-07 8.68E-07
Th-229 6.03E-12 8.54E-12
Th-230 1.74E-08 2.77E-08
Th-232 9.36E-15 1.88E-14
U-232 7.56E-07 1.14E-06
U-233 6.90E-09 7.34E-09
U-234 2.79E-04 2.80E-04
U-235 4.53E-06 4.53E-06
U-236 4.81E-05 4.83E-05
U-238 3.29E-04 3.29E-04
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